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The figures have been grouped together at the back of this manual. 
This, combined with the loose-leaf manual format, allows the user to 
remove and look at the figures while referring to the text. 


The information in this manual has been carefully checked and is 
believed to be correct. If differences exist between this manual and 
the data sheets, the data sheets have precedence. Motorola does not 
assume any liability arising out of the application or use of any 
product or circuit described herein; neither does it convey any 
license under its patent rights nor the rights of others. 


Copyright 1983, 1984 by Motorola, Inc 
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1.0 INTRODUCTION 


The Raster Memory System provides sophisticated video display and 
memory management for microprocessor—based systems. It is really two 
systems in one chip set: Machine 1 provides the full RMS power for 
new designs, and machine 2 provides backward compatibility with 
MC6809E systems using the MC6883-MC6847 combination. 


This chapter of the Raster Memory System User's Manual contains an 
overview of the RMS' capabilities, to allow evaluation by system 
designers. Hardware design considerations are discussed in Chapters 2 
(Microprocessors), 3 (Memory Organization), 4 (Hardware Interface), 5 
(Reset and Initialization), and 13 (Pin Drive and Loading). Hardware 
and software issues are covered in Chapter 6 on General Video. 
Machine 1 software features are detailed in Chapters 7 (Display 
Modes), 8 (True Objects), 9 (Control Registers), 18 (System Memory 
Map), ll (Video Overlay), and 12 (Real Time Software). Machine 2 is 
discussed in Chapter 14. As discussed there, some parts of Chapter 9 
apply to Machine 2 operation. 


1.1 RMS Highlights 


The Raster Memory System (RMS) is a video display generator system 
with the following characteristics: 


fe) Intended for personal and home computers and teletext/videotex. 
fe) Compatible with NTSC and PAL displays with or without interlace. 
fe) Supports up to 1 Mbyte of dynamic RAM (DRAM) including refresh. 


fe) Low parts count with MC68G9E and MC68888 family MPU's. 


fe) Horizontal resolution from 64 to 64@ pixels. 

fe) Vertical resolution from 64 to 5@@ pixels. 

fe) Bit-plane mode and 6 character/object-oriented list modes. 
fe) 32 available colors from a palette of 4096. 

fe) ASCII and mosaic characters in internal ROM. 

fe) From 32 to 32K user-definable characters in the list modes. 
fe) Text oriented attributes: underline, flash, invert, color, 


double height and width. 
fe) Game oriented attributes: collision, priority, color offset. 


° Virtual screen much larger than visible screen, smooth 
scrolling. 
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re) 2 chips - Raster Memory Controller (HCMOS) MC68487 

Raster Memory Interface (MOSAIC 1.5 bipolar) MC68486 
fe) 8 hardware objects positioned by XY registers. 


fe) 2 machine modes allow MC6847/MC6883 emulation or full feature 
operation. 


1.2 Discussion of Terms 


It is based on the Texas Instruments TMS52@@ speech processor chip. The unit 
makes use of its own 6582 microprocessor, and interfaces as if itwerea 
printer. It was available in RS-—232 serial or Centronics parallel versions. 
Upon power up, the Echo unit responds with the phrase Echo Ready,, to let you 
know all is well. One of the first points the user will notice is that the Echo 
is capable of intoning a sentence. Rather than speaking in a monotone, the 
pitch of the voice is dynamic. This makes for amore intelligible and less 
grating speech quality. You can use the internal speaker of the unit or route 
the sound to an external speaker. This section provides an orientation to the 
RMS capabilities and defines some of the terms used to describe them. 

The first terms, pixel and pel, both mean picture element. 
Traditionally, pixel refers to the smallest physical picture element, which 
is the resolution of the CRT being used, and pel refers to the smallest 
logical picture element, which is set by the rest of the video system. This 
Manual uses pixel to mean the element set by the particular horizontal and 
vertical screen resolutions selected by the user; these set the limit on 
system resolution, and it is assumed that they will be picked to match the CRT 
resolution. Pel is used to refer to all other picture elements. 

The RMS uses a block of DRAM as screen memory to contain the display 
information. The user locates this block using RMS registers as pointers. 
The data may be larger than the user's display can show at one time; the full 
set of data is the virtual screen, and the data currently being displayed is 
the displayed screen. The user may scroll smoothly through the virtual 
screen, moving the displayed screen as little as one pixel at a time 
vertically or horizontally or both by changing at most four RMS registers, 
while leaving the screen memory unchanged. 

The user can display individual pels in the bit-plane mode, or 
characters and fixed objects in any of the six list modes. The screen memory 
in the bit-plane mode is arranged in scan lines. Within each scan line, the 
color of the first pel is followed by the color of the second, and so on. The 
characters and fixed objects used in the list modes are defined in image 
tables which contain their pel-by—pel descriptions. The list mode screen 
memory is arranged as a display list of pointers to entries in the image 
tables, character row by character row. The list modes allow the display list 
to include attributes for the images; these allow each individual occurrence 
of an image to be altered, for example by underlining or flashing. 

Characters and fixed objects differ fromeach other in the attributes that 
they may use, but the main difference is that fixed objects may interact with 
true objects and characters may not. 

The true object follows few of the rules of the other images. Its many 
unique features are explained in its own chapter, but its primary 
distinction is that it is designed to move. Each of the eight true objects is 
Placed on the screen using pointers and XY registers in the RMS. The pointer 
indicates the object's location in its image table 
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in memory, and the XY registers locate the object on the displayed 
screen. Flags indicate when each object has been completely 
displayed; the MPU may then change the XY registers to either move it 
smoothly on the screen or to create another object further down the 
screen. In this way, by changing only RMS registers, many more than 8 
true objects may appear on the screen, but only 8 can appear in any 
single scan line. Registers also report overlap of true objects and 
fixed objects or of two true objects, and priorities allow control of 
the third dimension: objects can pass in front of or behind other 
objects. True objects may also be used in the bit-plane mode. 


The RMS offers the user a variety of character types. It has 96 ASCII 
alphanumerics and two types of mosaics in internal ROM and allows a 
Dynamically Redefinable Character Set (DRCS) to be user defined. The 
DRC's come in several varieties, depending on the list mode. Some are 
8 pels wide and use exactly the same attributes as the alphanumerics, 
some are 8 pels wide but with different attributes, and others are 16 
pels wide. 


Independent of the display mode, the user can set HRES, the dis- 
Played screen's horizontal resolution, and VRES, the vertical 
resolution. 


The Color Mapping RAM (CMR) consists of 32 registers in the RMS. Each 
register can be set to any one of 4896 colors. The bits that select 
colors in the bit-plane screen memory and the list mode image tables 
are used to select CMR registers, rather than actual colors. 


Other terms are defined when they are introduced. 


1.3 System Features 


A simple transistor reset circuit indicates to the RMS on reset 
whether the MPU is an MC68@9E or an MC68000 family member, and whether 
the display uses 525 or 625 scan lines. Everything else is software- 
controllable. The user can set the RMS registers, load the DRAM with 
image tables, fill the screen memory, and go. Once the system is 
running, the RMS allows flexible dynamic screen operation; the user 
can save the screen XY position at a light pen or other TTL input, 
change the Color Mapping RAM in the RMS to slightly or completely 
change colors partway through a screen, detect and act on collisions, 
and indicate that the CRT beam has reached a selected screen XY 
position. These events (except the CMR changing) may be individually 
selected to merely set a flag for the MPU, or to cause an MPU 
interrupt. 


The bit-plane mode suits graphics applications and mixed text and 
graphics; characters can be drawn on the screen (using simple, quick 
routines) at random locations, with none of the list modes' row or 
spacing restrictions. 


The six list modes offer a variety of attributes; modes @, 2, and 5 
are intended for text and word processing applications using mode @'s 
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minimum 12 lines of 32 characters (NTSC noninterlace) up to mode 2's 
maximum of 58 lines of 88 characters (PAL interlace). Modes 1, 3, and 
4 are intended for video games of varying complexity. All modes trade 
memory against performance, from mode Z's minimum of 384 bytes per 
displayed screen to mode 4's maximum of 7560. 


The RMS provides many game-related features. Fixed objects can flag 
or ignore true objects when they overlap, under user control. A fixed 
object, which always occupies a rectangular block, can be partly 
background color and partly "solid" object. The collision reporting 
to the MPU is made only when the true object overlaps the solid part 
of the fixed object. The true object can appear in front of the 
background color, but behind the fixed object's solid area. Since the 
arrangement of colors in the CMR registers is arbitrary, this puts no 
restriction on what colors are solid. Only the CMR address, not its 
contents, affects this. 


Shading is a related feature. Part of a fixed object can represent an 
area in shadow; selecting the shading attribute allows a true object 
to change color as it passes through the shade. Once again, the shade 
can be any color, since only the CMR address determines what gets 
shaded. 


The true objects are positioned relative to the displayed screen, 
while characters and fixed objects are positioned relative to the 
virtual screen; this allows fully independent movement. A true object 
can be held at the center of the screen while the rest of the scene is 
scrolled around it, and it seems to pass behind some parts and in 
front. of others; alternately, the fixed objects could move over a 
stationary background. Each could move independently and 
simultaneously, or some could move while other true objects remained 
attached to the scenery. Four registers control visible screen 
Movement and two control each true object, so very little MPU effort 
is required to make the changes. 


1.4 System Hardware and System Performance 


The video performance of the system is affected by the choice of MPU 
and the amount and organization of DRAM. 


1.4.1 System Performance and the MPU 


Any of the MPU's can get full video performance from the RMS, but non- 
video system processing throughput will be higher for the MC6880G 
family than for the MC6809E, so displays that require more processing 
may need higher MPU capability. The RMS must supply the MPU clocks so 
that it can synchronize DRAM access. This has a different effect on 
the MC6889E's synchronous bus than on the MC68900 family's 
asynchronous bus. 


Depending on the user-selected horizontal screen resolution, the RMS 
allows access to its registers and its DRAM at a 745 KHz to 994 KHz 
rate (NTSC). When used with an MC68@9E, the RMS does this by 
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providing the Q and E clocks at that frequency, which means that all 
MC68@9E bus transactions take place at that frequency even when they 
are not using the RMS. The MC689@@ family's bus requires handshaking, 
which the RMS provides at the same 745 KHz to 994 KHz, but it also 
provides a 7.95 MHz clock (NTSC) which allows the MPU to perform 
internal operations and non-RMS bus activity at a higher rate. For 
PAL systems, the frequencies are 739 KHz to 985 KHz and 7.88 MHz. 


The user can supply a separate clock for MC689@9 family MPU's and 
leave the RMS-supplied 7.95 MHz clock disconnected, which would allow 
using a higher speed MPU and a clock to match. The MPU's internal 
operations would then run at the higher frequency, but the bus cycles 
would still be controlled by the speed of the memory or I/0 
handshaking. RMS handshaking would be unaffected by this clock 
change, but the system could use high speed memory or I/O with 
separate handshaking to take advantage of the faster clock. 


1.4.2 System Performance and DRAM Use 


The RMS uses Dynamic Random Access Memory (DRAM) organized in banks 
Each bank consists of identical DRAM's connected in a byte-wide data 
bus (data inputs tied to data outputs) with a multiplexed address bus 
of 14, 16, or 18 lines (for 16K, 64K, or 256 Kbyte banks). 


The RMS supports up to four banks of DRAM, each of which can have up 
to 256 Kbytes. With 8-bit MPU's (MC68@9E and MC68@@8), one, two, or 
four banks may be used; with the 16-bit MPU's two or four banks are 
possible. The independent banks allow time division multiplexing of 
the DRAMs onto the RMS data bus as well as DRAM refresh and MPU access 
in the same cycle. 


Because of this, 2 and 4-bank systems have more performance available 
than l-bank systems; they can display more colors in bit-plane and 
list modes, and the list modes can have fewer scan lines in each 
character row. See Table 3-1. Figuring the size required for a 
display is complicated by the fact that the DRAM may be used to hold a 
variable number of user-defined display objects, as well as a virtual 
screen much larger than the displayed screen, or even several 
independent screens. 16 Kbytes is the smallest possible bank because 
of the refresh methods supported by the RMS. With one 16K bank, the 
user could display all the list modes (the densest noninterlace 
visible screen requires 3788 bytes; each user-—described image takes 
from 8 to 128 bytes in its image table) or in bit-plane mode a 4-color 
screen 328 pixels wide by 2098 pixels high. 


Because the RMS is designed to provide complete control of DRAM with 
its data bus and control signals, it does not allow access by the RMS 
to any other memory type. If a particular application requires that a 
display or image tables be present at power up, the data can be stored 
in ROM and transferred to DRAM by the MPU before the RMS' video output 
is enabled. 
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1235 Raster Memory Controller (RMC) 


The RMC is designed in Motorola's HCMOS process. It allows the LSI 
RMC to pack a lot of function into a low cost part, and be capable of 
operating at the high speeds associated with video. Figure 1-1 shows 
the RMC's block diagram, and Figure 1-2 shows its functional pinout. 


The RMC provides all of the display address generation for RMS. The 
address generator is essentially a dedicated MPU whose architecture 
and instructions have been optimized for display address generation 
calculations. 


The RMC also processes the video data. Raw data is received from DRAM 
and decoded into pixels. The high performance of HCMOS allows the 
pixel data to be processed at rates greater than 14 MHz. 


The video data can be broken down into bit-plane pixels, or routed to 
the one of the RMC's internal character generators. Character 
generators are available for either high quality alphanumerics or 
mosaic graphics. 


Dedicated logic collects true object data during horizontal inactive 
video and then presents it at the correct pel time. The user gets to 
select that time by means of screen XY coordinates. 


The Color Mapping RAM (CMR) allows the user to change colors quickly 
and easily. There is no need to have the MPU process all of the data 
in DRAM, when changing a single RMC register will change how the DRAM 
data is interpreted and generate an entirely new color or intensity. 


The video outputs are analog RGB. Special interface parts are 
available for most users, but it is also simple to buffer the outputs 
with transistors. 


1.6 Raster Memory Interface (RMI) 


The RMI is an LSI bipolar digital part designed with Motorola's MOSAIC 
1.5 process. This process allows it to be a complex part and still 
have the same speed as 74ALS logic. It needs this speed since it must 
interface with dynamic RAM and provide clocks for the entire system. 
Figure 1-3 shows the RMI's block diagram, and Figure 1-4 shows its 
functional pinout. 


The RMI is the interface between the DRAM and the MPU's address and 
control lines. It translates the MPU's address bus into the 
information needed on the DRAM address bus. It also provides all of 
the timing signals required by the DRAM. The outputs of the RMI are 
designed to drive up to 32 DRAM parts directly; there is no need for 
additional buffering. 
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The RMI also determines how DRAM accesses are made so that both the 
MPU and RMC can access DRAM at high speed without interfering with 
each other. It makes extensive use of page mode to utilize the DRAM 
as efficiently as possible. See Section 3.3. 


It must also serve as a memory management device. The MC68@9E MPU can 
only access 64 Kbytes of memory, but the RMS can support up to 1 Mbyte 
of DRAM. The RMI provides the control the MC6809E needs to work with 
this much memory. 


The RMI also provides address decoding for devices other than RMS. 
Several different memory map options are provided that allow for ROM 
and I/O as well as the RMS and DRAM. Signals are made available so 
that chip selects can be generated as simply as possible. 


RMI also provides MPU handshaking signals for the MPU's. These 
signals are provided for both the RMS and for the other sections of 
the overall system for which RMI decodes addresses. 


RMI contains an interface for a crystal so that it can be the master 
oscillator for the entire system. The master oscillator is 
approximately 36 MHz; see Section 4.1.1. RMI generates all of the 
timing signals needed by the RMC for video generation and also 
generates clocks for the MPU. 
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2.9 THE MICROPROCESSOR 


The Raster Memory System is designed to work with several members of 
the Motorola family of 8 and 16 bit MPU's. The user has a choice of 
the MC68@9E 8-bit MPU, the MC68G@8 8-bit MPU, or the MC68@00 16-bit 
MPU. The user's choice of MPU has a significant affect on the 
architecture and performance of the total system. 


This chapter examines the features that should be considered as the 
user chooses an MPU for the system. 


254. The MC68989E Microprocessor 


The MC6809E is Motorola's most sophisticated midrange microprocessor. 
It has a 16-bit address bus, an 8-bit data bus, and operates 
synchronously. The RMS contains several features so that the MC6809E 
can work efficiently with the RMS as a peripheral. 


Zeke The Address Bus 


The MC6809E's 16-bit address bus must be connected to the RMS X bus by 
means of two packages of 74ALS257 or equivalent logic. All of the 
control signals to operate the 74ALS parts are generated by the RMS. 
See Figure 2-1. 


There are two lines from RMI used to control the 74ALS logic: the 
first is ADEN, which is used as an enable for any of the MPU address 
lines to be presented to the X bus; and the second is ADSEL, which is 
used to choose between either the most Significant or the least 
Significant address lines. ADEN is assumed to be active for the 
following table. 


X Bus Bit ADSEL Low ADSEL High 
x9 Not Used Not Used 
X8 Not Used Not Used 
X7 A7 A9 
X6 A6 A8 
X5 AS Al5 
X4 A4 Al4 
X3 A3 Al13 
X2 A2 Al2 
Xl Al All 
XO AG Alg 


Table 2-1 MPU Address to X Bus Connections for the MC68@9E 


These are all of the necessary address bus connections, but there are 
a few additional connections to the MPU address bits that can be 
useful. If the user wants to take advantage of the chip select decode 
capability of RMI, then MPU A7 should be connected to RMI pin UDS(A7), 
MPU A6 to RMI pin AS(A6):, and MPU AS to RMI pin LDS(A5). These 
connections are in addition to the connections listed above and are 
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only required if the user plans to use the RMI-encoded chip select 
lines (S2, Sl, and S@). See Chapter 10. 


The MPU's 16 address lines are not enough to access the RMS' full 
address range. The RMS is designed to operate with up to 1 Mbyte of 
memory, which requires 28 address lines. The remaining four lines are 
supplied as a paging register in the RMS memory map. This paging 
register is easily programmed by the MPU and provides a simple form of 
memory management for the MC6809E. A detailed discussion of the 
operation of the paging register is provided in Sections 9.3.6 and 
96307 


2.1.2 The Data Bus 


The MC68Q09E's 8-bit data bus is connected to the RM 8-bit B port. 
The B port is a bidirectional port designed to interface directly to 
the MPU data bus with no additional logic required. It provides all 
of the data bus connections needed between the MC68@9E and the RMS. 
The RMC provides the buffering and separation needed between the MPU 
data bus and the dynamic RAM data bus, as well as the RMS control 
registers. 


In addition to the data bus, the MPU's R/W line must be connected to 
the R/W lines of both the RMI and RM. 


20153 Control and Timing 


In addition to the address and data buses, there are several other 
connections between the MC68@9E and the RMS. These are control and 
timing signals. 


The RMI generates the clocks needed by the MPU. The MPU's E clock is 
available on the RMI's CLK(E) pin. The MPU's Q clock is available on 
the RMI's DTACK(Q) pin. These clock signals must be used by the MPU 
and any other parts of the system that normally connect to the MPU 
clocks. 


In standard MC68@9E configurations the RMS chip select (CS) is tied 
low, which permanently enables the RMS, but special applications can 
use CS to disable the RMS' bus control. The RMS generates the video 
display independent of the chip select's state. 


The MPU's RESET line should also be tied to the RMS. This line is 
connected to the RMS via an additional transistor that connects it to 
the X bus. The way in which it is connected to the X bus informs the 
RMS, at system reset, what kind of MPU is in use in the system. See 
Chapter 5 for more information about resetting and initializing the 
system. 


2.1.4 MPU Speed 


The MC6809E is a synchronous MPU, so the RMS maintains its clocks at a 
constant frequency from 745 KHz to 994 KHz (NTSC), depending on the 
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display's horizontal resolution. During clock synchronization at the 
end of each scan line, one cycle is stretched. See Sections 4.2.7 and 
4.3.1. 


The MC68888 Microprocessor 


The MC688@8 is the lowest cost member of the Motorola MC68000 MPU 
family. It is code-compatible with the MC68900, but uses an 8-bit 
data bus and a smaller address bus. This makes it possible to build a 
low cost system that can be upgraded at a later date and will still be 
able to use the existing software. 


Ze2edk The Address Bus 


The MC68@@8's 20-bit address bus allows it to address 1 Mbyte of 
memory, which is the same range as the RMS. The RMS also provides 
chip selects for other devices in its memory range, but if they are 
used, these addresses subtract from the 1 Mbyte available for DRAM. 
The MC68@08's 20-bit address bus is connected to the RMS X bus via 
three packages of 74ALS logic, such as 74ALS257's. All of the control 


signals required to control the 74ALS parts are generated on the RMI. 
See Figure 2-2. 


There are two signals used to control the 74ALS logic. The first is 
ADEN, which is used to enable the outputs of the 74ALS logic. The 
second is ADSEL, which is used to select which 19-bit address word 
will be presented to the X bus. The following chart shows how to 
arrange the connections through the 74ALS logic. 


X Bus Bit ADSEL Low ADSEL High 
x9 A9 Al9 
X8 A8 A18 
X7 A7 Al7 
X6 A6 Al6 
X5 A5 Al15 
X4 A4 Al4 
X3 A3 Al3 
X2 A2 Al2 
Xl Al All 
Xd Ag Ald 


Table 2-2 MPU Address to X Bus Connections for the MC68008 


These are all of the connections required from the MPU address bus. 
All of the MPU address lines have been accounted for, so it is 
recommended to tie the chip select (CS) pin on RMI low so that it is 
permanently enabled. 


2.2.2 The Data Bus 


The MC680@8's 8-bit data bus must be connected to the RMC's 8-bit B 
port. The B port is bidirectional and designed to interface directly 
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to the MPU data bus with no additional logic. The RMS provides all of 
the buffering and separation required between the MPU data bus and the 
DRAM data bus. 


Most of the control and all of the timing information required to 
operate the B port correctly is generated inside the RMS. The one 
additional line required from the MPU is its R/W line, which must be 
connected to the R/W lines on both the RMI and RNC. 


2.203 Control and Timing 


Several control and timing signals must be connected between the RMS 
and the MPU in addition to the address and data buses. 


There are several timing and handshaking lines located on RMI. These 
include CLK(E), AS(A6), LDS(A5), and DTACK(Q). These pins should be 
connected to the MPU pins with similar names. Note that the RMS 
provides the MPU with its master clock and is also able to operate on 
the MPU's asynchronous data bus. 


It is possible to use the RMS chip select (CS), located on RMI. This 
is not necessary since the RMS occupies the same address space that 
the MC68@@8 can address. However, it is possible to use it. The 
level on CS has no effect on the video display, which is maintained at 
all times. 


The MPU's RESET line is also connected to the RMS. This is done via 
an external transistor. The way in which the transistor is connected 
to RMS provides important initialization information; see Chapter 5 
for more information on reset and initialization. 


2.2.4 MPU_ Speed 


The RMS provides a 7.95 MHz clock for the MC68@@8, which is an 
asynchronous MPU. The MC68008 uses at least 4 clock cycles to perform 
each bus transaction. If the device being accessed is unable to 
respond quickly enough, the MPU inserts wait states in the bus cycle 
until the device responds. With a 7.95 MHz clock, the MC680@8 has a 
maximum bus frequency of 1.988 MHz. If the need exists, a high speed 
MPU can be used with a user-supplied high frequency clock. High speed 
memory and I/O with their own address decoding and handshaking can 
then be used to take advantage of this speed. 


When the MPU is accessing the RMS, the DRAM controlled by RMS, or some 
device whose MPU handshaking is performed by the RMS (using the S bus 

and RMS' DTACK), the average bus frequency is between 745 KHz and 994 

KHz, depending on the display mode in use. One cycle may be stretched 
for resynchronization during horizontal retrace. 


pare The MC68888 Microprocessor 


The MC680@0's 16-bit data bus offers the user a very high level of 
performance. It uses an asynchronous memory bus, which allows it to 
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operate with a wide variety of peripherals, regardless of their speed 
of operation. 


The RMS requires slightly more external logic to interface to the 
MC6808@ than it does to interface to the other MPU's, but a very cost- 
effective system is still possible. See Figure 2-3. 


203.01) The Address Bus 


The MC68000 is capable of directly addressing 16 Mbytes of memory. 
This is accomplished through a combination of 23 address lines (Al to 
A23) and two data strobes (LDS and UDS). There is no A@ line, because 
the MC68@@@'s address bus is Set up to address 16-bit words. The two 
data strobes resolve to the byte level. 


The interface between the MC6800@ address bus and the RMS X bus can be 
simply made via three packages of 74ALS257's, although it is possible 
to use other parts if desired. The RMS generates ADEN and ADSEL, the 
two signals required to control the 74ALS parts. ADEN is a general 
enable signal for the 74ALS outputs. ADSEL is a select signal to 
determine which address lines will be used. The 74ALS parts should be 
wired according to the following table. 


X Bus Bit ADSEL Low ADSEL High 
x9 Ag Al19 
X8 A8 A18 
X7 A7 Al7 
X6 A6 Al6 
X5 A5 Al15 
X4 A4 Al4 
X3 A3 Al3 
X2 A2 Al2 
X1 Al All 
XO UDS Al@ 


Table 2-3 MPU Address to X Bus Connections for the MC68000 


In addition to these connections, the RMS chip select is needed in 
MC68008 systems. The MC68G00G can address 16 Mbytes of memory, but the 
RMS only occupies 1 Mbyte of its address space. Therefore the four 
most significant address lines of the MPU should be decoded and 
connected to the RMS chip select located on the RMI. This informs the 
RMS which 1 Mbyte block, out of a possible 16 blocks, it occupies. 

The display is maintained by the RMS regardless of the state of its CS 
pin. 


23:2 The Data Bus 


The MC68000 has a 16-bit data bus, so it is necessary to have a 16-bit 
wide DRAM organization in order to have proper system operation. The 
RMS requires some additional 74ALS logic to control the connection 
between the MPU and DRAM data buses. 
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The signals to control the 74ALS logic are developed from the control 
Signals already available in the RMS system, processed by 3 two-input 
NAND gates. Figure 2-4 shows the bus control hardware but not the 
other system connections. The DRAM data bus connects to the RMC'sS A 
and B busses, and the rest of the data bus connections are made 
directly to the MPU's data bus. 


The DRAM is still organized in byte-wide banks. Banks 9 and 1 are 
used together to address 16-bit words, and separately to address 
bytes. Banks 2 and 3 are used in a similar fashion. Banks 1 and 3 
are the least significant bits of the 16-bit data words. They must be 
connected to the A port. See Figure 2-5. 


The RMS control registers must be read and written as bytes. The 
results of accessing the control registers as 16-bit words are 
undefined. The DRAM may be accessed as bytes, 16-bit words, or 32-bit 
long words. 


The read/write (R/W) line must be connected to both RMI and RM as 
well as the 74ALS logic used to interface the MPU data bus to the DRAM 
and RMC data buses. 


2.363 Control and Timing 


The MC680@@ requires several timing and handshaking signals in order 
to interface with the RMS. All of these signals are directly supplied 
by RMS. 


First, the MC680@@ requires a clock (CLK). RMI supplies a 7.95 MHz 
clock. 


There are also some handshaking signals required to control memory 
accesses. These include address strobe (AS), upper and lower data 
strobes (LDS and UDS), and data transfer acknowledge (DTACK). These 
Signals should be attached to the RMI pins with similar names. In 
addition, UDS must also be attached to the 74ALS logic required to 
interface the MPU address bus to the X bus. 


The MPU reset line should be connected to the RMS X bus via an 
external transistor. The way in which it is connected to the X bus 
will tell RMS, at system reset, that it is connected to an MC68000 
family MPU. See Chapter 5. 


2.3.4 MPU S 


The RMS provides a 7.95 MHz clock for the MC6800@0, which is an 
asynchronous MPU. The MC68000, like the MC6890@08, uses at least 4 
clock cycles to perform each bus transaction. If the device being 
accessed is unable to respond quickly enough, the MPU inserts wait 
states in the bus cycle until the device responds. With a 7.95 MHz 
clock, the MC68@@@ has a maximum bus frequency of 1.988 MHz. If the 
need exists, a high speed MPU can be used with a user-supplied high 
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frequency clock. High speed memory and I/O with their own address 
decoding and handshaking can then be used to take advantage of this 
speed. 


When the MPU is accessing the RMS, the DRAM controlled by the RMS, or 
some device whose MPU handshaking is performed by the RMS (using the S 
bus and RMS' DTACK), the average bus frequency is between 745 and 994 
KHz, depending on the display mode in use. One cycle may be stretched 
for clock synchronization during horizontal retrace. 
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3.0 MEMORY ORGANIZATION 


This chapter describes the dynamic memory that must be connected to 
the Raster Memory System. It lists the memory parts that can be used 
with the RMS and it also describes the different memory configurations 
that can be attached to the RMS, and their features. 


3.1 Uses of the Memory 


The dynamic memory attached to the RMS is a multiple-use resource. It 
is used for the RMS screen memory and it is available for use by the 
MPU for other tasks. 


The amount and organization of the DRAM used for screen memory affects 
the performance of the system. For example, it is not possible to 
display a full screen of high resolution 4 color graphics without 
sufficient DRAM in the system. 


The DRAM is used to hold all of the data required to generate a video 
screen. In bit-plane mode all of the data for every pel displayed is 
stored in DRAM. In list mode all of the data in the display list is 
stored in DRAM. In addition, all of the image tables required to 
define DRCs, fixed objects, and true objects are stored in DRAM. 


The parts of DRAM in uSe as screen memory are accessible to the MPU. 
The MPU may read or write these parts of memory at any time without 
causing any flickering or other undesirable effects on the video 
screen. 


The MPU can use the parts of DRAM not in use as screen memory for data 
or programs that it is executing. These uses do not interfere with 
the video display operation in any way. They do not cause undesirable 
effects on the video screen. 


It is also possible to use the DRAM as a source or destination for DMA 
operations. The restriction on DMA use is that data may not be 
transferred any faster than the MPU memory access rate even though the 
speed rating of the DRAM's might lead the user to believe that a 
faster rate is possible. 


This memory access rate is no less than 745 Kbytes per second and no 
greater than 994 Kbytes per second in an NTSC system. The rate 
depends on the display mode in use. 


It is possible for the MPU to use the memory at the same time RMS is 
using it for display because access to the memory is time division 
multiplexed. When the MPU requests a byte of memory, it is accessed 
within a few hundred nanoseconds. In the case of a read the data is 
held until the MPU expects to receive it. In the meantime the RMS 
display process is accessing the memory to retrieve up to four bytes 
that will be used to generate the video display. 
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It might appear that the RMS has a very large share of the memory 
access time, while the MPU has to settle for a small percentage. In 
practice this is not true. The display process makes extensive use of 
Page mode accesses to DRAM, which allow very high speed memory 
throughput, as long as the required data is stored in the required 
pattern of addresses. During each memory cycle, the MPU and RMS both 
get exactly one random access to DRAM. 


3.2 Recommended Memory Parts 


The RMS supports a wide variety of dynamic RAM types. Regardless of 

their organization, all memory parts used with the RMS should have an 
access time of no more than 158 nanoseconds from Row Address Strobe. 

Faster parts may be used without any problems. 


Memory parts which are known to work are listed below. These parts 
are all industry standards, so it should be possible to substitute 
similar parts. However, only these parts have been tested, so only 
these parts are guaranteed to work. 


Any users who would like to use other parts are directed to Section 
3.3 which describes the signals generated by RMS and their timing. 


Part Number Organization 
MCM4516-15 16Kx1 
MCM6665-15 64Kx1 
™S4416-15 16Kx4 
MCM6256-15 256Kx1 


Table 3-1 RMS-Compatible Dynamic RAM Types 


These parts are supported and others may not be because of two 
Parameters. The first is memory timing, which is covered in Section 
3.3. The second is the way in which signals are routed to the RMI Z 
bus. 


The RMI's Z bus is connected directly to the DRAM address inputs. 

Only a limited number of configurations are available. The 
configuration used will depend on the organization and type of DRAM 
the user selects. The user informs the RMS of this choice by means of 
a control register in the RMS memory map, whose details are discussed 
in Section 9.3.17. In all cases, Z@ (the LSB) is connected to the 
DRAM's LS address pin (AG), Z1 to Al, and so forth. If less than 1 
Mbyte of DRAM is used, the most significant Z bus pins must be 
unterminated. 


3.3 Memory Timing 


The following data is listed in the same way as it would be listed on 
a Motorola memory device data sheet. Timing diagrams are also shown 
(Figures 3-1, 3-2, and 4-6) in case the definition of some terms is in 
doubt. 
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Parameter Symbol Nominal Time 
Random read or write cycle time tre 335 
Read-modify-write cycle time tewc Not Applicable 
Access time from row address strobe trac 168 
Access time from column address strobe teac 84 
Output buffer and turn off delay torr <toac 
Row address strobe precharge time trp 14 
Row address strobe pulse width tras 196 
Column address strobe pulse width teas 112 
Row to column strobe lead time trcp 84 
Row address setup time tasp >@ 
Row address hold time tray 28 
Column address setup time tasc 56 
Column address hold time toaH 56 
Column address hold time referenced to RAS tar 148 
Transition time (rise and fall) tp >3 
Read command setup time tecs 196 
Read command hold time tecH 168 
Read command hold time referenced to RAS tery 168 
Write command hold time tycH 140 
Write command hold time referenced to RAS twoRr 223 
Write command pulse width typ 196 
Write command to row strobe lead time tewr, 168 
Write command to column strobe lead time tow, 168 
Data in setup time tos 17 
Data in hold time ton 140 
Data in hold time referenced to RAS tour 223 
Column to row strobe precharge time torp 14 
RAS hold time trsy 112 
Refresh period tersH 1.64 
Write command setup time twos 56 
CAS to WRITE delay tawp Not Applicable 
RAS to WRITE delay trwp Not Applicable 
CAS hold time tesy 196 
CAS precharge, non page mode tcpn 148 
RMW cycle RAS pulse width trrw Not Applicable 
RMW cycle CAS pulse width torw Not Applicable 
Page mode cycle time toc 223 
Page mode cycle time (read-modify-wr ite) toom Not Applicable 
CAS precharge time (page mode cycle only) top 112 
RAS pulse width (page mode cycle only) trpm 531 


Table 3-2 DRAM Timing Requirements 


All units are in nanoseconds except tRFSH, which is in milliseconds. 
The RMS provides 5 refresh cycles per video line, for a worst-case 128- 
cycle time of 1.64 milliseconds (against a specification of 2.8 msec 
Maximum) and a 256-cycle time of 3.28 milliseconds (4.8 msec 

Maximum). Some parameters are not applicable because read-modify- 
write cycles are not possible in the RMS system. 
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3.4 Memory Organization 


The overall organization of the DRAM attached to RMS must fall into 
one of two general classifications: 8 or 16 bits wide. The 8-bit 
organization is used with the MC68Q9E and MC68@08 MPU's, and the 16- 
bit organization is used' with the MC680@0. MPU type is the only 
parameter involved in making this choice. Either organization can be 
built from any of the recommended memory parts listed in Section 3.2. 


After the width of the memory organization has been chosen, one more 
choice remains: how many banks of memory will be used. Banks are 
equal-length, byte-wide blocks of memory that share a data bus. Their 
use of the data bus is time—division multiplexed. The user may elect 
to use 1, 2, or 4 banks of memory with an 8-bit MPU, or 2 or 4 banks 
with a 16-bit MPU. Only 2 and 4 are possible in the 16-bit systems, 
because banks are 8 bits wide. This is done to support the byte— 
oriented instructions in the MC68@00. The RMS is informed of the 
user's choices for number of banks by means of an MPU-addressable 
control register. Detailed information about that register is in 
Section 9.3.17. All of the banks must be the same size and built from 
the same device type. 


There are two benefits from the use of multiple banks. The first is 
that it increases the total amount of memory the RMS can support. A 
single bank system can support a maximum of 256 Kbytes of DRAM, while 
a 4 bank system allows RMS to support up to 1 Mbyte of DRAM. 


The second benefit from multiple bank systems is increased video 
performance. The level of video performance is heavily influenced by 
memory throughput. The time-division multiplexed data bus of the 
multiple bank allows access to two banks in one memory cycle, giving 
twice the single-bank memory throughput, with a corresponding increase 
in video performance. 


Multiple-bank systems can display more colors in both bit-plane and 
list modes, and they can have fewer scan lines per character row in 
the list modes (and therefore more character rows displayed at one 
time). The performance limits are shown in Table 3-3. 


Both 2 and 4 bank systems offer all of the video performance possible 
with the RMS. The single bank system allows lower cost, but it 
restricts performance. 


Horizontal Horizontal Number of Maximum Minimum Number of Scan 


Resolution Resolution Memory Bits Per List Lines Per Character Row 
Number In Pixels Banks Pixel Mode (Note 1) (Note 2) 
) 64 ih 2 Y] 8 8 
1 128 1 8 10 
2 256 4 8 16 

2, 4 4 0, 1, 4 8 8 
1 2 1) 8 10 
1 10 =e 
3 256 4 16 - 
2, 4 4 1) 8 8 
sh 8 10 
4 8 16 
1 2 1) 8 8 
af 8 12 
4 320 4 8 16 
2, 4 4 Q, 1, 4 8 8 
ul 1 2 10 == 
6 512 35D 16 -- 
7 640 
2, 4 2 Z 8 19 
3425 8 16 


Note 1: Noninterlace sync and data, interlace sync with noninterlace data 
Note 2: Interlace sync and data 


Table 3-3 Effect of Memory Banks and Horizontal Resolution 
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4.0 HARDWARE INTERFACE 


This section deals with the use and function of the pins of RMI and 
RMC. The pinouts of the two parts are shown in Figures 4-1 and 4-2. 
Because of the limitations of the word processor, signal names in the 
text do not show the polarity of signals. The pinout diagrams show 
the correct polarity of the signals using the bar convention to 
indicate active-low signals. 


4.1 Clocks 


All of the clocks required in the RMS are generated from one master 
oscillator. This includes several clocks that are supplied by RMI for 
the use of RMC, as well as color sub-carrier and MPU clock(s). 


As ed Master Oscillator 


The master oscillator for the Raster Memory System is located on RMI. 
The external circuit required is shown in Figure 4-3. 


For NTSC applications with a 3.579545 MHz color sub-carrier, the 
Master oscillator frequency is ten times the sub-carrier, or 35.79545 
MHz. For applications involving PAL television with a 4.43361875 MHz 
subcarrier, the master oscillator is eight times color sub-carrier, or 
35.46895 MHz. 


The master oscillator is used to generate all of the internal clocks 
required by the RMS. It is also the base for deriving the color sub- 
carrier and the MPU clock(s). 


4.1.2 VICLK (Video Timing Clock) 


VTCLK is generated by RMI and supplied to RMC, which uses it to 
generate horizontal and vertical sync pulses and blanking, as well as 
for internal timing. 


VICLK is always equal to the master oscillator divided by 5. When the 
master oscillator is 35.79545 MHz, VTCLK is 7.159089 MHz. When the 
master oscillator is 35.468944 MHz, VTCLK is 7.909379 MHz. 


VTICLK is a free-running clock with a 50% duty cycle. Unlike other 
clocks, it is never resynchronized. 


4.1.3 PCLK (Picture Element Clock) 


PCLK clocks each picture element's video data out of the RMS' video 
outputs. It is generated by RMI and used by RMC. Depending on the 
user-selected horizontal resolution, PCLK runs between 2.5 and 6 times 
slower than the master oscillator. Vertical resolution has no effect 
on PCLK. During one cycle in the horizontal retrace it is stretched 
to allow resynchronization with HSYNC. It is stretched less than one 
memory cycle (see Section 4.1.4). For more information on 
resynchronization, see Sections 4.1.4 and 4.1.5. 
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When the user selects the horizontal display resolution (by setting 
the HRES mode in an RMS register - see Section 9.3.18), the RMS sets 
the PCLK speed to match. 


The following table summarizes the PCLK's available and how they are 
used. The table assumes a master oscillator of 35.79545 MHz. If the 
master oscillator is actually 35.46895 MHz, the PCLK's will be less 
than 1% slower than those listed. Memory cycles are defined in the 
next Section. 


Memory 
PCLK PCLK Pixel Cycle 
Horizontal Ratio to Frequency Duration Duration 
HRES Resolution Master in in Nano-- in Micro- 
Mode in Pixels Osc. MHz seconds seconds 
7 648 225 14.32 69.8 Allie, 
6 512 3 1193 83.8 1.341 
4 320 4.5 7895 125.7 1.086 
2,1,@ 256 (Narrow) ,128,64 5 TG 139.7 bala ke, 
3 256 (Wide) 6 5.97 167.6 1.341 


Table 4-1 Picture Element Clock 
4.1.4 MTCLK (Memory Timing Clock) 


MICLK is used to keep track of memory cycles. It is generated by RMI 
and used by RMC. A memory cycle is 1.9006 to 1.341 microseconds in 
duration (except during resynchronization, Section 4.1.5) and provides 
one memory access opportunity each to the MPU and RMC. A memory cycle 
is 16 PCLK cycles long when the horizontal resolution is 512 or 64¢ 
pixels and 8 PCLK cycles long for all the lower horizontal 
resolutions. Each memory cycle is made up of 9 MICLK cycles. The 
first 8 MTICLK cycles are MASTER OSC divided by 4 with a 50% duty 
cycle, and the ninth is stretched, if necessary, to match the length 
of a memory cycle as defined by PCLK. 


MICLK is also stretched near the trailing edge of horizontal sync in 
order to resynchronize the memory cycle to HSYNC on a video line basis. 


Table 4-1 and Figure 4-4 show MICLK relationships. 

4.1.5 CLK(E) (MPU Clock or E Clock) 

CLK(E) is an RMI output used to provide the MPU with a basic clock. 
The type of clock provided depends on whether an MC6809E or MC680Gd 
family MPU is in use. 

For MC68000 family MPU's, CLK(E) is the master oscillator frequency 


divided by 4.5, which is 7.95 MHz for NTSC and 7.88 MHz for PAL. It 
is a free-running clock. 
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For the MC6809E, CLK(E) is used as the MPU's E clock, and it runs at 
the memory frequency. E's duty cycle depends on the horizontal 
resolution; in addition, it is stretched at the end of each horizontal 
line the same way that PCLK or MTCLK is, to resynchronize it to 

HSYNC. When the MPU is uSed with a single bank of DRAM, eight of the 
E cycles in each video line are stretched to allow true object data 
gathering. 


The MC68909E also requires a Q clock. This signal comes from RMI's 
DTACK(Q) output, which is described in Section 4.2.5. 


4.1.6 CSC (Color Subcarrier) 


CSC is an RMI output made available for use by other parts of the 
system, such as a video modulator. CSC is equal to the master 
oscillator divided by 8 (PAL) or 18 (NTSC). This makes it easy to 
derive the common color subcarriers of 3.579545 MHz (NTSC) or 
4.43361875 MHz (PAL). 


The method of selecting either a divide by 8 or a divide by 19 color 
sub-carrier is defined in Section 5.2, which describes the strap 
reader used during initialization. 


4.2 Handshaking 


The handshaking signals, primarily generated by RMI, ensure that data 
gets passed between the different parts of the RMS, or between the RMS 
and the MPU. 


4.2.1 CS (Chip Select) 


The CS pin on RMI must be low to enable the RMS. Systems that take 
advantage of the RMS' address range and device-select bus to perform 
all addressing may ground this pin to permanently enable the RMS. 
This is especially helpful for MC6809E and MC68808-based systems, 
whose address range is less than or equal to that of the RMS. 


MC68@8G@-based systems, or systems not using the RMS' full 1 Mbyte 
addressing range, must decode the most significant address lines for 
CS. The simplest case is decoding the most significant four bits to 
select a single 1 Mbyte block from the MC68900's 16 Mbyte address 
space. The RMS generates its video output no matter what signal is 
applied to CS. 


When CS is disabled the RMS' data bus is disabled and the S bus 
(Section 4.4) outputs all l's. In MC68000 family systems, RMS' DTACK 
(Section 4.2.5) remains high. 


The RMS does not provide MC68@@@-peripheral interrupt handshaking, so 
if interrupts are to be used with an MC6800@ family MPU, hardware that 
detects a function code value of 7 (interrupt acknowledge) must be 
used to disable the RMS chip select. RMS-generated interrupts must 
use an Autovector interrupt. 
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4.2.2 AS(A6) (Address Strobe) 


AS(A6) is an RMI input. If an MC68000 family MPU is used, its Address 
Strobe output must connect to this pin. 


When the MC68Q09E is used, AS(A6) is an extra performance option. If 
the user plans to make use of the three-bit device select bus (SQ, Sl, 
S2), then MPU address bit 6 must be connected to AS(A6). If the user 
does not plan to use the device select bus, it is not necessary to 
make a connection to AS(A6). 


Connecting address bit 6 to AS(A6) allows the RMS to detect its state 
in time to generate the device select output; the A6 input via the X 
bus arrives too late to do this. 


4.2.3 UDS(A7) (Upper Data Strobe) 


The UDS(A7) line is similar to the AS(A6) line, in that it is optional 
for use with the MC68@9E. If the user plans to make use of the RMI 
device select bus (S@, Sl, S2), then UDS(A7) must be connected to 
address bit 7 of the MPU. If the user does not plan to use the device 
select bus, then it is not necessary to connect address bit 7 to 

UDS (A7) . 


If the system is using the MC68008 MPU, then there is no connection to 
the UDS(A7) pin. 


If the system is using the MC68@0@ MPU, then UDS(A7) must be connected 
to the UDS output of the MPU. 


4.2.4 LDS (A5) (Lower Data Strobe) 


The LDS(A5) line is similar to the AS(A6) and UDS(A7) lines, in that 
it is optional with the MC6809E MPU. If the user plans to use the 
RMI's device select bus (S@, Sl, S2), then LDS(A5) must be connected 
to the MPU's address bit 5. If the user does not plan to use the 
device select bus, then this connection is not required. 


If the system is using the MC68908 MPU, then LDS(A5). must be connected 
to the MPU's data stobe (DS) line. This connection is required in all 
MC688@8 applications. 


If the system is driven by the MC68@90 MPU, then LDS(A5) must be 
connected to the MPU's lower data strobe (LDS) pin. This connection 
is required in all MC680@@0 applications. This pin is used by the 
MC68080, in conjunction with UDS(A7), to define whether the MPU wishes 
to access an entire 16-bit word in memory, or just its upper or lower — 


byte. 
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4.2.5 DTACK(Q) (Data Transfer Acknowledge) 


DTACK(Q) is an RMI output pin. It is used as a clock output in 
MC6809E systems, and as a handshaking line in MC68900 family systems. 


In MC6809E systems DTACK(Q) is the output for the MPU's Q clock. The 
relationship between the MC68Q@9E's E and Q clocks is well defined in 
the MC6809E data sheet, and the signals generated by RMI conform to 
that specification. The frequency of the Q clock is the same as for 
the E clock. Clock stretching is performed on the Q clock in the same 
way, and under the same circumstances, as it is performed on the E 
clock (Section 4.1.5). 


In MC68008 family systems, DTACK(Q) should be connected to the MPU's 
DTACK pin. DTACK is used to inform the MPU that the external device 
it is accessing has completed the requested task. The RMS DTACK(Q) 
line responds when the access is to DRAM, an RMS control register, or 
possibly another device; the RMS can perform handshaking for some 
other blocks. Chip Select must be low for DTACK to be active. See 
Chapter 10. 


4.2.6 R/W (Read/Write) 


R/W pins are located on both RMI and RMC. They should both be 
connected to the MPU's R/W pin. There is no difference in the 
connections for different MPU types. 


R/W is used to control the direction of data flow for MPU accesses to 
either DRAM or the RMS control registers. 


4.2.7 HSYNC (Horizontal Sync) 


HSYNC is used between RMI and RMC to maintain synchronization between 
the various clocks in the system. HSYNC will occur during each 
horizontal video line. HSYNC's active time matches display horizontal 
sync and may be used for synchronization of external hardware. The 
trailing (rising) edge of HSYNC is the event that resynchronizes the 
various clocks in the system. VTCLK is the master clock, since all 
others are resynchronized to it. HSYNC's trailing edge occurs one 
VTICLK period before the end of the horizontal line. RMI detects this 
event and waits until the next rising edge of VTCLK to restart all of 
the other clocks. These other clocks include PCLK, MTCLK and (if the 
MPU is an MC68@9E) E and Q, as well. Therefore, the first rising edge 
of VICLK after the rising edge of HSYNC is the start of a pixel and 
the start of a memory cycle. 


HSYNC's period and duty cycle conform to the specifications for video 
horizontal sync, except for the one-VTCLK skew (approximately 149 
nanoseconds). Most applications that require separate horizontal and 
vertical sync may use vertical sync from the RMC SYNC pin and use 
HSYNC for horizontal sync. 
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The amount of clock-stretching on PCLK, MTCLK, and the MPU clock(s) 
depends on the display mode in use. It is always less than one memory 
cycle. Clock stretching is begun by the LSTCYC bit of X bus control 
word 1 (see Section 4.3.1). 


4.2.8 DBEN (Data Bus Enable) 


DBEN is generated by RMI and used by RMC. It is used with R/W to 
determine when, and in which direction, RMC should enable the data bus 
to the MPU. It is also used during an MPU read to latch data from 
DRAM or RMC onto the MPU data bus until the MPU is ready for it. 


This allows the RMS to read or write data to DRAM or an RMS control 
register with the correct timing, so that there is no conflict with 
other devices on the MPU data bus. 


In the case of an MC68000 MPU, with its 16-bit data bus, DBEN must be 
connected to the external 74ALS logic that is used to connect the RMS 
and DRAM data bus to the MPU data bus and RM. See Section 2.3.2. 


ASS The X Bus and Its Control 


The X bus is used as the major means of passing information from RMC 
to RMI. It is also used to bring MPU addresses into the RMS system, 
and to generate reset in RMC and RMI. 


4.3.1 The X Bus 


The X bus is a 10-bit bus that connects to RMI, RMC, and to some 74ALS 
family logic that allows it to connect to the MPU's address bus. 


The X bus is time-division multiplexed. Eight different words are 
passed on the X bus during each memory cycle. The time—division 
multiplexing is controlled by MTICLK, ADEN, and ADSEL. Depending on 
the horizontal resolution in use, there may be a pause after the eight 
words are passed, and before the next memory cycle starts. See 
Figures 4-5 and 4-6. 


There are nine cycles of MICLK during a memory cycle. They are named 
MT@ to MT8. The only way to tell one cycle of MICLK from another is 
to count MICLK cycles beginning immediately after the trailing edge of 
HSYNC. A memory cycle lasts from the beginning of MT@ to the end of 
MT8. The 9 possible phase relationships between the MPU clock and the 
RMS memory cycle are shown as case 1 through case 9 in Figure 4-6. 


The data that is passed on the X bus begins during the previous memory 
cycle's MT7, so that it will be available at the beginning of the 
memory cycle (MTQ@). 


The first word passed on the X bus contains the most significant bits 
of the MPU address. The MPU address comes from the MPU, via 74ALS 
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logic, and is read by both RMI*and RMC. It is used in conjunction 
with the MPU least significant bits to determine where the MPU is 
accessing. 


During the last half of MT7 and the first half of MT8 the RMI holds 
ADEN low and ADSEL high so the 74ALS address multiplexers will put the 
MPU's most significant address bits onto the X bus. During MT@ the 
RMI keeps ADEN low and pulls ADSEL low so the 74ALS multiplexers will 
put the MPU's least significant address bits on the X bus. The MPU 
being used affects which address lines are presented; see Chapter 2. 
These two sets of address bits are the first two words passed on the X 
bus in each memory cycle. 


The MPU's MS and LS address bits are used by both RMI and RYC to 
determine where in the RMS system the MPU is accessing. If the access 
is to DRAM, the RMI is primarily responsible for the access. If it is 
to a control register, then RMC is primarily responsible for the 
access. 


It may also be that the access is not to the RMS system. This type of 
access can fall into two categories. The first is that the access has 
nothing to do with the RMS at all. In this case the RMS! chip select 

(CS) should be false, so that ADSEL never changes. In this situation 

the MPU address information never comes onto the X bus. 


In the second situation the user is using the RMS' device select 
capabilities. This logic is located in RMI, and RMI has enough 
information after seeing the MPU MS address word to generate the 
proper information on the S bus. RMC's only involvement is that it 
decodes the address and recognizes that it does not have to take any 
action. 


Most of the rest of the X bus cycles are concerned with communication 
from RMC to RMI. 


The third word is passed during MTl and contains the MSB's of the 
display address. The display address is the location in screen memory 
to access next in order to get video data to put on the screen. 


The fourth word is passed during MT2 and contains the LSB's of the 
display address. 


MT3, MT4, MT5 and MT6 are used to pass control words 1, 2, 3, and 4, 
respectively. The control words contain a wide variety of information 
that RMI must receive from RMC. A bit-by-bit listing follows. All 
bits are active high. 
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Bit # Name Function 
(4) HRES@ Horizontal resolution bit @ 
1 HRES1 Horizontal resolution bit 1 
2 HRES2 Horizontal resolution bit 2 
3 LSTCYC Last memory cycle before the end of the line 
4 Reserved 
5 Reserved 
6 MTYP@ Memory type bit @ 
7 MTYP1 Memory type bit 1 
8 MTYP2 Memory type bit 2 
9 MTYP3 Memory type bit 3 


Table 4-2 X Bus Control Word 1 


HRES@, 1 and 2 are located in an RMS control register. They select 
the horizontal screen resolutiuon and must be passed to RMI so that 
the proper pel clock is generated. See Section 9.3.18. 


LSTCYC affects clock resynchronization. It is a signal to RMI that 
the current memory cycle is the last one on this horizontal line. 
After it is complete, RMI stretches clocks until one VTCLK time after 
the trailing edge of HSYNC. 


The MTYP bits inform RMI what type of dynamic RAM in use, and how it 
is organized in the system. An explanation of how the bits are coded 
follows. 


MTYP3 MTYP2 MTYP1 MTYP@ Meaning 
4) (4) 4) (4) 16Kxl DRAM's, 8 bits wide 
(4) 4) (4) 1 16Kx4 DRAM's, 8 bits wide 
(4) 4) 1 4) 64Kx1 DRAM's, 8 bits wide 
4) 4) il: i: Reserved 
4) 1 4) ) 256Kxl1 DRAM's, 8 bits wide 
i) 1 i) 1 Reserved 
4) Ne at i) Reserved 
0 iL, 1 ak Reserved 
1 4) 4) (4) .16Kxl DRAM's, 16 bits wide 
1 Oo 7) ae 16Kx4 DRAM's, 16 bits wide 
1 4) ili (4) 64Kx1 DRAM's, 16 bits wide 
1: 4) 1 il? Reserved 
1 1 4) 4) 256Kxl1 DRAM's, 16 bits wide 
1 1 4) 1 Reserved 
1 al L- 4) Reserved 
1 1 iL: 1 Reserved 


Table 4-3 Memory Type Bits 
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Bit # Name Function 
G Reserved 
al Reserved 
2 Reserved 
3 Reserved 
4 Reserved 
5 SWAP MC68@09E paging bit 
6 PGO MC68Q9E paging bit 
7 PG1 MC68@9E paging bit 
8 PG2 MC68@9E paging bit 
9 PG3 MC6809E paging bit 


Table 4-4 X Bus Control Word 2 


The RMS is based on a 20-bit address bus, which allows it to operate 
with up to 1 Mbyte of DRAM. The MC68Q9E only has a 16-bit address 
bus. The remaining bits the MC6809E needs to completely utilize RMS 
are available as a paging register in the RMS memory map. These four 
bits are passed from RMC, where the register is located, to RMI via 
the X bus. The SWAP bit is also a paging bit. It is used to exchange 
the two halves of the 64 Kbyte DRAM section selected by the other four 
bits. It is the same as SWAP in the paging register, while the other 
bits in this control word are the same as PG@ to PG3. See Section 
9.3.6. The MC68@00 family MPU's do not use SWAP and PG@-PG3, but 
these values are passed here for those processors, as well. 


Bit # Name FUNCTION 

i") LPI@/VEC Lower page independent block bit @ 
8 LPI1 Lower page independent block bit 1 
2 LPI2 Lower page independent block bit 2 
3 LPI3 Lower page independent block bit 3 
4 UPI@ Upper page independent block bit @ 
5 UPI1 Upper page independent block bit 1 
6 UPI2 Upper page independent block bit 2 
7 UPI3 Upper page independent block bit 3 
8 DB Number of memory banks bit @ 

9 DB1 Number of memory banks bit 1 


Table 4-5 X Bus Control Word 3 


The upper and lower page independent blocks are for the use of the 
MC68@9E MPU. They provide a method for the MC6809E to select 
different small sections of the total 1 Mbyte of memory in the RMS, 
and have them decoded so that they appear to be part of the MC68Q09E's 
64 Kbyte address range, regardless of their physical address. 


The page independent blocks are selected by the user through the RMS 
control registers. For more information see Section 9.3.7. 


The same bits are passed for MC68000 family MPU's, but only LPI@/VEC 
has any significance, as discussed in Section 9.3.7. 
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The number of memory banks is taken from another register, as 
discussed in Section 9.3.1.7. 


Bit # Name Function 
4) Used only at reset 
1 Used only at reset 
2 Used only at reset 
3 Used only at reset 
4 MODE@ Memory cycle type bit @ 
5 MODE1 Memory cycle type bit 1 
6 MODE2 Memory cycle type bit 2 
7 UF Unfolded control register map 
8 MAPA Memory map select 
9 MACH2 Machine 2 mode 


Table 4-6 X Bus Control Word 4 


In control word four only six bits are defined in the normal fashion. 
The name of bit 9 is MACH2. It refers to the fact that RMS can appear 
to have two completely different control register maps. 


Machine 2 mode is in effect when MACH2 is true. This memory map is 
backwards compatible with the MC6883 and MC6847 combination. See 
Chapter 14. 


MAPA is used with the RMS external device select feature. It is an 
option that selects between two different memory maps. For more 
information see Chapter 19. 


UF is true if the RMS control registers are set to the unfolded map 
option, rather than the folded map option. See Section 9.3.1. 


The mode bits define what operations will take place in the next 
Memory cycle. The coding of those bits is shown below. The type of 
cycle used depends on where RMS is in the current video line and what 
display mode is in use. The user has no direct control over these 
bits. They are generated automatically by RMS and are dependent 

on a variety of choices the user has already made regarding display 
mode. 
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Mode2 Model Mode@ Cycle e 
() 4) 4) MPU & Single CAS display access 
i) i") 1 MPU & double CAS display access 
i) 1 i) MPU & four CAS display access 
4) ‘L 1 MPU & two refresh cycles 
ab i") i") Triple refresh cycles 
1 i") 1 Four CAS display only 
1 1 4) MPU only 
1 al 1 Reserved 


Table 4-7 Memory Cycle Mode Bits 


Each memory cycle is normally divided into two parts. The first part 
is used for the MPU to access DRAM. The second part is used for the 
video process to access DRAM. The MPU's share uses about one third of 
the time in a memory cycle, while the display process uses the 
remainder. The reason for this is that the MPU always accesses only 
one byte (or 16-bit word), while the display process may access 
several. The display process is able to do this by using page mode to 
access up to four bytes quickly. 


There are different types of memory cycles. It might be that the MPU 
will perform one access while the display process accesses one, two or 
four bytes. It might also be that the MPU performs an access, and the 
rest of the cycle is used to perform two DRAM refresh cycles. Its 
also possible that only the MPU will access memory and the rest of the 
cycle will be unused, because there is nothing that currently has to 
be done for display or refresh. 


Some types of cycles do not allow the MPU to access memory. If this 
is true and the MPU is an MC68@09E, then the MPU's clocks are stretched 
so it is not aware of the missing cycle. The memory cycles are 
arranged so that the MC68@9E clocks are never stretched longer than 
the MPU data sheet recommends. 


If the MPU is a member of the MC68@00 family, then DTACK is witheld. 
Since the MC68@00 family has an asynchronous bus this does not cause a 
problem. 


There are two types of cycles that can exclude the MPU. The first is 
a four CAS display only cycle. This type of cycle is only used to 
fetch data for true objects, and only happens when the system is using 
a single bank memory organization. 


A triple refresh also excludes the MPU. This is only used in 
horizontal resolutions 3, 6, and 7 and cannot occur more than once per 
video line. 


The four least significant bits in the Control Word 4 time slot are 
used by the reset circuitry. See Chapter 5 for more information. 
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OS 32 ADEN (Address Enable) 


ADEN is an active low signal generated by RMI. It enables the outputs 
of the multiplexers that place the MPU address information onto the X_ 
bus. It does not control which information is placed on the X bus. 

It is active for the first two words on the X bus for each memory 
cycle. 


4.3.3 ADSEL (Address Select) 


ADSEL is used with ADEN. It determines which data to place on the X 
bus. When it is high and ADEN is low, the most significant MPU 
address bits are placed on the X bus. When it is low and ADEN is low, 
the MPU low bits are placed on the X bus. ADSEL is active only during 
machine cycles that allow an MPU access, and only if CS is low. 


4.4 S Bus (Device Select) 


The S bus is a three-bit bus that originates at RMI and is intended 
for use by parts other than RMC and RMI. The RMS offers a few 
different memory maps to the user, who can use the S bus to perform 
the device selects. 


The S bus should be decoded by a three-to-eight line decoder to 
provide the individual chip selects. The decode of 7 should not be 
used, since it means that an RMS control register or the DRAM attached 
to the RMS is selected. 


For more information see Chapter 198, which discusses the system memory 
map and the S bus. 


4.5 Dynamic RAM Interface 


The RMS supports the use of dynamic RAM directly without additional 
parts. This section describes the signals that are used to interface 
to the DRAM. 


A535, 221: Z Bus (DRAM Address Bus 


DRAM's uSe a multiplexed address bus. The translation to the correct 
format of multiplexed address bus is performed automatically by the 
RMI, and the result is made available on the RMI's Z bus. 


The Z bus is a nine-line bus designed to connect directly to the 
address lines of the DRAM parts. Not all DRAM's require nine address 
lines; when fewer lines are required, the least significant Z bus 
lines should be used and the most significant lines should be 
unterminated. 
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4.5.2 RAS (Row Address Strobe) 


The RAS line is a control line required by DRAM's. It is available on 
the RMI and may be used to drive the DRAM's directly. 


It is used to strobe in the most significant bits of address from the 
Z bus. 


4.5.3 CAS (Column Address Strobe) 


The CAS lines are control lines available from the RMI and able to 
drive DRAM directly. They are used to strobe in the least significant 
bits of address from the Z bus to the DRAM. 


There are five different CAS lines: CAS@, CAS1, CAS2, CAS3, and 
CASTB. Each line except CASTB is used to drive a different bank of 
DRAM. Therefore RMS can support up to four banks of DRAM. 


CASTB (CAS Strobe) is a composite of CAS@-3 and changes state with 
each of them during the display portion of the memory cycle. It is 
used to strobe display data from the DRAM into the RM. 


4.5.4 WE (Write Enable) 


Write enable is a control line provided by RMI. It is used to write 
data to the DRAM, as opposed to reading data from the DRAM. WE is - 
able to drive DRAM directly. 


4.5.5 Data Bus 


The DRAM's also need to connect to a data bus. They are connected 
either to the RMC's A data bus or to both its A and B data buses. 
Regardless of how the DRAM is connected to RMC, the DRAM's data in and 
data out pins must be connected to each other, so that they use a 
common bus. As a result, the RMS does not support read-modify-write 
cycles. 


4.6 Data Buses A and B 


There are two eight-bit data buses on the RMC. The way in which they 
are used depends upon the MPU type in the system. The function they 
perform is always to tie together the data buses of the RMS, DRAM, and 
MPU. 


ANG: Data Bus A 


When the RMS is used with an eight-bit MPU, either the MC68@9E or 
MC68008, the A bus is connected to the DRAM data bus. It is a bidirec- 
tional bus that provides for both reading from and writing to memory. 


When the 16-bit MC688@8 MPU is used, the A bus is also connected to 
DRAM. It should be connected to the least significant bits of the 16- 
bit MPU data bus and to DRAM bank 1 (and bank 3 if used). 
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The A bus is capable of directly driving the data bus of the dynamic 
RAM without any additional logic. 


Figures 2-4 and 2-5 show the A bus connections for the MC68000. 
4.6.2 Data Bus B 


The B bus is connected to the MPU's data bus when an eight-bit MPU is 
used. It is also a bidirectional bus. 


When the 16-bit MC68000 is used, the B bus is connected to DRAM. It 
should be connected to the most significant bits of the 16-bit MPU 
data bus and to DRAM bank @ (and bank 2 if used). 


The B bus is capable of directly driving the DRAM data bus, and should 
be capable of directly driving the MPU data bus in most applications. 
See Chapter 13 for its drive capability. 


Figures 2-4 and 2-5 show the B bus connections for the MC68000. 


4.7 Video Outputs 


There are five lines located on the RMC that are directly involved in 
outputting the video information. This section describes their 
functions. 


4.7.1 R_ (Red) 


The R output varies from a low voltage, which represents blanking, to 
a high voltage, which represents peak luminance. The difference 
between blanking and peak luminance is 1.9 volts. 


The R output is intended to drive a high impedance load. It requires 
buffering when the load impedance is less than 198 Kohms. 


457.2 G (Green) 


The G output is very similar to the R output. The voltage difference 
between blanking and peak luminance is the same, and so is its drive 
capability. 


The one difference between the R and G outputs is that the G output 
can also have a sync level output voltage, which is 8.4 volts below 
blanking. Sync level is a user selectable option controlled by a 
register bit in an RMS control register. See Section 9.3.19. 


4.7.3 B (Blue) 
The B output represents the blue component of the video. It is the 


same as the R output in voltage level and drive capability. The B 
output has no special options. 
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4.7.4 VIDEN (Video Enable) 


The video enable signal is an output of the RM that is intended for 
use in overlay applications. A high level on VIDEN indicates that the 
current output on the R, G, and B lines is programmed to be 
transparent in the Color Mapping RAM (see Section 9.3.25). This does 
not mean that there is no signal on R, G, and B. The transparency bit 
is separate from the twelve bits that define a color. VIDEN is 
provided to the user as a control signal for an external video 
multiplexer that would select between the outputs of the RMS and 
another video source. Since VIDEN is readily available, the user may 
choose to overlay or not overlay by combining VIDEN with another 
signal. 


4.7.5 SYNC 


SYNC is a dual purpose pin. It can be used either as an output for a 
sync signal or as a frame sync input. 


As an output, SYNC provides TTL level composite sync, vertical sync, 
or horizontal sync. Composite sync will include equalizing pulses if 
RMS is being operated in interlace mode. There will not be equalizing 
pulses if RMS is being operated in non-interlace. 


When SYNC is used as an input, a falling edge will cause the RM's 
internal video timing generator to be reset to the trailing edge of 
vertical sync. 


The user controls SYNC using the RMS's SYNC MODE register. See 
Section 9.3.19. 


RMC's HSYNC output can also be used for horizontal sync. It is 
identical to the SYNC output except that HSYNC occurs one VTCLK time 
ahead of SYNC. 


4.8 RTI (Real Time Input) 


RTI is an active low TTL input to RM. A falling edge on RTI causes 
the current value of the X and Y counters used to position true 
objects to be loaded into registers that can be read by the MPU in the 
RMS control register memory map. See Chapter 8 on true objects for a 
discussion of screen XY coordinates and Section 9.3.3 for a discussion 
of the Interrupt Status register, which this also affects. RTI must 
be held low for at least 258 nanoseconds. 


RTI may be used as an input for a light pen. 


4.9 INT (Interrupt) 


INT is generated for use by the MPU. It is controlled by a register 
in the memory map that is described in Section 9.3.3. 
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4.16 REN (Reset Enable) 


REN coordinates an RMS reset with any MPU reset that occurs after 
power-up. REN is discussed in Chapter 5. 


4.11 rls T2 


Tl and T2 are used for testing during manufacture. They should be 
connected to ground. 


RMS USER'S MANUAL VERSION 3.090 MOTOROLA, INC SPS PAGE 36 


5.0 RESET AND INITIALIZATION 


The RMS requires reset and a certain amount of initial information 
before the MPU can talk to it. It must know what type of MPU is 


driving the system before it can configure itself to operate with that 
MPU. 


5.4 System Reset 


The RMI has power-up and reSet circuits, and the RMC has reset 
circuits. The RMI's power-up circuit is entirely self contained and 
requires no external components. A system reset must be generated 
before the RMS can operate; the reset line must be held low for at 
least 64 microseconds, once Vcc is established. 


The following conditions are established after system reset. Any 
parameter that is not listed here is undefined after system reset. 


1. Machine 1 

2. Unfolded memory map. 

3. MAPA set to @. 

4. Interrupt output and reporting disabled. 

5. Video display disabled. 

6. UPI and LPI disabled. Paging register set to all l's. 
7. Noninterlace sync and data. 

8. Horizontal resolution 4 

See Reset Enable 


System resets are performed by means of the reset enable (REN) pin on 
RMC and the X bus. See Figure 5-1. REN is an active high RMC output 
designed to drive the base of an NPN transistor whose emitter is 
connected to the MPU's reset line. The collector must be tied to X@, 
Xl, X2, or X3 of the X bus. This circuit is arranged so that if the 
MPU reset line is active, and REN is active, then one of the four X 


bus lines will be low. This is the indication to RMS that a reset has 
been requested. 


REN becomes active during every MT6 time. Both RM and RMI sample the 
X bus then, and if any of the four X bus lines goes low, they reset 
themselves. 


The transistor ‘is connected to one of four different X bus lines. The 
RMS initialization depends on which X bus line is used, as explained 
below. 
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Line Initialization Type 

XO MC68@09E MPU and 625 line video timing. 

Xl MC68@9E MPU and 525 line video timing. 

X2 MC68000 family MPU and 625 line video timing. 
X3 MC68008 family MPU and 525 line video timing. 


Table 5-1 X Bus Initialization Types 


The selection of 625 or 525 line video timing also selects the proper 
divide circuit for generating color subcarrier (CSC). CSC is an 
output pin located on RMI. If 625 line timing is selected, then CSC 
is equal to the master oscillator divided by 8. If 525 line timing is 
selected, then CSC equals the master oscillator divided by 10. 


This is also the way in which the the RMS finds out what kind of MPU 
is in the system. From this information, the RMI can arrange its MPU 
handshaking lines so that the MPU can provide the RMS with the 
additional information required. 


The RMS requires this information immediately after power-up reset, as 
well as at other times when reset occurs. The MPU reset must last at 
least one video line time (64 microseconds), which is enough time to 
guarantee that the REN type of reset can occur. 


Since the RMS may be involved in providing data for the MPU during its 
power up routine, many systems will have to guarantee that the RMS 
reset ends before MPU reset ends. 


533 Video Reset 


There is a third type of reset associated with the RMS: video reset. 
This type of reset does not have an effect on any of the control 
registers. Its function is to reset the video timing counter chain in 
the RMC to a known state. This is very important when trying to 
synchronize with an external video signal. Chapter 11 covers this 
subject, but it is summarized here. 


In order to use video reset, RMC's sync pin must be programmed to act 
as an input. When the input signal appears on the sync pin, the 
vertical timing chain in the RMC is reset. The effect is to place the 
video timing chain into the same state it would be in if the RMS had 
just finished vertical sync. 
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6.0 GENERAL VIDEO 


This chapter deals with some of the general parameters of the video 
signal generated by the RMS. For example, it discusses the available 
screen resolutions and color sets. However, it does not get into the 
details of how the data is interpreted in the different display 
modes. 


6.1 Video Timing 


Video timing refers to the timing of the CRT control signals such as 
horizontal and vertical sync, blanking, and equalizing pulses. The 
RMS offers two basic options for video timing: 525 line, 68 Hz System 
M (NTSC) and 625 line, 5@ Hz System B (PAL). The common notation in 
this manual is NTSC and PAL. While this is not technically accurate, 
it agrees with the way these systems are normally used and is familiar 
to a wider audience. Either can be used in an interlace or 
noninterlace mode. 


The choice of 525 or 625 line timing is made during initialization, as 
described in Section 5.1. The choice of interlace or noninterlace 
sync is made in the same RMS control register that selects screen 
resolution. 


Both 525 line and 625 line timing permit using all horizontal 
resolutions (HRES modes) and display modes (bit-plane mode and the 
list modes), but the higher vertical resolutions (VRES modes) are 
limited to 625-line timing (see Section 6.2.2). HRES @ and 1, and 
VRES @ and 1, are available only in Machine 2 mode. See Chapter 14. 
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525 line timing is available as either 525 lines per frame in full 
interlace mode or 262 lines per field in noninterlace mode. The 
following table is based on a 35.79545 MHz master oscillator. 


Lines per frame 
Field frequency 


Line frequency 


Line period 


Line blanking interval 


Front porch 


Sync pulse duration 


Back porch 


Field blanking period 


interlace 
noninterlace 
interlace 
noninterlace 
interlace 
noninterlace 


interlace 
noninterlace 
interlace 
noninterlace 


Duration of first series of equalizing pulses 


Duration of synchronizing pulses 


Duration of second series of equalizing pulses 


Duration of equalizing pulse 
Duration of field sync pulse 


Interval between field sync pulses 


Note: H equals one horizontal line time. 


525 
524 


59.94 Hz 
60.19 Hz 
15,734.26 Hz 
15,768.92 Hz 


63.5555 


Table 6-1 525 Line Timing 


microseconds 
microseconds 
microseconds 
microseconds 
microseconds 
microseconds 
microseconds 


microseconds 
microseconds 
microseconds 
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6.1.2 625 Line Timing 


625 line timing is available either as 625 lines per interlace frame 
or as 312 lines per noninterlace field. The following table is based 
on a 35.46895 MHz master oscillator. 


Lines per frame interlace 625 

noninterlace 624 
Field frequency 50.00 Hz 
Line frequency 15,625.08 Hz 
Line period 63.999 microseconds 
Line blanking interval 11.982 microseconds 
Front porch 1.833 microseconds 
Sync pulse duration 4.793 microseconds 
Back porch 5.216 microseconds 
Field blanking interval 27 H 
Duration of first series of equalizing pulses 220) H 
Duration of synchronizing pulses 2.5.H 
Duration of second series of equalizing pulses 2.5 H 
Duration of equalizing pulse 2.396 microseconds 
Duration of field sync pulse 27.287 microseconds 
Interval between field sync pulses 4.793 microseconds 


Note: H equals one horizontal line time. 


Table 6-2 625 Line Timing 


6.2 Screen Resolution 


The user can choose from a large selection of screen resolutions. 
These choices are made entirely by software in the RMS control 
registers, and do not involve changing master oscillator components or 
other external devices. The display device that the RMS drives, 
however, may set some limits on which resolution choices are practical. 


Horizontal and vertical resolution are separate choices. Section 
6.2.4 shows the allowable combinations of horizontal and vertical 
resolution. 


6.2.1 Horizontal Resolution 


Horizontal resolution is chosen in the Video Operation register (see 
Section 9.3.18). Three bits of this register are referred to as 
HRES@, HRES1, and HRES2. The resulting three-bit value is called an 
HRES mode. 


By selecting an HRES mode, the user selects a horizontal resolution. 
Other changes that must be made to the RMS hardware, such as 
generating the proper picture element clock, are made automatically as 
a result of choosing an HRES mode. 
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HRES Resolution Active Display 
Mode in Pixels in Microseconds 

i") 64 35.76 

L 128 35.76 

2 256 (Narrow) 35:76 

3 256 (Wide) 42.91 

4 328 48.23 

5 Reserved 

6 512 42.91 

7 6408 44.70 


Table 6-3 Horizontal Resolutions 


When the HRES mode is changed, the user should allow one full line 
time for the new HRES mode to take effect. 


HRES modes @ and 1 are backwards compatible with the MC6847 and 
MC6883. They can only be used with Machine 2. 


HRES modes 2 and 3 are both 256 pixels wide, but mode 3 is 20% wider. 
Mode 2 is intended for use with televisions, which have large, 
unadjustable overscan, while mode 3 is intended for use with 
monitors. 


6.22 Vertical Resolution 


Vertical resolution is chosen in the Video Operation register. The 
resulting value is referred to as a VRES mode, and it is located in 
the same control register as the HRES mode (see Section 9.3.18). 


The VRES mode allows the user to directly select the number of active 
video lines to display in each field. The relationship between the 
start of active video and field sync is controlled automatically when 
a VRES mode is selected, so that the display is centered with respect 
to sync. 

s 


VRES Mode Lines per Field 


250 
Reserved 


NNUPWNHE QA 
N 
Q 
Q 


Table 6-4 Vertical Resolutions 


The selections of 64 and 96 video lines are actually 192 lines high. 
The video data is repeated for either 3 or 2 video lines in a row. 
VRES modes @ and 1 provide backward compatibility with the MC6847. 
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They can only be used with HRES modes 8 and 1 in Machine 2 operation. 
See Section 6.2.4. 

VRES modes 5 and 6 are for use with 625 line 58 Hz display devices. 


When a new VRES mode is selected, the user should allow one full video 
frame time for the new VRES mode to take effect. 


6.2.3 Interlace Data 


If the interlace sync option has been selected for use with a list 
mode, the user has the choice of interlace or non-interlace data. 
Interlace sync with non-interlace data is essentially the same as non- 
interlace sync (which must use non-interlace data): the same 
information fits on the screen in both cases. The only difference is 
that the data is presented twice per frame, with the second field 
being one scan line lower than the first. 


Interlace sync with interlace data doubles the resolution of the 
screen. For example, with VRES mode 3 the user may display 480 scan 
lines instead of 200, or a maximum of 5@ character rows instead of 
25. The user's memory organization is unchanged except that the 
displayed screen is twice as high (displayed screen is defined in 
Section 6.4). The same image tables of characters or objects can be 
used in both forms, but they will be half as high when used as 
interlace data. See Section 9.3.2 for a discussion of the RMS' 
Display Data Mode control register. 


6.2.4 Total Screen Resolution 


The following table shows the combinations of vertical and horizontal 
resolution that are supported by the RMS. The valid combinations are 
marked with a "1" if they work in Machine 1 mode and a "2" if they 
work in Machine 2 mode. 


HORIZONTAL 

MODE Bo Ws 2s ee ee Se 

O 

D RES 64 128 256 256 320 * 512 640 

E E 

S) 

V 4) 64 2 2 R 
E uk 96 2 e 
R 2 192 2 | Er aaa 1 s 1 1} 
“ay 3 200 1 1 il’ e ‘ls 1 
iT 4 210 1 1 1 xr ae 1 
Cc 5 240 (PAL) 1 1. 1 Vv i]: ils 
A 6 250 (PAL) L 1 1 e } it 
L 7 Reserved da 


Table 6-5 Horizontal and Vertical Resolution Combinations 
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When the RMS is operated with interlace sync and data, the vertical 
resolution is double the values shown in this table. 


6.2.5 Interlace Data and List Modes 


When noninterlace sync is used, each list mode character row can be 8, 
18, 12, or 16 scanlines high. When interlace sync and noninterlace 
data are used, the number of scanlines per character row doubles, but 
because the total scanline count also doubles the apparent character 
height remains unchanged. When interlace sync and data are used, the 
number of scanlines per screen is twice that of a noninterlace screen 
using the same vertical resolution, but the number of scanlines per 
character row is the same as in a noninterlace screen. The interlace 
sync and data screen has twice as many character rows as the 
noninterlace screen, and each row is half as high. 


For example, a noninterlace display using VRES 3 has 208 scan lines of 
active video. The screen can display 25, 20, 16.6, or 12.5 character 
rows if the character height is 8, 10, 12, or 16 scanlines, 
respectively. This is shown in the "Noninterlace" column of Figure 
6.1. 


If interlace sync with noninterlace data is selected, the number of 
scan lines doubles (to 400, in this example), but the number of 
character rows does not. Instead, each scan line's data repeated in 
each field of the frame, as shown in the "Interlace Sync" column in 
Figure 6-1. 


If interlace sync and data are both selected, the number of scan lines 
is twice the noninterlace count (again, 488 in this example), but each 
scan line has its own data, and the number of character rows doubles, 
as well. This is shown in the "Interlace Sync & Data" colum in 
Figure 6-1. 


6.3 Color Selection 


RMS offers the user a very wide selection of colors that may be used 
to generate the display. In order to keep the bits per pel 
requirements as low as possible, a Color Mapping RAM (CMR) is used. 
This section discusses both the possible color set and the in-use 
color set. 


GeSil Color Palette 


The RMS is capable of generating 4096 different colors. A twelve bit 
word is required to select one of these colors. 


The twelve-bit word is divided into three four-bit sections. Each of 
the four--bit sections defines the magnitude of one of the primary 
colors: red, green, and blue. By choosing the proper amount of each 
of the primary colors and mixing them together, it is possible to 
generate any color. 
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The four-bit value for each primary is used as the input to a 4-bit 
D/A converter. The output of the D/A becomes an output of the RMS. 
The RMS has an output pin for each of the primary colors. 


The twelve-bit values that define a color are not stored in DRAM. 
They are stored in a special RAM inside the RMC referred to as the 
Color Mapping RAM (CMR). Access to the CMR is available through the 
control register memory map. 


Each CMR register has 13 active bits. The 13th bit does not affect 
the R, G, or B outputs. It is used to drive the VIDEN output. Since 
the 13th bit does not have a direct effect on R, G, or B, the user may 
elect to use VIDEN to control a transparency feature. External logic 
is required to utilize this feature. See Chapter 11. 


6.3.2 In-use Colors 


The CMR provides the user with a wide selection of colors without 
having to use a large number of bits per pel. The CMR consists of 32 
twelve-bit words. Each twelve-bit word defines one of 49896 colors, 
but there are only 32 words stored in the CMR. These 32 words 
constitute the in-use color set. Only 32 different colors can be 


displayed on the screen at once, unless the MPU modifies the CMR 
contents in real time. 


The 1, 2, or 4 bits per pel of color information from DRAM are used 
with leading zeroes to get a 5-bit CMR address. Some characters in 
some list modes can have attributes that alter the pel data to get 
different CMR addresses, and the true objects can use up to 24 of the 
CMR registers. The selected CMR value goes to the red, green, and 
blue D/A converters to generate the video output. 


In some display modes, there are fewer than 5 bits per pel of video 
data. In these cases it is not possible to make use of all 32 colors 
stored in the CMR. 


6.3.3 Using the CMR 


The CMR is a powerful software tool for manipulating the video 
display. The user can change the color of a large portion of the 
video screen by changing the value of a single twelve-bit word, 
without having to modify every pixel of video data in DRAM. 


The user can also make one area of the screen "disappear" into another 
by giving both of them the same twelve-bit value in their respective 


CMR registers. The area can be made to reappear by changing it back 
again. 


It is also possible to display more than 32 different colors on the 
screen at once by changing the contents of the CMR in real time. Asa 
simple example, the entire contents of the CMR could be changed midway 
through a video field to display 64 different colors during a single 
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field. The upper limit on how many colors can be displayed in one 
field is determined by the application and the software. 


Changing the data in the CMR is a powerful tool, but there are some 
restrictions on its use. If the MPU and the RMS both try to access 
the same CMR register at the same time, the MPU will gain access to 
the CMR, but the video process will be locked out. Therefore the 
color that appears on the screen during the 2@@ nanoseconds or so that 
the MPU is accessing the CMR is indeterminate, if it is the same CMR 
location that is being accessed. The screen will not be affected if 
the MPU iS accessing a CMR register that is not being accessed by the 
video data. The recommended approach is to write to the CMR when 
video is not active, during vertical and horizontal retrace. Vertical 
blanking is provided in the Interrupt Status Register (see section 
9.3.3) and the RTO interrupt can be used to select a horizontal 
retrace (see Sections 9.3.3 and 9.3.15). 


The restrictions on accessing the CMR apply to the 13th bit as well as 
the twelve color bits. 


6.4 Virtual and Displayed Screens 


The amount of video data that can be displayed at one time is 
controlled by the horizontal and vertical resolution of the displayed 
screen (see Section 9.3.18). The user can define a virtual screen 
that 1s larger than the displayed screen, using three registers: the 
Virtual Screen Start Address register, the Virtual Screen Size 
register, and the Virtual Screen Width register. They are discussed 
in detail in Section 9.3. The screen memory is organized as a series 
of scanlines in the bit-plane mode (or character rows in the list 
modes), and these three registers permit defining a rectangular block 
of screen memory with more pixels (or characters) than can fit across 
the displayed screen, and with more scanlines (or character rows) than 
can fit down the displayed screen. 


The displayed screen, whose size is defined by the HRES and VRES 
modes, is located within the virtual screen by the Horizontal Offset 
and Vertical Offset registers, which indicate where the upper left 
corner of the displayed screen is with respect to the virtual screen. 
The details of their computations are covered in the control register 
discussion. 


6.5 Scrolling 


The displayed screen can be moved within the virtual screen one pixel 
at a time vertically and horizontally using four registers: the 
Horizontal and Vertical Offset registers, and the Horizontal and 
Vertical Scroll registers. 


Coarse scrolling is accomplished using the offset registers and fine 
scrolling uses the scroll registers. The distinction between fine and 
coarse is that the offset registers must point to data that begins a 
memory cycle, while the scroll registers point within a memory cycle. 
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Each memory cycle deals with 16 pixels (horizontal resolution of 512 
or 648) or 8 pixels (horizontal resolution of 32@ pixels or less). 
The user can then set the Horizontal Scroll register to the number of 
pixels into the memory cycle data that the display is to begin. 


The Vertical Offset register measures scan lines in bit-plane mode and 
character rows in the list modes. The Vertical Scroll register is 
ignored in bit-plane mode, since the Vertical Offset register is 
already at the smallest unit; in the list modes the scroll register is 
used to move up and down within a character row. The user sets the 
height in pixels of the character rows in a separate register (see 
Section 9.3.2); the Vertical Scroll register must be limited to values 
less than the selected row height. Its maximum value is 15. 

The offset and scroll registers are discussed in Chapter 9. Section 
12.4 has more details on the mechanics of scrolling. 
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7.0 DISPLAY MODES 


This chapter describes the capabilities, limitations and requirements 
for using each of the display modes available with the RMS in Machine 
1 mode. Machine 2 is discussed in Chapter 14. 


The RMS' display modes fall into two general categories; bit-plane and 
list modes. Bit-plane is a direct mode. Data is taken from DRAM and 
broken into pieces. Each piece represents one pixel, so data flows 
directly from DRAM to the video outputs. 


List mode is indirect. Data is taken from DRAM to select a 

character. The pel pattern of the character needs to be defined in a+- 
second step that accesses either DRAM or an internal ROM. The results 
of this second access, possibly modified by character attributes, are 
sent to the video outputs. 


The choice between bit-plane and list mode is made in an RMS control 
register; see Section 9.3.2. 


71 Bit-plane Mode 


Once bit-plane mode has been chosen, the user must select how many 
bits will be used to describe each pel in the screen memory. Witha 
horizontal resolution of 512 or 64@ pixels, the user may choose 1 or 2 
bits per pel, and with less resolution 1, 2, or 4 bits per pel are 
available. This allows the user to display 2, 4, or 16 colors at the 
cost of doubling the required screen memory for each increase in color 
range. 


The data in DRAM is used in a very straightforward manner. It is 
accessed sequentially to create a screen, and each byte is broken into 
2, 4, or 8 pels. The most significant bits of a byte are the first to 
be turned into video. For example, if the user has selected a 4 bits 
per pel mode and the visible screen start address is $1900, the first 
data that RMS will pull in to create video will be at $1908, followed 
by $1001, $1002, etc. The byte at $1800 will be broken into two 4-bit 
pels. The first pel will be made up of bits 7, 6, 5, and 4 of the 
byte. Bit 7 will be the most significant bit of the pel. The second 
pel will be made up of bits 3, 2, 1, and 8, with bit 3 being the most 
significant. The other bytes will be broken up in the same fashion. 
Leading zeros are added to the bits for each pel to get the required 5- 
bit CMR address. 


The amount of memory required to display one screen may influence the 
display mode, and possibly the screen resolution, chosen by the user. 
The following table lists the amount of memory required for the 
displayed screen for Machine 1 in many modes. If the virtual screen 
is larger than the displayed screen, it will require more memory, of 
course. 
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Horizontal Vertical 1 Bit 2 Bit 4 Bit 

Resolution Resolution per Pel per Pel per Pel 
256 192 6144 12,288 24,576 
256 2008 6480 12,880 25,600 
320 2008 88B0 16 , 98d 32,888 
256 2108 6720 13,440 26 , 888 
320 210 8400 16,880 33,6008 
256 248 7680 15,360 38,728 
320 2408 9680 19,200 38,400 
256 250 8880 16 ,@88 32,0808 
3208 250 18,880 28,808 48,800 
512 384 24,576 49,152 NA 
6408 384 30,720 61,440 NA 
512 400 25,600 51,200 NA 
64d 400 32,800 64,800 NA 
512 420 26,880 53,760 NA 
64d 420 33,600 67,280 NA 
512 480 30,720 61,4408 NA 
648 480 38,400 76,800 NA 
512 500 32,880 64 , 0G NA 
64d 580 48, GOO 88,800 NA 


Table 7-1 Bit-plane Screen Memory Requirements 
ee List Mode 


In list mode the screen is made of rows of characters or fixed objects 
which are register-selectable to be 8, 10, 12, or 16 pels high. List 
mode uses memory two wayS: screen memory containing a display list of 
references to characters (and attributes), and image tables giving pel- 
by-pel descriptions of the characters to be displayed. The RMS 
contains image tables for alphanumerics and mosaics, and the user can 
define other types. 
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Memory Requirements in Bytes for One Displayed Screen 
8 Scan Lines/Character Height, Noninterlace Data 


List VRES 

Mode HRES 2 3 4 5 6 
(192) (208) (219) (240) (258) 

) 2, 3 (256) 768 800 864 968 1008 
4 (320) 960 10090 1989 1209 1268 

1 2, 3 (256) 1536 1690 1728 1920 2616 
4 (328) 1926 2000 2168 2498 2520 

2 6 (512) 1536 1689 1728 1926 2616 
7 (648) 1926 2000 2160 2490 2526 

3 6 (512) 2304 2400 2592 2888 3024 
7 (648) 2886 3000 3249 3600 3788 

4 2, 3 (256) 2304 2400 2592 2880 3024 
4 (328) 2880 3898 3240 3608 3780 

5 6 (512) 2304 2400 2592 2880 3024 
7 (640) 2880 3890 3240 3600 3780 


Table 7-2 Sample List Mode Screen Memory Requirements 


For 18, 12, and 16 scan lines/character height, divide the above 
values by 1.25, 1.5 and 2, respectively. Some character heights have 
a non-integer number of lines in some VRES modes; these partial lines 
use a full character row's worth of memory. Double any memory size 
when using interlace sync and data, but see Table 3-3 for available 
combinations. The choice of 1, 2, or 4 bits per pel affects the size 
of the image table entries but not the display list size. 


The rest of this section describes the character types, the attributes 
that they may take on, and the list modes that use them. 


Te2el Alphanumeric Characters 


Alphanumeric characters are available from a character ROM in the RMC 
which has 96 ASCII characters. 


The characters are 5 pels wide and 7 pels high; see Figure 7-l. The 
top row is always blank. Each character is displayed in an 8-pel-wide 
block with the two leftmost and single rightmost columns blank, as 
shown in Figure 7-2. Blank rows are added to the bottom of the 
character as the character height is increased from the normal 7 pel 
height, except for the seven ASCII characters that have descenders. 
These are", ; g } pq y". When an 8-pel character height is chosen, 
these are displayed two pels above their normal position to avoid 
cutting off their tails. For 18, 12, and 16 pel heights, they are 
displayed in their proper positions, descending two pels below the 
bottoms of the nondescending characters. See Figure 7-2. 


Alphanumerics are stored as one bit per pel characters which have 
foreground and background colors only, regardless of the bits per pel 
of the user-defined characters. 
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eae. Mosaic Characters 


Mosaic characters are block graphics characters that are defined in 
the RMC's internal ROM which allow simple graphics to be displayed 
without the need for image tables. Five list modes allow mosaics 
using 6 blocks per character, and two of these modes also allow 4- 
block mosaics. See Figure 7-3. 


Each pel is numbered with the binary bit that selects foreground color 
(if a 1) and background color (if a @). Mosaic 6 characters range 
from @ (all background) to 95 (SSF) (all foreground), and mosaic 4 
characters range for @ to 15 (S@F). Mosaic 6 character numbers do not 
use the 5 bit, which is reserved for the separation attribute. When 
mosaic 4 is selected, the 4 least significant character bits are used, 
and the 2 most significant bits are ignored. For example, mosaic 6 
characters 95 (SSF), 31 (SIF), and 15 (S@F), all convert to mosaic 4 
character 15 (S@F) when the mosaic 4 attribute is selected. 


All mosaics characters are 8 pels wide, so each block is 4 pels wide. 
The height of each block depends on the number of scan lines per 
character row that the user has selected. See Figure 7-3. Mosaic 4 
characters divide evenly into four 4 x 4 blocks (8 lines/row), 4 x 5 
blocks (1@ lines/row) 4 x 6 blocks (12 lines/row), and 4 x 8 blocks 
(16 lines/row). Mosaic 6 characters' blocks have top and bottom 
blocks of the same size and middle blocks of a different size: 


Character Block 
Height Heights 

8 342 2ee3 

10 3.24,.°3 

2 4, 4, 4 

16 5, 6, 5 


Table 7-3 Mosaic Block Heights 


The separation attribute is always available when mosaic characters 
are available. It can apply only to mosaic characters. See Section 
T2459. 


NPA) Redefinable Characters 


Redefinable characters are characters whose pel patterns are not 
defined by the RMS. The patterns are defined by the user and stored 
in image tables in DRAM like the screen display list itself. When the 
RMS logic encounters one of these characters in the display list, it 
accesses the image table to get the basic pel pattern. Any selected 
attributes are then applied to the pattern data. The RMS supports two 
types of user-defined characters: the Dynamically Redefinable 
Character Set (DRCS) and fixed objects. 
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The DRCS and fixed objects take up the same space on the displayed 
screen: in list modes @, 1, and 4 they are 8 pels wide; in list modes 
2, 3, and 5 they are 16 pels wide. Both types must have the number of 
rows of pels specified in the lines-per-row bits (see Section 9.3.2). 
Both character types use image tables of the same form. 


7.2.3.1 The Dynamically Redefinable Character Set (DRCS) 


The DRCS are available in two variations. First, in list modes @, l, 
and 4, there are 32 alphanumeric-type DRC's. Their image tables must 
contain the number of bits per pel specified in the Display Data Mode 
register, but only the least significant bit of each pel value is 
used. For the two DRCS types discussed so far, a final pel value of 1 
selects the alphanumeric foreground color, and a @ selects the 
background color. The final pel value is based on the image table pel 
value plus any changes caused by user-selected attributes (Section 
7.2.4). The colors for foreground and background are list-—mode 
dependent; see Section 7.2.5. 


The second variation of DRCS is available in list modes 2, 3, 4, and 
5. Its bits per pel must match the Display Data Mode register's 
value, but all bits are used to select pel colors, not just the LSB. 
This is a graphics-oriented, rather than a character-oriented, type. 
As discussed in Section 7.2.5.5, the two types of list mode 4 DRC's 
share the same DRCS image table. 


All attributes that can be used with the DRCS affect their displayed 
appearance. Attributes available for the DRCS are flash, foreground 
and background colors, double height and width, CMR offset, invert, 
underline, and color/resolution. These are described in Section 
7.2.4; the availability of these for each list mode is discussed in 
Section 7.2.5. 


Peleset Fixed Objects 


Fixed objects have three distinct characteristics: their image tables 
must always contain the number of bits per pel in the Display Data 
Mode register (Section 9.3.2), they can have appearance-altering 
attributes, and they can have true-object-interactive attributes. 
Fixed objects are available in list modes 1-5. 


The bits per pel values allow a fixed object to display 4 colors (list 
modes 2, 3, and 5) or 16 colors (list modes 1 and 4), in contrast to 
the alpha-type DRC's two colors. Fixed objects can have these 
appearance-altering attributes: CMR offset, flash, color/resolution, 
underline, invert, and double height. They can have these true-object-— 
interactive attributes: collision enable, color collision, priority, 
and shading. The attributes are discussed in Section 7.2.4, the list 
modes and their attribute availability are discussed in Section 7.2.5, 
and true objects are discussed in Chapter 8. 
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7.2.3.3 mage Tables 


DRCS and fixed object image tables must contain the correct number of 
bits per pel, and each character in the tables must have enough pels 
to fill its area of the screen. The number of pels in a character 
depends on the character width (8 pels in list modes @, 1, and 4; 16 
pels in list modes 2, 3, and 5) and the character height, which is the 
number of lines per character row. The number of pels in a character 
can range from 8 x 8 = 64 to 16 x 16 = 256. 


The RMS has address registers for the DRCS and fixed objects (see 
Sections 9.3.10 and 9.3.12) that it uses to find the start of each 
image table. The user puts a character in the display list by 
selecting the character number (@ is the first), using the formats 
described in Section 7.2.5. The RMS locates the pel pattern for the 
character by multiplying the character number times the character size 
and adding the result to the start address register contents. 


The amount of memory needed to describe a character in the image table 
depends on the number of bits per pel (1, 2, or 4), the number of scan 
lines per character row, and the character width (8 or 16 pels). 


CHARACTER SIZE = (Bits per Pel) * (Character Height) * (Character Width) 


The table is filled in the same way as the bit-plane mode's screen 
memory: the upper left pel is described in the most significant bits 
of the first byte. The next bits in that byte describe the pel to its 
right, and so forth. For example, the smallest possible character 
description is one bit per pel, 8 scan lines high, 8 pels wide. Each 
entry in the image table is: 

CHARACTER SIZE = (1 Bit per Pel)*(8 Scan Lines)*(8 Pels Width) 

= 8 Bytes 

Since one byte describes 8 pels at 1 bit per pel, and since the 
character is 8 pels wide, the first byte describes the character's top 
row, the second byte describes the next-to-the-top row, and so on. 


The largest possible character description is 4 bits per pel, 16 scan 
lines high, and 8 pels wide: 

CHARACTER SIZE = (4 bits per Pel)*(16 Scan Lines)*(8 Pels Width) 

= 64 Bytes 

Each byte describes two pels in this case, so the top row of 8 pels is 
described in the first 4 bytes. 


The MPU must store these patterns in DRAM and set the RMS pointers if 
redefinable characters are to be used. The three parameters (bits per 
pel, character height and width) are fundamental to correct location 
and interpretation of the image tables, so if the color range or 
character height are changed, the current image table will be 

invalid. If redefinable characters are to be used in the new display, 
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the user must provide an image table using the new values, and the 
pointer must be changed when the other parameters are. This may also 
be necessary if only the list mode is changed, since some character 
types have 8-pel width in some modes and 16-pel width in others. 


7.224 Attributes 


The display list that contains the identifiers for the characters to 
be put on the screen also contains flags that allow each of these 
characters to be individually modified. These individual features are 
called attributes, and every list mode allows some. The character 
type and the list mode in use affect the selection; attributes are 
available for the ROM-based alphanumerics and mosaics as well as the 
redefinable characters. Attributes are applied to the data once it is 
in the RMS, so they do not alter the image table contents. 


Each entry in the display list contains its own character identifier 
and flags for that character's attributes. There are no attributes 
that can be set for more than one character at a time. 


Some attributes are designed for videotex and word processing, and 
others are intended for games. The rest of this section discusses the 
attributes in detail, and the next section discusses where the 
attributes can be used. Where appropriate, each attribute discussion 
also describes what happens when the attribute is not available. 


e241 Foreground Color and Background Color 


Foreground and background colors are selectable in list modes 1 and 4 
for the ROM-based alphanumerics and mosaics, and for the first 32 
characters of the DRCS when they are used with alphanumeric 
attributes. The 3 bits available for each color in list mode 1 allow 
selection of CMR@@ through CMR@7, and the 4 bits in list mode 4 allow 
selection of CMR@@ through CMR@F. If a DRC is used as an alphanumeric 
(see Section 7.2.5.2 and 7.2.5.5), the least significant bit of each 
pel in the image table (which can have 1, 2, or 4 bits per pel) 
selects foreground color if it is a l and background color if 8. This 
takes extra image table memory, but it may be necessary in order to 
get full color for fixed objects, which must have the same number of 
bits per pel. 


In list modes 8 and 2 the ROM-based alphanumerics and mosaics have no 
color attributes. This is also true for the DRCS in list mode @. In 
these cases the foreground color is CMR address 15 (CMR@F) and the 
background color is CMR address @ (CMR@@). When no color attributes 
are available for redefinable characters, their bits per pel are used 
as the CMR addresses. Therefore, if one bit per pel is being used, 
the colors available are CMR addresses @ and 1; if two bits per pel 
are being used, the CMR addresses can go from @ to 3, and if four bits 
are in use, they can go from @ to 15. 
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7.2.4.2 Color Mapping RAM Offset 


Some characters can have a CMR offset that can be combined with the 
bits-per-pel data from the image table to get a new CMR address. When 
the attribute contains 4 CMR offset bits, they are the most 
Significant bits, with an understood LSB of zero. When it contains 3 
CMR offset bits, they are the middle bits, with an MSB of zero and an 
LSB of zero. When there is one CMR offset bit, it is the MSB, with 4 
trailing zeros. These bits are inclusive or'ed with the bits-—per-pel 
data, which forms the least significant bits. For example, in list 
mode 4 with 4 bits per pel, the CMR offset might be binary 1919 and 
the image table data might be 9@11: 


MSB LSB 
CMR OFFSET 1 4) ak 4) (8) 
IMAGE TABLE DATA (@) @ i) 1 aE 
CMR ADDRESS a 4) 1 a 


Or, aS an extreme example, if the CMR offset had been 1111: 


MSB LSB 
CMR OFFSET als ak 1 1 (8) 
IMAGE TABLE DATA (8) @ 4) 1 l 
CMR ADDRESS 1 1 1 1 l 


When the CMR offset is 1111, only two colors can be displayed for that 
character, and only the image table's LSB has any effect. The colors 
available would be 111198 (CMR1E) and 11111 (CMRIF). 


This attribute is simplest to use when the offset bits that overlap 
the image table data are zero. In that case, it acts as a true 
offset. 


List modes @ and 2 do not have CMR offsets; mode 1 has three bits, 
modes 3 and 4 allow four bits, and mode 5 allows one and three bits of 
offset. In addition, list mode 1's two fixed object types contain a 
Single CMR bit that is fixed; see Section 7.2.5.2. 


See Section 7.2.4.15 for attribute interaction. 


7.2.4.3 Flash 


When flash is used with one-bit-per-pel characters, it causes the 
foreground color to become the same as the background color 
momentarily, at a regular rate. When only one bit is available for 
the flash attribute, it is the Flash 1 bit in the table below, so the 
rate is about 2 Hz. When two bits are available, three different 
flash speeds may be selected. These are approximately 1, 2, and 4 

Hz. The exact speeds are vertical sync rate divided by 64, 32, or 16. 
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The attribute bits to select flash are coded as follows. 


Flash 1 (MSB) Flash @ (LSB) Flash Rate 
4) 0 No Flash 
4) if 1 Hz 
‘ly 4) 2 Hz 
ne 1 4 Hz 


Table 7-4 Flash Rates 


Since the foreground color becomes the background color part of the 
time, while the background color remains the same, the effect is that 
the character appears and disappears at a regular rate. 


List modes 3, 4, and 5 allow DRC's and fixed objects to flash. 
Regardless of the number of bits per pel, these characters alternate 
between their regular display and a full character of CMR@@. 


See Section 7.2.4.15 for interaction among attributes. 
7.2.4.4 Invert 


Invert causes the video pattern data to be inverted. If the character 
is an alphanumeric or mosaic character from the internal ROM, or an 
alpha-type DRC, the effect is to reverse the foreground and background 
colors. If the character has multiple bits per pel, all of the pel 
bits are inverted. 


When a character has both CMR offset and invert, the invert attribute 
does not have any affect on the CMR offset bits. 


For example, suppose a list mode 4 fixed object has a CMR offset of 
binary 1108, a pel value of 1119, and the invert attribute selected. 
First the pel value is inverted: 


before invert: 1110 
after invert: @Q0@1 


Then CMR offset is applied: 


CMR offset: 1190 90 (@) 
inverted pel value: 608901 
CMR register number: Pel Oe B= 2s 


The displayed pel has the color in CMR19. 
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To illustrate the bits per pel inversion, suppose a two bit per pel 
fixed object in list mode 5 had a CMR offset of 119, a pel value of 
01, and the invert attribute selected. 


before invert: @1 
after invert: 10 


Then CMR offset is applied: 


CMR offset: (1) 1108 (@) 
inverted pel value: 1 *¢ 
CMR register number: 6 lll @ 


The displayed pel has the color in CMR@E. 
See Section 7.2.4.15 for more details about attribute interaction. 
7.2.4.5 Underline 


Underline applies to alphanumeric and some redefinable characters in 
list modes 4 and 5. It fills the tenth row from the top of the 
character (row 9) with color. The alphanumerics get their foreground 
color, and the redefinable characters get CMR address 91111, no matter 
how many bits per pel are selected. The CMR offset is applied to 
this, if there is one. 


The invert and flash attributes work on the underline the same as on 
the character itself; underline is applied as described in Section 
7.2.4.15 on attribute interaction. 


If this attribute is selected when each character row is only 8 scan 
lines high, no underline is displayed. 


7.2.4.6 Double High 


Double high characters are stretched to twice their normal height, 
while their width remains the same. For example, a double high 
character in 198 lines per character row mode becomes twenty lines 
high. It occupies all of two contiguous character rows. The same 
character code and attributes must be written into both of the normal 
size character locations that the double high character occupies in 
the display list. 


Care should be used when using double high characters and the vertical 
scroll feature. When the upper of the two character rows that the 
character occupies is off the screen, a special bit must be set. The 
Vertical Scrolling register contains the double high preset bit, which 
must be set when the top row of the screen is expected to display the 
bottom half of double high characters. The RMS only examines this bit 
during the four scan lines just before the start of vertical active 
display, so it may be updated at any other time without causing 
display problems. See Section 9.3.8. 
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When the RMS finds a character row containing the double high 
attribute, it displays the top half of the character unless one of two 
conditions is met: 1) this is the top visible character row and the 
double high preset bit is set, 2) the character row above this one 
displayed the top half of at least one character. In these two cases, 
the bottom half is displayed. This test is applied to all the 
characters that appear on the screen, plus the one character to the 
right of the displayed screen, if there is one. It is not applied to 
the full virtual screen. The character to the right of the displayed 
screen can be partially displayed if the horizontal scrolling and 
offset registers are set appropriately, so it must be included in the 
checking. Horizontal scrolling is discussed in Sections 6.4, 6.5, 
9.3.9, 9.3.2.2, and 12.4. When a row is being displayed, no reference 
is made to the previous row, so if attributes and characters do not 
match, the display may be incomprehensible. In particular, trying to 
put the top half of a character on a row that the RMS treats as a 
bottom half row causes the bottom half to be displayed. In the next 
row, the desired bottom half displays as a top half. This can be very 
hard to decipher. See Figure 7-3 for the correct and incorrect uses 
of this attribute, and Figure 7-4 to see how Figure 7-3 would actually 
display. 


The double high and double wide attributes may be used together to 
make a double size character. 


Ten waied Double Wide 


The double wide attribute causes an 8-pel-wide character to be 
displayed with twice its normal width, but with normal height. The 
character is stretched to the right so that the character that 
normally follows it is covered by its extra width. The character code 
and attributes of the second character are ignored by the RMS. 


Care should be used when using double wide characters and horizontal 
scrolling. When the screen has been scrolled so that only the right 
half of the double wide character is displayed at the screen's left 
edge, there can be a problem. There are two ways to deal with this. 


The first is to use the double wide preset bit located in the same 
control register as the horizontal scrolling bits. Using this bit 
requires that the second character space, which is usually ignored, 
have the same character and attributes as the first space. The double 
wide preset bit is used to indicate that if a double wide character 
is found in the first character location, the right half of the 
character should be displayed. The disadvantage of this technique is 
that the MPU will have to update the double wide preset bit on each 
character row in real time if the first half of some characters are 
under the second half of others. 


The second technique is to write the same character and attributes 
into the second character location, but with the double wide attribute 
off. As the screen is scrolled so that only the right half of the 
character should be displayed, the character will default to a normal 
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width character. The information on the screen is preserved, although 
the format is not. This technique has the advantage that no real time 
software is required. 


There are no restrictions on the spacing relationships between two or 
more double wide characters. All combinations work as long as the 
double wide preset bit is handled properly. 


7.2.4.8 Color/Resolution 


Some redefinable characters in list modes 3 and 4 allow trading some 
resolution for an increased color range. This applies only to 1 and 2 
bits per pel resolution. When the bit is set, the RMS uses the image 
table pel data from two pels to get one color for both pels. For 
example, with the bit reset in 1 bit per pel resolution, each image 
table byte defines 8 pels in two colors. With the bit set, the first 
two bits now pick one of four colors for the first two pels, and the 
next two bits pick another of the four colors for the second pair of 
pels. The byte always provides color information for 8 pels. In 2 
bit per pel resolution, each byte selects four colors for each of four 
pels unless the COL/RES flag is set. Then the first two pels are 
colored by the byte's first 4 bits, providing 16 color choices. The 
second pair of pels are similarly colored using the byte's second 
nibble. 


For example, in list mode 4 at 2 bits per pel, a DRC's first line of 
video data in the image table is: 


first byte: 


1@l ps Lea? Jo 
second byte: GGG 6101 
The colors displayed when the color/resolution attribute is not 
selected are: 


CMR: 2 2 3 1 ) 1 1 1 


pel: Jl OG; IG; Lij[ ol; ool oij ory aiy| 


a 


aaa [PPS Oe De 


In both cases, 8 pixels are displayed, but with this attribute 
selected, pixels are grouped into pairs to form the pels. 


See Section 7.2.4.15 for attribute interaction. 
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Teleaed Separation 


The separation attribute is only used on mosaic characters. It 
changes the format of the block so that some background color shows 
through, even if all of the blocks are on. It is active low. 


The separation attribute leaves a one pel border on the bottom and 
right side of each block. This area is always displayed in background 
color. See Figure 7-4. 


7.2.4.18 Mosaic 4 and 6 


The mosaic characters in list modes 4 and 5 can display 4 or 6 blocks 
as described in Section 7.2.2. Mosaic 4 is active high. 


7.2.4.11 Priority 


Priority is used to simulate a third dimension in the display. It is 
used to determine which item is in front (visible) when two objects 
occupy the same place on the screen. The higher the value of the 
priority attribute, the closer the character is considered to be to 
the front of the screen. 


None of the ROM-based or redefinable characters described so far can 
share display space with any of the others, since the display list 
reserves a separate part of the screen for each one. Priority becomes 
useful only with true objects, which can be displayed anywhere on the 
screen independent of the ores list. True objects are the subject 
of Chapter 8. 


The fixed objects of list modes 1, 3, and 4 can have any one of 8 
priorities. This is the primary difference between fixed objects and 
all the ROM-based and redefinable characters, which all have the 
lowest priority. 


The fixed object priorities interleave with the 8 true object 
priorities. When a true object is placed at the same location as a 
fixed object with the same priority, the fixed object is visible. As 
a result, a true object with priority 8 will appear in front of all 
alphanumerics and DRCs but will be behind fixed objects with priority 
@ and higher. See Section 8.6 for a table of priorities. 


Actually, the attribute is more flexible than this. Each fixed object 
can have two priorities, as described for the color collision 
attribute, Section 7.2.4.13. 


7.2.4.12 Collision Enable 
Collision is another attribute of fixed objects to make them easier to 


use with true objects. Collision is a one-bit code. A true object 
with collision enabled can collide with fixed objects that also have 
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their collision enable bit set. That is, when a true object is moved 
to a fixed object's XY location on the screen, a collision is reported 
only if they both have their collision enables set. 


Collisions are reported to the MPU on a true object basis. Each true 
object has one bit to report collisions with any fixed objects, and 
other bits to report collsions with other true objects. 


Collision and priority are entirely separate attributes. Collisions 

occur depending only on the overlap of the two objects in the screen 

and on both objects having collision enabled. Priorities are ignored 
for collision reporting. 


7.2.4.13 Color Collision 


Color collision is used with fixed objects to determine which part of 
the fixed object is allowed to cause a collision. It is a two-bit 
code. The value of the fixed object's pel data, before CMR offset is 
combined, must be greater than the color collision value for a 
collision to be detected. Some attributes can affect the pel value 
used for the color collision test. See Section 7.2.4.15 for a 
discussion of attribute interaction. 


This same test is used to determine priority. If the pel data is 
greater than the color collision value, then that pel's priority is 
determined by the character's priority attribute. If it is less than 
or equal to the color collision code, then its priority is the same as 
alphanumerics. 


Color collision example: 


A game using list mode 4 has a scene with blue sky, white clouds, 
and a green and brown mountain. True objects with priority @ 
through 3 must move behind the mountain. The rest of the true 
objects must move in front of the mountain; true object 4 can hit 
the mountain and needs collision reporting, A fixed object that 
contains parts of all four elements (cloud, sky, 2 colors of 
mountain) needs to be created using 4 bits per pel. 


This attribute (and shading, in Section 7.2.4.14) depends on the 
order of the colors in the CMR. The sky and cloud have the 
lowest priority, since they are behind everything, and the 
Mountain colors are the highest. Assign a pel value of 9 to 
blue, 1 to white, 2 to brown, and 4 to green, and build the fixed 
object in its image table. Now put the character number in the 
display list, along with its attributes. Set color collision to 
2, priority to 3, and set the collision enable bit; clear the 
rest of the attributes, and put the colors in the CMR: blue in 
CMR@G, white in CMR@1, brown in CMR@2, and green in CMR@4 (CMRO3 
was skipped, to show that they do not have to be contiguous). 
White and blue values are less than the color collision value, so 
their priority is 8, and all true objects can appear in front of 
the cloud and sky. The green and brown pel values are the same 
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as or greater than the color collision, so they take the priority 
attribute, which was set to 3. True objects @ through 3 will 
appear "behind" the mountain, and objects 4 through 7 will appear 
in front of it. If true object 4 has its collision enabled, 
collisions will be reported between it and the brown and green 
colors, but not the blue and white; the color collision test 
prevents them. 


If the CMR assignments cause interference with other colors, they 
can be changed in three ways: first, the CMR offset can be used 
to move into higher CMR. Setting the character's CMR offset 
attribute to 1100 (binary) and setting CMR18 to blue, CMR19 to 
white, CMRIA to brown, and CMRIC to green, will cause exactly the 
same screen performance, because it is the pel value, not the CMR 
address, that is checked for color collision. Second, the green 
and brown pel values could be set as high as S@F, since their 
only restriction is to be at least as large as the color 
collision attributes value. Third, the color collision could be 
increased to 3, and the blue and white could be set to a pel 
value of 8, 1, or 2. All three methods can be combined. 


7.2.4.14 Shading 


Shading is a fixed object attribute in list mdes 3 and 4. It has no 
effect on the appearance of the fixed object, but it changes the 
colors of the true objects that are put in front of it. When a pel of 
a true object occupies the same screen coordinates as pel of a shading 
fixed object, and when the color collision test (see the previous 
section) has been passed, the most significant bit of the CMR address 
is inverted for the true object's pel. This requires coordination of 
two color sets in the CMR: ome set colors the true object when it is 
not shaded, and the other colors it when it is. True object color 
selection is discussed in Chapter 8, but briefly, a true object can 
use any (or all) of the 24 CMR locations whose last two binary bits of 
address are nonzero. For instance, CMR@@ and CMRIC cannot be used, 
but CMR@1 and CMRLE can be. See Section 8.3. If a true object used 
CMR@1, CMR12, and CMRIF when not shaded, the shaded CMR locations 
would be CMR11, CMR@2, and CMROF. There is, of course, no limit on 
the color choices for shade. 


To continue the example from the previous section, the white clouds 
block light directly below them, so true objects moving in the blue 
sky below the clouds must be darkened in a pattern matching the 

cloud. All blue sky must be the same shade. The color collision test 
uses the fixed object's pel value to determine whether it is 
background and nonshading or a color with a priority and shading; if 
the sky is to be all one color, two CMR locations must contain the 
same blue value. One (in CMR@Q, G1, or 02, if color collision is set 
to 3) is the background blue, and the other is the foreground/shading 
blue, which can be in any CMR location at least as large as the color 
collision value (CMR@3 and higher if color collision is 3). None of 
this depends at all on the true object's colors or CMR locations. The 
unshading area is always background, and all true objects appear in 
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front of it, but the shading areas have priority, so they can be in 
front of some true objects. If this is not desired, set the priority 
to zero and do not use fixed object 8 in that part of the screen. 

See Section 7.2.4.15 for attribute interaction. 


7.2.4.15 Attribute Interaction 


Some attributes are affected by the selected values for other 
attributes. The attributes are applied one at a time, so the order of 
application controls the interaction. The order is: 


8) pel value (the input to the attribute logic) 

1) Color/Resolution (redefinable characters only) 
2) Underline (198th scanline of character row only) 
3) Flash 

4) Invert 

TEST) Color Collision, Shading 

5) CMR Offset, Foreground-Background 


Every list mode pel goes through this sequence in this order. If the 
attribute is not available or not selected, the pel value is not 
affected by that step, so the next step gets the same pel value. 


The zeroth step is to select the initial pel value. For alphanumerics 
and mosaics, this is a l-bit value from internal ROM. For redefinable 
Characters, it is fetched from an image table in DRAM, and can be 1, 
2, or 4 bits long. The particular pel fetched depends not only on the 
position within the character, but also whether the double high and 
double wide attributes are selected, and also (if the character isa 
mosaic), whether the separation or mosaic 4 attributes are selected. 


The fifst attribute step is color/resolution. If it is selected, the 
l-bit or 2-bit pel values are combined to form 2-bit or 4-bit values. 
Color/resolution cannot be uSed with 4 bit per pel data. Following 


this step, the pel value is treated as a 4-bit value, with leading 
zeroes added to the 1 or 2-bit data. 


The second step is underline. If this is the tenth scanline of the 


character row, and if underline is selected, the pel value is set to 
binary 1111. 


The third step is flash. Flash causes the character to disappear and 
reappear. If flash is not available or selected, or if the character 
is to appear normally at this stage of the flash cycle, the pel value 
is unchanged. If this is the disappearing stage of the flash cycle, 
the pel value is set to binary 0000. 
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The fourth step is invert. Invert does a 1's complement on the pel 
data, but only on the correct number of bits per pel. The bits per 
pel value in the Display Data Mode register is used to fetch image 
table data, but it may not be the value used with invert. When the 
pel data is from the internal ROM or an alphanumeric-type DRC, the 
invert bits per pel value is 1. If it is a graphics DRC or a fixed 
object, the bits per pel value is the value from the Display Data Mode 
register. In either case, if color/resolution is available and color 
is selected, the bits per pel value for invert is doubled. 


If the pel data is for a fixed object, the value at this point is used 
for color collision and shading tests. This has no effect on the 
pel's appearance. 


The last step in pel value alteration depends on the character type. 
If the character is a fixed object or a graphics-type DRC, the 4-bit 
pel data is inclusive OR'ed with the 5-bit CMR offset. If the 
character is an alphanumeric, mosaic, or alpha-type DRC, the least 
significant bit of the 4-bit pel data is used to select the foreground 
color (if a 1) or the background color (if a @). 


Example 1 


A 4 bit per pel (bpp) fixed object with binary pel value 9001, invert 
selected, and a CMR offset of 10000: 


pel value @001 input value to attribute logic 
Color/Res @081 no change 


Underline @8G1 no change 
Flash Q8G1 no change 
Invert 1118 4-bit invert because 4 bpp data from image table 


CMR offset 11118 10000 OR'ed with 1110 
CMR register: 1E this pel gets the color in CMRI1E 


Example 2 


A 1 bpp DRC with pel values of 1 and @ (the 2 adjacent pels), with 
color/resolution and invert selected, and a CMR offset of 81000: 


pel value 1,8 two pels to be combined 

Color/Res @818 two pels combined, leading zeroes added 

Underline @G18 no change 

Flash @G18 no change 

Invert 0001 2-bit invert (1 bpp input plus Color/Res doubling) 
CMR offset 91081 91900 OR'ed with 8001 

CMR register: @9 this pel gets the color in CMR@9 
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Example 3 


An alphanumeric background pel in the 10th scanline of its character 
row with underline, flash, and invert selected. It is in the 
disappearing part of the flash cycle: 


pel value @ input value to attribute logic 

Color/Res @888 no change, leading zeroes added 

Underline 1111 converts to SF, regardless of input pel value 
Flash @008 converts to $@, regardless of input pel value 
Invert @001 1-bit invert because 1 bpp data from alphanumeric 


The LSB of the final pel value is 1, so the pel is displayed in 
foreground color. 


Lé25 List Mode Displays 


Six list modes are available in the RMS. The user selects the active 
mode in the Display Data Mode register (see Section 9.3.2). They 
differ in the number of bytes they use to represent one character, the 
types of characters they allow, and the types of attributes the 
characters may have. All bits are active high except mosaic 
separation. 


7.2.5.1 List Mode @ 


List mode @ uses one byte per character. It is a simple list mode 
that offers alphanumerics, mosaics, and a few DRC's in the low 
horizontal resolution modes (HRES2-4). Very little is available in 
the way of attributes. This mode's advantage is that it uses a very 
small amount of memory to display a screen. The characters are: 


Bit Alphanumeric DRC Mosaic 
7 Always @ Always @ Always 1 
6 Char Code 6 (MSB) Always @ Char Code 6 (MSB) 
5 Char Code 5 Always @ Separation 
4 Char Code 4 Char Code 4 (MSB) Char Code 4 
3 Char Code 3 Char Code 3 Char Code 3 
2 Char Code 2 Char Code 2 Char Code 2 
il Char Code 1 Char Code l Char Code 1 
i") Char Code 9 (LSB) Char Code @ (LSB) Char Code @ (LSB) 


Table 7-5 List Mode @ Characters 


Note that some bits are always 1 or always @. This is how the RMS 
distinguishes one character type from another. 


There are 7 character code bits to define an alphanumeric character, 
but only the upper 96 of the 128 possible codes are valid. The RMS 
uses ASCII coding for alphanumerics. The 96 normal alphanumerics are 
displayed, and the 32 lowest ASCII codes, which are used as control 
characters, are not printable. 
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The 32 lowest character numbers are used for the Dynamically 
Redefinable Character Set in mode 8. The image table must contain the 
number of bits per pel set in the Display Data Mode register, but only 
the LSB of each pel value is used. For all three character types, the 
foreground color is CMR@F, and the background color is CMR@@. 


The mosaic characters displayed in list mode @ are always mosaic 6. 
The separation attribute is available for mosaics; see Section 
7.2.4.9. For more information on mosaic characters see Section 7.2.2. 


7.2.5.2 List Mode 1 


List mode 1 is a two bytes per character mode that is oriented towards 
video games in the low horizontal resolution modes (HRES2-4). It does 
not offer as much performance as the other games modes, but it can be 

used in a system with less memory, and therefore lower cost. 


Mode 1 allows alphanumeric, DRC, mosaic 6, and fixed objects as 
characters. Characters are coded as shown below. 


Bit Alphanumeric DRC Mosaic 

7 Always @ Always @ Always 1 

6 Char Code 6 (MSB) Always @ Char Code 6 (MSB) 

5 Char Code 5 Always @ Separation 
Byte 1 4 Char Code 4 Char Code 4(MSB) Char Code 4 

3 Char Code 3 Char Code 3 Char Code 3 

2 Char Code 2 Char Code 2 Char Code 2 

aly Char Code 1 Char Code 1 Char Code 1 

) Char code @ (LSB) Char Code @ (LSB) Char Code @ (LSB) 

7 Always @ Always @ Always 1 

6 Flash 1 Flash dt) Flash 1 

5 Foregnd 2 (MSB) Foregnd 2 (MSB) Foregnd 2 (MSB) 
Byte 2 4 Foregnd 1 Foregnd 1 Foregnd 1 

3 Foregnd 9 (LSB) Foregnd @ (LSB) Foregnd @ (LSB) 

2 Backgnd 2 (MSB) Backgnd 2 (MSB) Backgnd 2 (MSB) 

1 Backgnd 1 Backgnd 1 Backgnd 1 

g Backgnd @ (LSB) Backgnd @ (LSB) Backgnd @ (LSB) 


Table 7-6 List Mode 1 Alphanumerics, DRCS, and Mosaics 
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Bit Fixed A Fixed B 

iD Always 1 Always @ 

6 CMR Offset 3 CMR Offset 3 

5 CMR Offset 2 CMR Offset 2 
Byte 1 4 CMR Offset 1 CMR Offset 1 

3 Color Collision @ (LSB) Color Collision @ (LSB) 

2 Priority 1 Priority 1 

fl! Priority @ (LSB) Priority @ (LSB) 

4) Collision Enable Collision Enable 

7 Always @ Always 1 

6 Flash 1 Flash 1 

5 Char Code 5 Char Code 5 
Byte 2 4 Char Code 4 Char Code 4 

3 Char Code 3 Char Code 3 

2 Char Code 2 Char Code 2 

1 Char Code 1 Char Code 1 

4) Char Code @ (LSB) Char Code @ (LSB) 


Table 7-7 List Mode 1 Fixed Objects 


The bits that are always @ or 1 are used by RMC to determine what type 
of character is in use. 


DRC characters are located in the 32 lowest character codes of 
alphanumeric characters. The DRCS image table must contain the number 
of bits per pel set in the Display Data Mode register, but only the 
LSB is used. It selects between foreground color (if a1) and 
background color (if a @). 


Foregnd stands for foreground color. Backgnd stands for background 
color. 


Fixed A and B are both fixed objects. The difference between them is 
that the most significant bits of the two bytes are used to complete 
the specification of some of the attributes. Bit 7 of the first byte 
is the most significant CMR offset bit (CMR 4), color collision bit 
(Color Collision 1), and priority bit (Priority 2). Bit 7 of the 
second byte is the most signficant bit of the character code (Char 
code 6). 


Fixed Object Type A B 
Character code 0-63 64-127 
CMR offset 8-F O-7 
Color collision 2-3 O-1 
Priority 4-7 8-3 


Table 7-8 Ranges of Values for Fixed Objects 


Only 2 Hz flash is available. 
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Fixed A and B support 64 characters each. The total number of 
characters available in mode 1 is 128 fixed objects, 96 alphanumerics, 
64 mosaics and 32 DRCs. 


7.2.5.3 List Mode 2 


List mode 2 is designed for use in simple word processing systems that 
need to use both redefinable and ASCII characters on the screen at 
once. It must be used with one of the high resolution modes (HRES 
modes 6 or 7). It displays either two 8-pel-wide ASCII characters, or 
one 16-pel-wide redefinable character during each memory cycle. 


List mode 2 has very little in the way of attributes. It is designed 
for simple text displays and can also do simple graphics. 


Bie Alphanumeric Mosaic 
7 Always @ Always 1 
6 Char Code 6-1 (MSB) Char Code 6-1 (MSB) 
5 Char Code 5-1 Separation 1 
Byte 1 4 Char Code 4-1 Char Code 4-1 
3 Char Code 3-1 Char Code 3-1 
2 Char Code 2-1 Char Code 2-1 
ab Char Code 1-1 Char Code 1-1 
4) Char Code @-1 (LSB) Char Code @-1 (LSB) 
d Always @ Always 1 
6 Char Code 6-2 (MSB) Char Code 6-2 (MSB) 
5: Char Code 5-2 Separation 2 
Byte 2 4 Char Code 4-2 Char Code 4-2 
3 Char Code 3-2 Char Code 3-2 
2 Char Code 2-2 Char Code 2-2 
1 Char Code 1-2 Char Code 1-2 
4) Char Code @-2 (LSB) Char Code @-2 (LSB) 


Table 7-9 List Mode 2 Alphanumerics and Mosaics 
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Bit Fixed DRC 
z Always 1 Always @ 
6 Char Code 13 (MSB) Char Code 13 (MSB) 
5 Char Code 12 Char Code 12 
Byte 1 4 Char Code 11 Char Code 11 
3 Char Code 19 Char Code 10 
2 Char Code 9 Char Code 9 
1 Char Code 8 Char Code 8 
4) Char Code 7 Char code 7 
7 Always @ Always 1 
6 Char Code 6 Char Code 6 
5 Char Code 5 Char Code 5 
Byte 2 4 Char Code 4 Char Code 4 
3 Char Code 3 Char Code 3 
2 Char Code 2 Char Code 2 
ak Char Code 1 Char Code 1 
g Char Code g@ (LSB) Char Code 9@ (LSB) 


Table 7-18 List Mode 2 DRCS and Fixed Objects 


The bits that are shown as always 1 or @ are used by the RM hardware 
to determine the type of character to display. 


The screen is divided up into 16-pel-wide blocks. The RMS can display 
one 16-pel-wide DRC or fixed object, or two alphanumeric or mosaic 
characters in each of these spaces. It is not possible to put an 
alphanumeric and a mosaic in the same block. 


The alphanumeric characters are the standard ASCII set available from 
the internal ROM. Small (8-wide) DRC's are not usable in this mode. 
Therefore there are 32 alphanumeric codes ($80 through S1F) that 
should not be used. 


The character codes for both of these characters are 14 bits each. 
The bits are arranged in such a way as to make it convenient to 
implement Japanese Industrial Standard C 6226. 
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Pee sow4 List Mode 3 


List mode 3 is designed to display DRC's and fixed objects. It isa 
games-oriented mode that uses horizontal resolution modes 6 and 7. 


BIT DRC Fixed 
dL Always @ Always 1 
6 Char Code 13 (MSB) Color Collision 1 (MSB) 
5 Char Code 12 Color Collision @ (LSB) 
Byte 1 4 Char Code 11 Priority 2 (MSB) 
3 Char Code 19 Priority 1 
2 Char Code 9 Priority @ (LSB) 
Al: Char Code 8 Char Code 8 (MSB) 
4) Char Code 7 Char Code 7 
7 Always 1 Always @ 
6 Char Code 6 Char Code 6 
5 Char Code 5 Char Code 5 
Byte 2 4 Char Code 4 Char Code 4 
3 Char Code 3 Char Code 3 
2 Char Code 2 Char Code 2 
ab Char Code 1 Char Code 1 
i) Char Code @ (LSB) Char Code @ (LSB) 
7 2xW Collision Enable 
6 CMR Offset 4 (MSB) CMR Offset 4 (MSB) 
5 CMR Offset 3 CMR Offset 3 
Byte 3 4 CMR Offset 2 CMR Offset 2 
3 CMR Offset 1 : CMR Offset 1 
2 2xH Shading 
1 Flash 1 (MSB) Flash 1 
) Flash @ (LSB) Color/Resolution 


Table 7-11 List Mode 3 Characters 


Mode 3 supports 16,384 DRC's and 512 fixed objects. 
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Te2s965 List Mode 4 


List mode 4 is a three byte per character mode that mixes several 
types of characters and provides all the RMS' attributes that apply to 
games. It uses the low horizontal resolution modes (HRES2-4) . 


Bit Alphanumeric Mosaic 
7 Always @ Always 1 
6 Char Code 6 (MSB) Char Code 6 (MSB) 
5 Char Code 5 Separation 
Byte 1 4 Char Code 4 Char Code 4 
5} Char Code 3 Char Code 3 
2 Char Code 2 Char Code 2 
1 Char Code 1 Char Code 1 
i) Char Code @ (LSB) Char Code @ (LSB) 
ai Always @ Always 1 
6 2xW 2xW 
5 Spare Spare 
Byte 2 4 Invert Invert 
3 Foregnd 3 (MSB) Foregnd 3 (MSB) 
2 Foregnd 2 Foregnd 2 
1 Foregnd 1 Foregnd 1 
i) Foregnd @ (LSB) Foregnd @ (LSB) 
oT: Underline Mosaic 4 
6 Backgnd 3 (MSB) Backgnd 3 (MSB) 
5 Backgnd 2 Backgnd 2 
Byte 3 4 Backgnd 1 Backgnd 1 
3 Backgnd @ (LSB) Backgnd @ (LSB) 
2 2xH 2xH 
1 Flash 1 (MSB) Flash 1 (MSB) 
i") Flash @ (LSB) Flash @ (LSB) 


Table 7-12 List Mode 4 Alphanumerics and Mosaics 
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Byte l 


Byte 2 


Byte 3 


QRNW PU ON QRNWRHRUOA 


RQrenwWwHUDA 


Bit DRC (Alphanumeric) 


Fixed 


Always @ 
Always @ 
Always @ 
Char Code 
Char Code 
Char Code 
Char Code 
Char Code 


Always @ 
2xW 
Spare 
Invert 
Foregnd 3 
Foregnd 2 
Foregnd 1 
Foregnd @ 


Underline 
Backgnd 3 
Backgnd 2 
Backgnd 1 
Backgnd @ 
2xH 

Flash 1 
Flash @ 


(MSB) 


(LSB) 


(MSB) 


(LSB) 


(MSB) 
(LSB) 


Always 1 


Color Collision 1 (MSB) 
Color Collision @ (LSB) 


Priority 2 (MSB) 
Priority 1 
Priority @ (LSB) 
Char Code 8 (MSB) 
Char Code 7 


Always @ 
Char Code 6 
Char Code 5 
Char Code 4 
Char Code 3 
Char Code 2 
Char Code 1 
Char Code @ (MSB) 
Collision Enable 
CMR Offset 4 (MSB) 
CMR Offset 3 

CMR Offset 2 

CMR Offset 1 
Shading 

Flash 1 (MSB) 
Flash @ (LSB) 
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DRC 

Always @ 
Color/Resolution 
Invert 
2xW 

Spare 
Spare 
Char Code 
Char Code 7 


Always 1 
Char Code 6 
Char Code 5 
Char Code 4 
Char Code 3 
Char Code 2 
Char Code 1 
Char Code @ (LSB) 
Underline 

CMR Offset 4 (MSB) 
CMR Offset 3 

CMR Offset 2 

CMR Offset 1 

2xH 

Flash 1 (MSB) 
Flash @ (LSB) 


Table 7-13 List Mode 4 DRCS and Fixed Objects 


The first 32 of the 512 DRC's that the DRCS start address register 
points to can be used either as the $QQ-S1F alphanumerics or as the 


standard DRC's. 


When used as alphanumerics, the DRC's use only the 


LSB of the pel values in the image table to select between foreground 
(if a 1 after attributes are applied) and background (if a @ after 


attributes). 


image table pel values. 


1622536 


List Mode 5 


When uSed as graphics characters, the DRC's use the full 


List mode 5 is designed for high resolution text applications, 
primarily word processing. 


to be useful in other applications. 
cycle mode that is designed to be used with HRES modes 6 and 7. 


It also has sufficient graphics capability 
It is a three byte per memory 


The 


three bytes are used to generate 2 alphanumeric or mosaic characters 
or one DRC or fixed object. 


Alphanumerics and mosaics are displayed in pairs. 
mixed with each other. 


They cannot be 
The first byte contains the character code for 


the left character, the second byte identifies the second character, 


and the third byte contains the attributes for both characters. 


The 


least significant 4 bits (bits 9-3) of this third byte contain the 
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attributes for the first character, and the most significant bits 
(bits 4-7) are for the second character. 


If redefinable characters are used, they are 16 pels wide and occupy 
the same amount of space as two alphanumerics or mosaics. 


wo 
h- 
ct 


Byte 1 


Byte 2 


Byte 3 


QrRNWPUO~) QRPNWHUAD A QRPNWHUDA | 


Alphanumeric 


Always @ 
Char Code 6 (MSB) 
Char Code 5 
Char Code 4- 
Char Code 3- 
Char Code 2 
Char Code 1 
4) 


Char Code 


ee | tod 
PRRPRPRPRR 


(LSB) 


Always @ 

Char Code 6-2 (MSB) 
Char Code 5-2 

Char Code 4-2 

Char Code 3-2 

Char Code 2-2 

Char Code 1-2 

Char Code @-2 (LSB) 
Underline (Char 2) 

Invert 

Flash 1 

CMR Offset 4 (MSB) 

Underline (Char 1) 

Invert 

Flash 1 

CMR Offset 4 (MSB) 


Mosaic 


Always 1 

Char Code 6-1 (MSB) 
Separation 1 

Char Code 4-1 
Char Code 3-1 
Char Code 2-1 
Char Code 1-1 
Char Code @--1 (LSB) 
Always 1 

Char Code 6~2 (MSB) 
Separation 2 
Char Code 4--2 
Char Code 3-2 
Char Code 2-2 
Char Code 1-2 
Char Code 9-2 (LSB) 
Mosaic 4 (Char 2) 
Invert 

Flash 1 

CMR Offset 4 (MSB) 
Mosaic 4 (Char 1) 
Invert 

Flash 1 

CMR Offset 4 (MSB) 


Table 7-14 List Mode 5 Alphanumerics and Mosaics 
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Bit DRC Fixed 
7 Always @ Always 1 
6 Char Code 13 (MSB) Char Code 13 (MSB) 
5 Char Code 12 Char Code 12 
Byte l 4 Char Code 11 Char Code 11 
3 Char Code 10 Char Code 10 
2 Char Code 9 Char Code 9 
al Char Code 8 Char Code 8 
4) Char Code 7 Char Code 7 
7 Always 1 Always @ 
6 Char Code 6 Char Code 6 
5 Char Code 5 Char Code 5 
Byte 2 4 Char Code 4 Char Code 4 
3 Char Code 3 Char Code 3 
2 Char Code 2 Char Code 2 
1 Char Code 1 Char Code 1 
i) Char Code @ (LSB) Char Code @ (LSB) 
7 Underline Underline 
6 Invert Invert 
5 CMR Offset 3 CMR Offset 3 
Byte 3 4 CMR Offset 2 CMR Offset 2 
3 CMR Offset 1 CMR Offset 1 
2 2xH 2xH 
ay Flash 1 (MSB) Flash 1 (MSB) 
4) Flash @ (LSB) Flash @ (LSB) 


Table 7-15 List Mode 5 DRCS and Fixed Objects 


Tels Diet List Mode Summary 


The table shows which HRES modes may be used with each of the list 
modes. 


List Mode HRES Mode 


g Do atk 
1 Bose A 
2 Ged 
3 ay 
4 oc eee 
5 6, 7 


Table 7-16 List Modes and HRES Modes 


Table 7-17 shows which characters are available in each list mode, and 
Table 7-18 shows what attributes are available for each character in 
each list mode. 
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HRES 
Modes 


Bytes 


Cycle 


Chars _ Width (Pixels) 
Cycle Character 


1-8 

1-8 
2-8, 1-16 

1-16 

1-8 


2-8, 1-16 


Alphas 
8 
Wide 


96 


96 


96 


96 


96 


Mosaics 
8 
Wide 


64 


64 


64 


16, 64 


16, 64 


32 


32 


Wide 


512 


Table 7-17 Character/Object Availability By List Mode 


128 


512 


16K 


16K 


16K 


16K 


512 


16K 


Alphanumer ics Mosaics DRC's Fixed Objects 
List Mode: Oa, ie 2 eS Oe 852) 47 ¥5 G 1 De 3 © ARy* 4 5 Oe? Asi AS 


Character 16 16 
Codes 96 96 9% 9% 9% 64 64 64 64 64 32 32 16K 16K 32 512 16K 128 16K 512 512 16K 
Flash Rates bk Soe wal l 3p 21 1 3 3 3UN3 1 1 BS 
Foregnd & 

Backgrnd 

Colors 8 16 8 16 8 16 

CMR Offset 2 2 16 16 8 16 16 16 8 
Priority 8 8 68 
Color 

Collision 4 4 4 


Table 7-18a Attributes by Character and List Mode 


QOG°€ NOISHSA TWONWW S,adSN SWa 


SdS ONI ‘WIOYOLOW 


SL ddd 
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Alphanumer ics Mosaics DRC's 


List Mode: Ge le ea SoS 6 i IP ye oy 6 1 2 3 4A 4 
Attributes 

Invert x x Xie aX x 4 
Under line x x XS 
2xH x x > Sain? Sa < 
2xW x x MP eK” EX 
Separation KX x OX x 
Color/Res x 
Shading 
Collision 

Enable 
Mosaic 4/6 xX xX 


Table 7-18b Attributes by Character and List Mode 


a 


Fixed Objects 


Zee 3 


4 5 
Xx 
Xx 
x 

Xx 

Xx 
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Ted oa8 Display List 


The display list is defined by three registers. The Virtual Screen 
Start Address register (Section 9.3.28) identifies the display list's 
beginning. The Virtual Screen Size register (Section 9.3.23) sets the 
number of bytes in the entire display list. The Virtual Screen Width 
register (Section 9.3.24) contains the number of bytes in one scanline 
(bit-plane) or character row (list mode). 


The display list must be stored in DRAM by the MPU. It is retrieved 
from DRAM automatically by RMS, as it is needed. The MPU must store 
the data sequentially in DRAM. The first byte of the first character 
must be stored at the address contained in the Virtual Screen Start 
Address register. It must be followed by the second and third bytes 
of the first character (if applicable), and then the first byte of the 
second character. There cannot be any gaps in the display list. 


The Virtual Screen Start Address, Horizontal Offset, and Vertical 
Offset registers combined must point to the first byte of a character, 
never the second or third byte. When the programmer is using 
scrolling, the offset registers must be incremented by a value that 
advances to the next character, which may or may not be the next 
byte. See Sections 6.5 and 12.4. 
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8.08 TRUE OBJECTS 


True objects are RMS hardware-intensive objects that are designed to 
move around on the screen and to run into other objects. Eight 
identical sets of registers allow simultaneous independent operations, 
but objects may be reused in real time, so more than 8 can appear on 
the screen at one time. 


True objects are described in an image table similar to the list mode 
character tables, and each object is positioned on the screen using 
its own X and Y Coordinate registers. 


Each true object also has a register to report to the MPU that it 
overlaps other true objects and fixed objects. 


The true object hardware is independent of display mode, so true 
objects can be used in bit-plane mode and all 6 list modes. Other 
than the true object registers, the parts of the RMS that can affect 
the way true objects look are the CMR colors, the horizontal and 
vertical resolution, and some fixed object attributes (when the true 
object overlaps the fixed object on the screen). 


Each true object can be individually enabled or disabled by a bit in 
its position registers. 


8.1 Object Position 


The position on the screen of the upper lefthand corner of the object 
is defined by X and Y coordinates. The XY grid is larger than the 
visible screen, so it is possible to position an object off the screen 
in all four directions. A discussion of onscreen positioning follows 
the X and Y discussions. 


Since true objects are located using screen coordinates, scrolling the 
display data has no effect on true objects, but it is possible to move 
the true objects while scrolling, either to maintain the relationship 
between them or to create more complex movements. 


The X coordinates are generated by a counter that runs at the picture 
element clock (PCLK) rate. This counter begins counting from 9 during 
horizontal blanking, counts through the left screen border, then the 
visible screen, then the right screen border. The value of X that 
represents the first pixel on the left side of the screen varies with 
HRES mode. These values are listed below, along with the value of the 
last pixel inside the border on the right edge of the screen, and the 
value of the last count used. The X counter is 19 bits long, which 
would allow it to reach a count of 1823. In practice it does not 
reach this count, because the next line begins before it can get to 
this value. The last count listed below is the maximum count it 
reaches in a given mode. If the object's X coordinate is set larger 
than the maximum X, it makes the object inactive. The object is not 
displayed on the screen and cannot have a collision with any other 
part of the display. 
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HRES Left Right Last 
Mode Edge Edge Count 
v) 53 388 367 
iL 53 388 367 
2 53 388 367 
3 L3 268 295 
4 45 364 423 

5 Reserved 
6 29 546 J9k 
7 29 668 735 


Table 8-1 X Coordinates and HRES Modes 


The Y coordinate counter is the counter used for vertical timing 
signal generation. It is a ten-bit counter that counts at the 
horizontal line rate. It begins counting from 8 on the video line 
immediately following the trailing edge of vertical sync. The value 
of Y that corresponds to the first line inside the border varies with 
VRES mode and the choice of 525 or 625 line timing. The values of the 
last line inside the border and the last count also vary. The use of 
both interlace sync and data doubles the values. Y coordinates are 
shown for the available combinations in the following table. 
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Interlace VRES First Last Max 
Timing Data Mode Line Line Count 

525 NO 4) 39 230 262 
525 NO al 39 238 262 
525 NO 2 39 230 262 
525 NO 3 35 234 262 
525 NO 4 30 239 262 
525 NO 5 Not Applicable 

525 NO 6 Not Applicable 

525 YES i) 78 468 525 
525 YES 1 78 460 525 
525 YES 2 78 460 525 
525 YES 3 70 468 525 
525 YES 4 60 478 525 
525 YES 5 Not Applicable 

525 YES 6 Not Applicable 

625 NO i) 69 260 312 
625. NO a 69 2608 312 
625 NO 2 69 260 312 
625 NO 3 65 264 312 
625 NO 4 60 269 312 
625 NO 5 45 284 31:2 
625 NO 6 40 289 312 
625 YES i) 138 520 625 
625 YES 1 138 520 625 
625 YES 2 138 520 625 
625 YES 3 13d 528 625 
625 YES 4 1290 538 625 
625 YES 5 98 568 625 
625 YES 6 88 578 625 


Table 8-2 Y Coordinates and VRES Modes 


The user has separate registers for the X and Y coordinates of each 
object. They are all available in the RMS memory map, and the user 
May update these registers at any time. If the RMS is displaying or 
preparing to display that object, the display in that video frame may 
be disturbed. See Sections 9.3.3 and 9.3.5 for ways to coordinate 
changes with the RMS' display process. 


Active true objects can collide with each other even when they are 
partly or completely off screen, but fixed objects cannot cause 
collision reporting unless they are onscreen. 


Since the XY position locates the upper left corner of the true 
object, the entire object is off screen if either the X or the Y 
coordinate is larger than the maximum on screen value, but it may be 
only partly off screen for X and Y values smaller than the on-screen 
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values. It may not be possible to move long objects or zoomed objects 
(discussed later) completely offscreen at the top or left edge. 


8.2 Names 


The object logic knows what pattern to generate because the user 
programs it with an object name (see Section 9.3.27). The name is 
used in the same way as a character code. The name is 8 bits long, so 
the user can define 256 different object patterns. Each name is 
allocated 128 bytes of DRAM for pattern storage. The True Object 
Image Table Start Address register must be set to the address of the 
first byte of object $88 (see Section 9.3.11). The patterns for the 
other objects must follow in numerical order. 


Since the user can change objects quickly by changing the name byte, 
and it is possible to have patterns defined for a large number of 
objects, it is easy to create an animation effect by having several 
different views of the same object and changing between them. 


8.3 Pattern Data 


Each true object can be described in one of two ways: bit-plane 
encoding or run-length encoding. Bit-—plane encoding has 14 
individually colored pels per video line, and run-length encoding has 
seven colors. However, each run-length color can be l, 3, 5, or 7 
pels long. Run-length has more flexibility in sizes; bit-plane has 
more flexibility in colors. In either case, the first 4-byte packet 
describes the top video line, and the second packet the line under it; 
similarly, the first pel description in a line describes the leftmost 
pel, and the last pel is the rightmost pel. 


The choice between run-length and bit-plane is made separately for 
each object using a bit in the object's X Coordinate register (see 
Section 9.3.26). 


Each 4-byte packet describes one video line. The more significant 
nibble of the first byte of each packet contains an active low last- 
line bit and a 3-bit CMR offset: 


B7 B6 BS B4 B3 B2 Bl BO 
LL CMR4 CMR3 CMR2 (Beginning of Data for Video Line) 


If the last-line bit is reset, the rest of the line is ignored (see 
Section 8.4). If it is set, the 3-bit offset is used for the most 
significant bits of the CMR address. The meaning of the following 3- 
1/2 bytes is different for the two types of encoding, but they both 
use 2 bits for each color selection, so they have 4 choices. A unique 
feature of true objects is that the color choice of @@ makes the pels 
transparent, so that whatever it passes over can show through. 
Transparent pels cannot collide with anything, so the user can define 
functional as well as visible shapes by putting transparent pels 
around a small visible object. See Section 8.7. The other three 
color choices (@1, 18, 11) use the 3-bit CMR offset in the video line 
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data's first nibble to get the color's CMR address. Each line can 
have 3 visible colors, and, because each line has its own CMR offset, 
each object can have 24 colors. The eight CMR addresses ending in @@ 
are replaced by transparency, so they are not available for true 
objects. 


For example, if the CMR offset bits were 101, a color of @1 selects 
CMR1L5 (10101); if the offset were 918, a color of 11 selects CMR@B 
(91811). If the CMR offset were 118, that video line could display 
the colors in CMR19, CMRIA, and CRIB. 

It is possible to use less than 128 bytes to define the entire 
object. This does not save memory space; all 128 bytes are still 
allocated to the object. What it does is free the object hardware as 
soon as the visible part of the object is completed. Therefore, it 
can be put to use displaying a different object as soon as possible. 
See Section 8.4. 


S23 oc: Run Length 


In run-length encoding, each nibble describes a color segment. The 
most significant two bits select the length: a code of 9@ means 1 
pel, 91 means 3 pels, 10 means 5 pels, and 11 means 7 pels. The least 
significant two bits of the nibble select the color as described in 


Section 8.3. A video line's 4-byte packet is run-length encoded as 
follows: 


B7 B6 BS B4 B3 B2 Bl Bd 
lst Byte LL CMR4 CMR3 CMR2 1Rl 1R8 1Cl 1C@ 
2nd Byte 2Rl 2R@ 2Cl 2C@ 3Rl 3R8 3Cl 3C0 
3rd Byte 4Rl1 4RG 4Cl 4CO 5Rl1 5R@ 5Cl 5C0 
4th Byte 6Rl 6RB 6Cl 6CB 7Rl 7R@ 7Cl 7CO 

LL means last line (active low) 
CMRy means the y bit of the CMR offset 
xRy means the y bit of the run length for pel x 


xCy means the y bit of the color for pel x 


Table 8-3 Run Length Encoding 
8.3.2 Bit-plane 


In bit-plane encoding the 3-1/2 bytes of video data following the last- 
line bit and CMR offset are treated as 14 2-bit colors. Each 2-bit 
color describes one pel, so a bit-plane object is 14 pels wide. A bit- 
plane encoded video line packet is arranged as follows: 
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B7 Bo BS B4 B3 B2 Bl Bd 
lst BYTE LL CMR4 CMR3 CMR2 1Pl 1P@ 2Pl 2P¢ 
2nd BYTE 3Pl1 3P0@ 4Pl 4PG 5Pl 5P@ 6Pl 6PGd 
3rd BYTE 7Pl1 7P@ 8Pl 8Pd 9P1 9PG 10P1 1OPd 
4th BYTE 11P1 11P@ 12P1 12P¢d 13P1 13P9 14P1 14P¢ 

LL means last line (active low) 
CMRy means bit y of the CMR offset 
xPy means the y bit of the color for pel x 


Table 8-4 Bit-plane Encoding 


8.4 Last-line Flag 


Each entry in the true object image table must contain a 4-byte packet 
with the last-line flag reset. Systems using interlace data must have 
two such lines. 


The RMS is designed so that, once the scan line is reached that 
matches the true object's Y coordinate, it starts fetching and 
displaying 4-byte packets until it finds a packet with its MSB clear 
or until vertical retrace. If interlaced data is being used, two 
independent versions of that process are performed. Each time a last- 
line packet is encountered, the object's object-available flag is set, 
so for interlaced data, it is set twice. If the last-line bit is set 
in all 32 of the 4-byte packets, the object is repeated, one version 
directly under the previous one, until vertical retrace. 


It is possible to perform several real-time operations using the last- 
line flag: alternately setting and clearing this flag in the object's 
first line causes the object to flash. In interlaced data systems, 
the flashing could be made more complex by alternating between the 
even and the odd field data. Stepping the last-line flag down through 
the data causes the object to appear gradually. 


It is also possible to use an object whose first line is transparent 
and whose second line's flag is reset as an invisible marker. This is 
a similar function to the real-time output flag; a true object could 
be used if RTO were already occupied. See Section 9.3.15 fora 
discussion of real-time output registers. 


835 Zoom Factors 


Each true object can be individually zoomed horizontally or vertically 
or both without changing DRAM. Two bits in each object's X position 
register and in its Y position register select the display size: 99 
means normal size, @l means 2X, 18 means 4X, and 11 means 8X. The 
origin for the expansion is the object's XY register value, which is 
the upper left corner of the object. As a result, horizontal 
expansion is to the right, and vertical expansion is down. The size 
change is accomplished by multiplying the size of each pel. See 
Section 9.3.26. 
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8.6 Priority 


Priority refers to the apparent depth of one true object compared to 
another true object or a fixed object. When two objects occupy the 
same space on the screen, one of them is "in front of" the other and 
therefore visible. The second object disappears behind the first. 
The first object has a higher priority than the second. 


The priority of true objects is defined in hardware and cannot be 
selected by the programmer. Object 7 has the highest priority, and 
object @ has the lowest. A true object with a particular priority is 
hidden by all fixed objects with the same or higher priority. 
Alphanumerics and bit plane have a lower priority than the lowest 
priority object, and the border has the highest priority. 


Priority is a separate attribute from collision enable. They do not 
affect each other in any way. 


Highest Priority Border 
Fixed object, priority 7 
True object number 7 
Fixed object, priority 6 
True object number 6 
Fixed object, priority 5 
True object number 5 
Fixed object, priority 4 
True object number 4 
Fixed object, priority 3 
True object number 3 
Fixed object, priority 2 
True object number 2 
Fixed object, priority 1 
True object number 1 
Fixed object, priority @ 
True object number @ 

Lowest Priority Alphanumerics, Mosaics, DRC's, and Bit-plane 


Table 8-5 Display Priorities 


B27 Collision 


The RMS control register map contains eight bytes of registers for 
collision reporting. There is one register for each true object. 


The bits within a true object's collision register indicate which 
other true objects it has collided with since the last time the 
register was read. Bit 7 true would show that it had collided with 
true object number 7, bit 6 for true object 6, and so on. 


The bit that indicates the register's own object (e.g., bit 5 of the 


register belonging to object 5) is used to indicate collisions with 
fixed objects. 
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Before an object can have a reportable collision, its collision enable 
bit and the collision enable bit of the true object or fixed object it 
collides with must both be set. Collisions are not reported if they 
involve objects that do not have their collision enable bits set. 


If true objects 3 and 4 have their collision enable bits set and 
object 5's bit is reset, and if all three objects are moved so they 
overlap, the collision flags are set as follows. The collision-—- 
reporting register for object 3 will indicate a collision with object 
4, but not with 5. The collision-reporting register of object 4 will 
indicate a collision with object 3, but not with 5. The collision- 
reporting register of object 5 will not show any collisions. 


For a true object to have a collision with another true object, it 
must involve the solid part of the object. Transparent pels are not 
considered when checking for collisions. 


For a true object to collide with a fixed object, the fixed object pel 
involved must pass the fixed object's color collision test. See 
Section 7.2.4.13. 


Priority level is not involved in determining collisions. Two true 
objects, or a true object and fixed object, can collide regardless of 
their priority level, as long as they pass the collision enable, 
transparency, and color collision tests. 
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9.8 CONTROL REGISTERS 


This chapter discusses the two types of machine operation, the folded 
and unfolded memory maps, and the individual registers. An RMS 
register map is in Appendix A. 


ook Machine Types 


Machine 1 mode is the standard operating mode, and all RMS functions 
are available in it. The RMS is in Machine 1 mode after reset. Every 
feature described in Section 9.3 can be used by Machine 1. Machine 2 
is backward-compatible with the MC6847-MC6883 combination, which is 
used with the MC68@9E. Machine 2 has no additional features, but it 
has slightly different control. Machine 2 is discussed in Chapter 

14. 


9.2 Memory Maps 


The RMS control registers may be configured as 192 contiguous bytes or 
as three 64-byte pages. The 192-byte unfolded option should be used 
with the MC6800@ family MPU's. The map must be folded for MC6847- 
MC6883 compatibility (Machine 2 operation). For more details see 
Chapter 10. 


9.3 Individual Registers 


The following discussion of each register includes the unfolded and 
folded address and whether it is read/write, read only, or write 

only. Every register appears at one unfolded address and at one 
folded address/page except that the first 16 registers are mapped into 
the first and third pages, and 2 bits of those are mapped into the 
second page. All bits of all registers are active high. 


In the following descriptions of the registers, their hexadecimal 
addresses are preceded by an x. The x is satisfied if the RMS chip 
select, located on RMI, is true (active low). 

Unused bits are shown as blanks on the register diagrams; they read as 


O's. The state of all registers' bits is undefined after a reset 
except as noted in the following sections. 


9351) Memory Map 
Unfolded Address SxFFEQQ@, SxFFE8@ (and SxFFE4Q) 


Folded Address SxFFF8@ with Page 00, 18, (and @1) 


mw | we ee ee | oe ee ee | | ee | CS 
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The Memory Map register is multiply mapped. All of it is available at 
two locations, and bits 6 and 7 are also available at a third location 
in CMR@@ (see Section 9.3.25). It is a read/write register. 


Bits 7 and 6 are MPl and MPG. They are used to select pages of the 
RMS register map when the folded map option is in use. They have no 
effect when the unfolded map option is in use. The page statement at 
the beginning of each subsection of Section 9.3 shows what combination 
of MP1 and MP@ is required to access the register in the folded map. 


Bit 5 is UF. When it is set the control register map is being used in 
the unfolded mode. When it is reset, the control register map is 
folded. UF is set after a system reset. 

Bit 4 changes the entire memory map to the Machine 2 memory map, which 
is backwards compatible with the MC6883 and MC6847. See Chapter 14 
for more information. 

After a reset, bits 4 through 7 are zeros. 


9.332 Display Data Mode 
Unfolded Address SxFFE@1, or SxFFE81 


Folded Address SxFFF81 with Page @@ or 10 
B7 B6 B5 B4 B3 B2 Bl BO 
BP LM2 LM1 LM@ LPR1 LPR@ BPP1 BPP@ 


The Display Data Mode register is used to contol how the data from 
DRAM is converted into a pel pattern. It is a read/write register. 
It is available at two addresses. 


Bit 7 is BP. When it is set, the RMS is operating in bit-plane 
display mode. When it is reset the RMS is in list mode. 


Bits 6, 5, and 4 are used to choose among the list modes. If the BP 
bit is set, these bits have no effect. If BP is reset, the LM bits 
are used to select a particular list mode. 
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List 
LM2 LML LMG Mode 
4) (4) (4) 4) 
4) (4) al 1 
i) ak 4) 2 
() 1 ak 3 
1: 4) 4) 4 
1 (4) 1 5 
1 1 4) Reserved 
1 al 1 Reserved 


Table 9-1 List Mode Encoding 


Bits 3 and 2 are LPR1 and LPR@. When the RMS is being operated in a 
list mode, these bits determine how many video lines are used in each 
character row. They are coded as follows. 


Number 
LPR1 LPR@ of Lines 
@ @ 8 
@ At 1d 
1 (4) 12 
i} 1 16 


Table 9-2 Lines per Row Encoding 


The LPR bits have no effect on the display if bit-plane mode has been 
selected. 


Bits 1 and @ of the display mode register are BPPl and BPP@. They are 
used to select the number of bits per pel. These bits have meaning in 
both bit plane and list modes. 


These two bits must be coded to select the number of data bits from 
DRAM to use to define each pel. 


Bits 
BPP1 BPP@ per Pel 
(4) 4) ak 
() fl: 2 
as 4) 4 
1 Bk Reserved 


Table 9-3 Bits per Pel Encoding 


This number is used for all pels in bit-plane mode. In the list modes 
it is used for the image tables of the DRCS and fixed objects. 


When HRES mode 6 or 7 (512 or 648 pixels) is in use, 4 bits per pel 
cannot be selected, because it exceeds the data fetch rate of the RMS. 
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9.3.3 Interrupt Status 


Unfolded Address SxFFE@2, SxFFE82 


Folded Address SXFFF82 with Page 88, 10 
B7 B6 B5 B4 B3 B2 Bl BO 
IPT RTI RTO OFN BLK COL 


The Interrupt Status register is a multiply mapped register. The 
entire register is available at two locations with the unfolded map. 


Reading the register gets status: bits that are set indicate that 
those conditions have occurred since the last time the register was 
read. Writing to the register enables or disables interrupts; l's 
allow the RMC to generate an interrupt when the condition occurs, and 
@'s keep the RMC from doing that. The status bits get set when the 
conditions occur even if interrupts are disabled, and the status bits 
are cleared when the regiSter is read. 


Bit 7 is IPT, the general interrupt bit. If a @ is written to it, all 
RMC-generated interrupts are disabled. If a1 is written to it, the 
conditions in the rest of the register can generate interrupts if 1's 
are written to their registers, too. If a1 is read in bit 7, it 
indicates that one of the register's conditions has occurred, whether 
or not the interrupt was enabled. 


Bits 6 and 5 are reserved. 


Bit 4 is RTI, the Real Time Interrupt bit. When RMC's RTI pin goes 
low, the current screen X and Y coordinates (discussed in Section 8.1) 
are stored in registers (see Section 9.3.16), and this bit and bit 7 
are set. If al was written to this bit and bit 7, then the RM 
generates an interrupt. 


Bit 3 is RTO, the Real Time Output bit. When the current screen X and 
Y coordinates (see Section 8.1) match the RTO registers (see Section 
9.3.15), this bit is set. The interrupt handling is the same as for 
bit 4. 


Bit 2 is OFN, the Object Finished bit. This bit is set each time the 
RMS finishes displaying a true object, so that the MPU may reprogram 
it as another object later in the field. Chapter 8 discusses true 
objects, and Section 9.3.5 discusses the Object Available register 
that lets the MPU tell which object is done. The interrupt handling 
is the same as for bit 4. 
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Bit 1 is BLK, the Blanking bit. It is set when the raster reaches the 
righthand border of the last active video line, so there is nothing 
but border to display for the rest of the video field. This has two 
primary functions. First, it provides a simple method of timing for 
the MPU to smoothly move objects at a speed related to the field 

rate. Second, it gives the user the maximum possible time to alter 
RMS operation before the next active video line. This allows changing 
everything but border color without glitches. Interrupt handling is 
as for bit 4. 


Bit @ is COL, the Collision Reporting bit. This bit is set when any 
true object collides with another true object or with a fixed object, 
if both objects have collisions enabled. See Chapter 8 and Sections 
9.3.13 and 9.3.14 for more on collision status. Interrupt handling is 
the same as for bit 4. 


All of the bits in this register are automatically cleared immediately 
after they are read by the MPU. If a condition is occuring at the 
same time the MPU is reading, the appropriate bit will be set after 
the current bits have been read and then reset. 


It is also possible to read all of the bits even if they have not been 
enabled. For example, if a collision occurs, but the collision 
interrupt has not been set, no interrupt is generated, but the MPU 
will still find the collision bit set when it reads the byte. 

Enabling a condition resets the bit so that old data is not reported. 
9.3.4 Border Color 


Unfolded Address SxFFEQ3 or SxFFE83 


Folded Address SxFFF83 with Page @@ or 10 
B7 B6 B5 B4 B3 B2 Bl BO 
WC MAPA DV BC4 BC3 BC2 BCl BCG 


The Border Color register is multiply mapped. It also contains bits 
that are not related to border color. It is a read/write register. 


Bit 7 is WC, for Wrap Control. The RMS allows a virtual screen to be 
defined that is larger than the displayed screen, and it allows 
scrolling the displayed screen within the virtual screen. The WC bit 
controls what is displayed when the displayed screen is scrolled off 
the edges of the virtual screen: when it is reset, the RMS does 
barrel scrolling, which means that the virtual screen is treated as if 
it were wrapped around into a cylinder (or barrel), with the right and 
left edges brought together. The RMS also does barrel scrolling for 
the top and bottom edges, so with Wrap Control reset it is possible to 
put all four corners of the virtual screen in the center of the 
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displayed screen and have four separate parts of the virtual screen 
displayed: the upper left quadrant would display the lower right 
corner of the virtual screen, the upper right quadrant would display 
the lower left corner of the virtual screen, the lower left quadrant 
would display the upper right corner, amd the lower right quadrant 
would display the upper left corner. 


Setting Wrap Control has no effect on list modes; they operate as just 
described for WC being reset. Setting Wrap Control causes bit-plane 
screens to scroll to a constant. When WC is set and the displayed 
screen is scrolled past the edge of the virtual screen, the area 
beyond the virtual screen is filled with the first 8 pixels in the 
virtual screen (for HRES modes 2, 3, and 4) or the first 16 pixels 
(HRES 6 and 7), repeated as needed. This can be used for special 
effects, or the first pixels at the virtual screen start address can 
be set to the border color. This makes the border seem to follow the 
edges of the display as it is moved. 


Bit 6 selects between two different memory maps. These maps relate to 
the S bus output from RMI, which is used to select devices outside of 
the RMS, such as ROM and I/O. There are two options for the memory 
map, one designed for ROM-intensive, the other for DRAM-intensive 
applications. Chapter 18 has a detailed discussion of the memory map. 


Bit 5 is DV (display video). It is used as a general video enable. 
It is particularly useful at power-up before the proper data has been 
Placed in DRAM. When the DV bit is reset, the border color is 
displayed over the entire screen. The DV bit is reset after system 
reset. 


Bits 4 through @ are BC4 through BCG; they are used to define the 
border color. BC4 is the most significant bit. These five bits are 
used as an address to the CMR during border time, or at all times if 
DV is reset. 


9:53:25 Object Available 


Unfolded Address SxFFE@4 or SxFFE84 


Folded Address SxFFF84 with Page @@ or 10 
B7 B6 B5 B4 B3 B2 Bl BO 
O7A O6A OSA O4A O3A O2A O1A OGA 


The Object Available register is used to report which true objects are 
not currently in use. It is designed for use with the interrupt 
status register in order to reuse objects. 
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The Object Available register is a read only register that is multiply 
mapped. It contains one bit for each of the true objects. If the bit 
is al, then the object is available for use. If it is a @, then the 

object is already in use and has not been completely displayed in this 
field. 


An object's bit is set either when its last-line flag is found (see 
Section 8.7) or at vertical sync. It is reset when the MPU writes to 
its X Coordinate register (see Section 9.3.26); the new X coordinate 
does not have to be different from the old one to reset the bit. It 
is also reset by the RMS if it detects a match between the current 
scan line count and the object's Y coordinate. 


If an object's X coordinate register were updated after vertical sync, 
that object's bit would be reset (indicating that the object is busy) 
from the time the X coordinate is written until the RMS is finished 
displaying it. 


However, if the X coordinate register were updated before vertical 
sync, or if it were not updated at all, the Object Available register 


would show that object as being busy only during the video lines 
containing the true object's data. 


9.3.6 Paging 
Unfolded Address SxFFE@5 or SxFFE85 


Folded Address SxFFF85 with Page @@ or 10 
B7 B6 BS B4 B3 B2 Bl BG 
SWAP PG3 PG2 PG1 PGO 


The Paging register is a multiply mapped read/write register. It is 
used by the MC68Q9E MPU to manipulate up to 1 Mbyte of memory. 


The MC68@9E only supplies 16 address bits on the X bus, but a total of 
28 are required to work with 1 Mbyte of memory. The additional bits 
are supplied by PG@-PG3 in the Paging register. They are used to 
control which part of the 1 Mbyte the MC68@09E can access. 


Once a 64 Kbyte block has been selected by PG@ to PG3, SWAP may be 
used to invert MPU address bit 15. This serves to swap the top and 
bottom halves of the 64 Kbyte block. This feature is required so that 
the MPU can get to DRAM locations that are hidden underneath the upper 
and lower Page Independent Blocks, the I/O, and the RMS control 
registers (see Section 9.3.7). 


PGZ to PG3 are set and SWAP is reset following system reset. 
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This register has no effect on MC688@9 family MPU operation. MC6809E 
applications require careful coordination of Paging and Page 
Independent Block registers (see the next section) to ensure that the 
RMS' registers do not disappear from the memory map. 


95357 Page Independent Blocks 
Unfolded Address SxFFE@6 or SxFFE86 


Folded Address SxFFF86 with Page @@ or 10 
B7 B6 BS B4 B3 B2 Bl BO 
UEN UPI2 UPI1L UPIG LEN LPI2 LPI1l LPI@/VBC 


The Page Independent Block register is a multiply mapped read/write 
register. It is used by the MC6809E as a memory management aid and by 
the MC688@908 family to help select S-bus outputs. Since the MC6809E 
cannot directly address more than 64 Kbytes of memory, it uses the 
page independent blocks to help steer it around the 1 Mbyte address 
range of RMS. The page independent blocks (PIB's) are used with the 
Paging register (Section 9.3.6). 


The PIB's are used to hold two blocks of the RMS memory map fixed at 
the top and bottom of the MPU's memory map. They can be used to hold 
some scratchpad RAM, the I/O, and the RMS register sections of the 
memory map at fixed addresses while the paging register is used to 
change the center of the memory map. 


There is an upper page independent block (UPI bits) and a lower PIB 
(LPI bits). Each has an associated enable bit (UEN and LEN). If an 
enable bit is set, then its PIB is in use. 


The value of the UPI or LPI bits determines the size of the PIB as 
shown below. 


Bit 2 Bitst Bit @ PIB Size 
4) 4) 4) 256 bytes 
4) 4) 1 512 bytes 
4) 1 4) 1K bytes 
4) by 1 2K bytes 
1 4) 4) 4K bytes 
1 4) di 8K bytes 
1 1 4) 16K bytes 
al 1 1 32K bytes 


Table 9-4 PIB Size Encoding 


RMS USER'S MANUAL VERSION 3.060 MOTOROLA, INC SPS PAGE 94 


The least significant bit of this register is used by the MC6800d 
family processors to select DRAM (B@ set) or ROM (B@ reset) for the 
exception vectors. See Section 10.1. 


Refer to Section 18.2 for more information on PIB's. Following 
system reset, both PIB's are disabled. 


9.3.8 Vertical Scroll 
Unfolded Address SxFFE@7 or SxFFE87 


Folded Address SxFFF87 with Page @@ or 10 


DHP _ VSC3 VSC2 VSC1 VSCO 


The Vertical Scroll register is a read/write, multiply mapped register 
that is involved in performing smooth vertical scrolling while ina 
list mode. It has no effect in bit plane mode. 


In list mode, bits VSC @ to 3 are used to determine which scan line of 
the character row at the top of the displayed screen is to be used as 
the first scan line of the displayed screen. Subsequent rows begin 
with row @, as usual. 


' The programmer should avoid using numbers that are too large, as the 
results are undefined. For example, if 12-scan-line-high characters 
are being used, no number larger than 11 should be used in the 
vertical scroll register. Eleven works because the scan lines within 
a character row are numbered from @, the top line, down to N-1, the 
bottom line, where N is the number of scan lines in a character row. 
Bit 4 (Double High Preset) assists vertical scrolling when characters 
using the double high attribute (see Section 7.2.4.6) are displayed. 
Scrolling is discusse& in Chapter 12. 


The Vertical Scroll register is used with the Vertical Offset 
register. See Sections 9.3.21, 6.4, and 6.5. 


9.3.59 Horizontal Scroll 
Unfolded Address SxFFE@8 or SxFFE88 


Folded Address SxFFF88 with Page @@ or 10 


DWP HSC3 HSC2 HSC1 HSC@ 
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The Horizontal Scroll register is similar to the Vertical Scroll 
register. It is also multiply mapped and read/write. 


The HSC bits are used for pixel by pixel (smooth) scrolling in both 
bit-plane and list modes. The number of HSC bits used depends on the 
mode in use. 


Horizontal resolution modes 6 and 7 use all four bits, since they both 
generate 16 pixels during each memory cycle. The other HRES modes 
only generate 8 pixels per memory cycle. Therefore they do not use 
HSC3, and it should always be a @ for these modes. 


Bit 4 (Double Wide Preset) assists horizontal scrolling when 
characters using the double wide attribute (see Section 7.2.4.7) are 
displayed. Scrolling is discussed in detail in Sections 6.5 and 

12.4. 

A character row full of double wide characters displays only every 
other character position, so getting DWP out of synchronization ina 
row could cause problems. In order to have smooth scrolling with a 
constant format, the hidden character positions must contain 
characters identical (including all attributes) to the characters that 
hide them, and the DWP must be cleared when the hiding characters are 


in the second displayed column, and set when the hidden characters are 
first. 


The Horizontal Scroll register is used with the Horizontal Offset 
register. See Sections 9.3.22, 6.4, and 6.5. 


9.3.10 DRCS Image Table Start Address 
Unfolded Address SxFFEQA or SxFFE8A 


Folded Address SxFFF8A with Page @@ or 10 


Unfolded Address SxFFEQB or SxFFE8B 


Folded Address SxFFF8B with Page @@ or 10 


ne 8 
ne en nn ee es es ee 
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The DRCS Image Table Start Address register is used to define the area 
in DRAM that is reserved for storing the patterns of the Dynamically 
Redefinable Character Set. It is a multiply mapped read/write 
register. 


The RMS treats these two bytes as if they were followed by a byte of 
@'s, so the address in DRAM has ten least Significant zeros. This 
allows the user to select any of the 1024 1K boundaries in the 1 Mbyte 
address space as the start of the DRCS image table. 


9.3.11 True Object Image Table Start Address 
Unfolded Address SxFFEOC or SxFFE8C 


Folded Address SxFFF8C with Page @@ or 190 


B7 B6 BS B4 B3 B2 Bl BO 


TS19 TS18 TS17 TS16 


Unfolded Address SxFFE@D or SxFFE8D 


Folded Address SxFFF8D with Page @@ or 10 
B7 B6 B5 B4 B3 B2 Bl Bd 
TS15 TS14 TS13 TS12 TS11 TS10 i") i) 


The True Object Image Table Start Address register is a multiply 
mapped read/write register. Its function is similar to the DRCS Image 
Table Start Address register, except it defines the start of pattern 
data for true objects. 


It also has ten least significant @'s, which allow the user to select 
one of 1024 different 1 Kbyte boundries to start the true object image 
table. 
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91/312 Fixed Object Image Table Start Address 


Unfolded Address SxFFE@E or SxFFE8E 


Folded Address SxXFFF8E with Page 88 or 10 


Unfolded Address SxFFE@GF or SxFFE8F 


Folded Address SxFFF8F with Page @@ or 10 
B7 B6 B5 B4 B3 B2 Bl Bd 
FS15 FS14 FS13 FS12 FS11 FS10 i) ) 


The Fixed Object Image Table Start Address register is a multiply 
mapped read/write register. Its function is the same as the DRCS 
Image Table Start Address register, except that it is used to locate 
the patterns of fixed objects. 


It also selects one of 1024 different 1 Kbyte boundries. 
9.3513 Collision Status 


There are 8 read only registers used for reporting collisions. Each 
collision status register is used for a different true object. The 
general form of the register is shown below for true object number N. 
Bit @ is used to report collisions between true object @ and true 
object N. Bit 1 reports collisions between true objects 1 and N. The 
other bits are similar. 


ee a ee ee oe ee es | ee er er ee | oe ee es | oe ee | ee 


the NtY pit is used to report collisions between object N and fixed 
objects, Since it is not needed to report collisions with itself. 
The addresses of the collision registers are shown below. 
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Unfolded Folded For 
Address Address/Page True Object 
SxFFE1L@ SFFF 90/00 @ 
SxFFE11 SEFF91/00 1 
SxFFE12 SFFF 92/080 2 
SxFFE13 SFFF 93/00 3 
SxEFFE14 SFFF94/00 4 
SxFFEL5 SFFF95/08@8 5 
SXFFE16 SEFF 96/88 6 
SxFFE17 SFFF 97/00 7 


Table 9-5 Collision Register Addresses 


In order for a collision to be reported, the following conditions must 
all be true. 


Ps The collision enable bits of both (all) objects involved must all 
be set. 


2% At least one nontransparent pel of both (all) objects involved 
must occupy the same pel position. 


3. The transparent pels of true objects, and the pels of fixed 
objects that don't pass the color collision test, are ignored. 


Collisions between two true objects set two bits. For example, a 
collision between objects 3 and 7 would set bit 3 of object seven's 
register and bit 7 of object three's register. 


The Collision registers are automatically cleared following an MPU 
read. No other condition clears them. The MPU may read the registers 
at any time. Collisions occuring at the time the register is being 
read are saved and put into the register after it has been 
automatically cleared. 


Collisions flags are reset only in the Collision register read by the 
MPU. In the example above, reading object three's register would 
reset all bits in its register but not bit 3 of object seven's 
register. 
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9.3.14 Collision Enable 
Unfolded Address SxFFE18 


Folded Address SxFFF98 with Page @@ 


The Collision Enable register is a read/write register used to 
activate or deactivate the true objects" collision reporting. 


True objects collide with other true objects and with fixed objects by 
overlapping them on the screen, as described in Section 8.6. These 
collisions can be reported to the MPU using flags or an interrupt, as 
described in Sections 9.3.3 and 9.3.13, or the reporting can be 
disabled. This register allows each true object's collision-reporting 
to be individually selected or turned off. When CEN7 is set, for 
instance, true object 7 can report collisions. When CEN7 is reset, 
object 7 cannot report collisions, and other collision-enabled objects 
that overlap it cannot report collisions with it, either. 
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iS A Real Time Output 


Unfolded Address SxFFE1LC 


Folded Address SxFEF9C with Page @@ 
B7 B6 B5S B4 B3 B2 Bl BO 
Ox9 OX8 
Unfolded Address SxFFE1D 
Folded Address SxFFF9D with Page 8d 
B7 B6 B5 B4 B3 B2 Bl BO 
OX7 OX6 OX5 Ox4 OXx3 OX2 Ox1 Ox 
Unfolded Address SxFFELE 
Folded Address SxFFF9E with Page 0d 
B7 B6 B5 B4 B3 B2 Bl Bd 
oy9 oYy8 
Unfolded Address SxFFELF 
Folded Address SxFFF9F with Page 80 
B7 B6 BS B4 B3 B2 Bl BG | 


The Real Time Output (RTO) registers are read/write registers. They 
are used to program the real time output logic so that it generates an 
MPU interrupt at the correct time. 


The RTO interrupt bit is located in the Interrupt Status register; see 
Section 9.3.3. If it is enabled it generates an interrupt when the 
CRT's electron beam reaches the specified X coordinate on the scanline 
following the specified Y coordinate. The RTO registers use the same 
coordinate system as is used for true objects. If the RTO registers 
are set to coordinates that the beam does not reach (such as 1923, 
1023 in all modes, or 480, 400 in HRES 4 mode), no RTO event can be 
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triggered. For more information see Section 8.1. If the RTO function 
is needed at more than one screen position, but there is not time to 
change the RTO registers between occurrences, a true object can be 
used to perform a similar function. See Section 8.7. 


9.3.16 Real Time Input 
Unfolded Address SxFFE2@ 


Folded Address SxFFFA8 with Page @@ 
B7 B6é B5 B4 B3 B2 Bl BG 
1x9 IX8 
Unfolded Address SxXFFE21 
Folded Address SxFFFAL] with Page @@ 
B7 B6 B5 B4 B3 B2 Bl BO 
IX7 1X6 IX5 IX4 1X3 IX2 IXl IX@ 
Unfolded Address SxXFFE22 
Folded Address SxFFFA2 with Page 9d 
B7 B6 BS B4 B3 B2 Bl Bd 
1y9 1Y8 
Unfolded Address SXFFE23 
Folded Address SXFFFA3 with Page @@ 
B7 B6 B5 B4 B3 B2 Bl BO 
IY7 lY6 TY5 1y4 ly3 IY2 Iyl lY@ 


The Real Time Input (RTI) registers are read only registers. They are 
used with the RMC's RTI input pin and the RTI interrupt (see Section 
9.3.3). One use for the RTI is to interface to a light pen, although 
any other event that satisfies the trigger requirements can be used. 
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A falling edge on the RTI pin causes the RTI registers to be loaded 
with the CRT beam's current X and Y coordinates. The XY coordinate 
system is the same as that for tme objects; it is described in 
Section 8.1. 


The MPU should read the RTI as soon after the interrupt as possible, 
or at some other time when it can be certain that the RTI input is not 
seeing a falling edge. The RTI data is maintained indefinitely 
between RTI inputs, but the data is not guaranteed to be correct if 
the MPU is reading the register at the same time a falling edge occurs 
on the RTI pin. 


9.3.17 Memory Organization 
Unfolded Address SXFFE24 


Folded Address SxFFFA4 with Page 006 
B7 B6 B5 B4 B3 B2 Bl BO 
MTP3 MTP2 MTP1 MTP@ DB1 DB 


The Memory Organization register is a read/write register. It is used 
by the MPU to inform the RMS of the type of DRAM's in use and how the 
memory iS organized. 


The MTP bits are used to define the type and width of DRAM a should 
be programmed as follows. 


MTP3 MTP2 MTP1 MTP@ DRAM _ Type 

) 4) 4) i) 16Kx1, 8 Bits Wide 
(4) 4) ) 1. 16Kx4, 8 Bits Wide 
() i) 1 4) 64Kxl1, 8 Bits Wide 
i) i) 1 al Reserved 

() 1 ) () 256Kx1, 8 Bits Wide 
i) ak 4) 1 Reserved 

1) ui I 4) Reserved 

i) 1 1 1 Reserved 

1 () (4) 4) 16Kx1, 16 Bits Wide 
1 4) 4) L. 16Kx4,.16 Bits Wide 
1 (4) 1 (4) 64Kx1, 16 Bits Wide 
1 i) 1 1 Reser ved 

1 ak (4) () 256Kxl1, 16 Bits Wide 
1 1 i) 1 Reserved 

1 1 1 i) Reserved 

1 1 1. 1 Reser ved 


Table 9-6 Memory Type Encoding 
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The MTP3 bit selects between the 8-bit-wide and 16-bit-wide data 
paths, so it must be set for the MC680@0 and reset for the MC68@9E and 
MC68@88. Since banks are always 8 bits wide, MTP3 being set means 
there must be either 2 or 4 banks of DRAM in the system. 


DBl and DBZ must be set to indicate how many banks of DRAM are 
connected to the system. They are coded as follows. 


Number 
DBL DBO of Banks 
4) (4) 1 
4) 1 2 
J. 4) Reserved 
il} 1 4 


Table 9-7 DRAM Bank Encoding 


The DB bits can both be zero only with 8-bit MPU's, since a 16-bit 
data path requires 2 or 4 banks. 


9.3.18 Video Operation 
Unfolded Address SxFFE25 


Folded Address SxFFFA5 with Page @@ 
B7 B6 B5 B4 B3 B2 Bl BO 
IS ID VRES2 VRES1 VRESG@ HRES2 HRES1 HRES @ 


The Video Operation register is a read/write register used by the MPU 
to control the basic screen format. 


Bit 7 is Interlace Sync. When it is set, the display uses interlace 
sync, and when it is reset the sync is noninterlace. 


Bit 6 is Interlace Data. When it is set the display uses interlace 
data. When it is reset the display uses noninterlace data. Interlace 
sync may be used with interlace data or noninterlace data (see Section 
9.3.2.). Noninterlace data must be used if noninterlace sync is 
selected. 


The VRES bits determine the vertical resolution of the active display 
area in scan lines. They are coded as follows. 
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Lines 
VRES2 VRES1 VRES@ per Field VRES Mode 
1 4) 192 2 
) 1 1 2290 3 
al 4) ) 210 4 
1 4) af 240 5 
1 1 4) 250 6 
1 HE lt Reserved Reserved 


Table 9-8 VRES Encoding 


If bits 6 and 7 are both set, then the vertical resolution is double 
what is shown here. See Section 9.3.2. 


The 248 and 25@ line resolutions work only with 625 line timing. 


The HRES mode bits define the horizontal resolution of a scan line. 
They are coded as follows. After system reset, the RMS is in HRES 4. 


Pixels 
HRES2 HRES1L HRES@ per Line HRES Mode 
i) i) 256 (Narrow) 2 
4) ny di 256 (Wide) 3 
I i) i) 320 4 
1 i) ak Reserved Reserved 
1 1 ) 512 6 
1 at L 648 a 


Table 9-9 HRES Encoding 


For more information on HRES and VRES modes see sections 6.2.1 and 
62225 


9.3.19 Sync Mode 
Unfolded Address SxFFE26 


Folded Address SxFFFA6 with Page 9d 
B7 B6 B5 B4 B3 B2 Bl BG 
VIS2 VIS1l VIS@ GS 


The Sync Mode register is a read/write register. It controls the 
function of the RMC's SYNC pin and G pin. 
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The VIS bits determine how the RMC's SYN pin is used. 


Signal 
VIS2 VISsl VIS@ Direction Signal 
i") i") i") Output Vertical Sync 
i) i) di Output Horizontal Sync 
Q al x Output Composite Sync 
1 x x Input Field Sync 


Table 9-18 Sync Encoding 


When the GS bit is set, it selects combined video and sync output for 
the RMC's G output. When the GS bit is reset, the G pin has only the 
video output. 
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9.3.20 Virtual Screen Start Address 


Unfolded Address SxFFE28 


Folded Address SxXFFFA8 with Page 80 


Ce ee Ce ee ee ee 


Unfolded Address SxFFE29 


Folded Address SxFFFA9 with Page @@ 


Unfolded Address SxFFE2A 


Folded Address SxFFFAA with Page @@ 
B7 B6 B5 B4 B3 B2 Bl BG 
Vs15 vsl14 VSs13 vsl2 vsll VS1¢ i) i) 


Unfolded Address SxFFE2B 


Folded Address SxFFFAB with Page @@ 
B7 B6 B5 B4 B3 B2 Bl Bd 
i) i) i) i") i) i) i") i") 


The Virtual Screen Start Address register is a 4-byte read/write 
register that holds the beginning address of the virtual screen 
memory. Its 4-byte size makes it the length of a long word in MC68G0d 
family MPU's. 


The virtual screen is a block of display memory whose size and 
location are defined by the user. It must be at least as large as the 
displayed screen and can be as big as 512 Kbytes. The user can shift 
the displayed screen's position within the virtual screen. The 
virtual screen is defined by 3 registers: this one, Virtual Screen 
Size (9.3.23), and Virtual Screen Width (9.3.24). 
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953521 Vertical Offset 


MOTOROLA, INC SPS PAGE 1987 


with Page @@ 


a en ws i eo 


Unfolded Address SxXFFE2C 
Folded Address SxXFFFAC 
B7 B6 B5 
Unfolded Address SxFFE2D 
Folded Address SxFFFAD 
B7 B6 B5 
(SIGN) @ @ 
Unfolded Address SxFFE2E 
Folded Address SxFFFAE 
B7 B6 B5 
Y15 Y14 Y13 
Unfolded Address SxXFFE2F 
Folded Address SxFFFAF 
B7 B6 B5 
Y7 Y6 Y5 


Te ee ee ee ee 


The Vertical Offset register is a 4-byte read/write register that 
(along with the Horizontal Offset 
screen within the virtual screen. 


number whose units are bytes. 


It 


register) places the displayed 
It is a 32-bit two's complement 
is 4 bytes long to match the size of 


the MC6800@0 family MPU's long word. The first byte is blank and 
always reads as zero, and bits B6-B3 of the next byte also read as 


Zero. 
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In this section, "line" means a scanline in bit-plane and a character 
row in the list modes. 


The Vertical Offset register must point to the beginning of a line in 
the virtual screen (the Horizontal Offset locates the screen within 
the line), and so it must contain the number of bytes per line in the 
virtual screen multiplied by the virtual screen's line number. The 
Virtual Screen Width register (Section 9.3.24) contains the number of 
bytes per line. 


The two least significant bits are zero, so the register has the same 
4-byte resolution as the Width register. Since it has the same range 
as the Virtual Screen Size register (Section 9.3.23), any line or 
character row in the virtual screen can be used as the top line of the 
displayed screen. 


The Vertical Offset register's upper limit is one virtual screen width 
less than the virtual screen size, which puts the last scan line (bit- 
Plane) or character row (list mode) at the top of the displayed 
screen. When the Wrap Control bit is set, the register's lower limit 
is the negative of its upper limit; when WC is reset, the lower limit 
is zero. Wrap Control is discussed in Section 9.3.4, but briefly, WC 
= @ causes barrel scrolling and WC = 1 causes scrolling to a 

constant. Vertical barrel scrolling can be done repeatedly by adding 
the Virtual Screen Width register to the Vertical Offset register 
until its upper limit is reached, then using zero as the next offset. 
Scrolling to a constant allows the RMS to display beyond the edge of 
the virtual screen in bit-plane mode. The first 8 pixels (low- 
resolution) or 16 pixels (high resolution) are repeated to fill in 
this extra area. 


In the list modes, each line is one character high, which means that 
each line is from 8 to 16 scan lines high. For smooth vertical 
scrolling in the list modes, changes must be coordinated between the 
Vertical Offset register and the Vertical Scroll register. Within a 
character row, the Scroll register must be changed; at a row 
boundary, the Scroll register and the Vertical Offset register must 
both be changed. See Sections 6.5, 9.3.8, and 12.4. 


In the bit-plane mode, each line is one pel high, so the Vertical 
Scroll register is not used, and the Vertical Offset register is used 
for all vertical scrolling. 
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O322 Horizontal Offset 


Unfolded Address SxFFE3@ 


Folded Address SxFFFB@ with Page 90 


Unfolded Address SxFFE31 


Folded Address SxFFFBlL with Page @@ 


Unfolded Address SxFFE32 


Folded Address SxFFFB2 with Page 0d 
B7 B6 B5 B4 B3 B2 Bl BO 
(SIGN) i") i") i) i") X10 x9 x8 


Unfolded Address SxFFE33 


Folded Address SxFFFB3 with Page @@ 
B7 B6 B5 B4 B3 B2 Bl BO 
X7 X6 X5 x4 X3 X2 X1 p.4) 


The Horizontal Offset register is a 4-byte read/write register used to 
position the left edge of the displayed screen within the virtual 
screen. Horizontal Offset is a 32-bit two's complement number whose 
units are bytes. This register is 4 bytes long to match the MC68G0d 
family MPU's long word. The first two bytes are blank and always read 
as zero, as do bits B6-B3 of the third byte. 


The Horizontal Offset register must point to the beginning of a memory 
cycle, which is 8 pixels long in HRES modes @-4 and 16 pixels long in 
HRES modes 6 and 7. Locating the displayed screen within the memory 
cycle is done for list mode and bit-plane mode with the Horizontal 
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Scroll register, discussed in Section 9.3.9. The number of bytes used 
to define a memory cycle's worth of display is related to the HRES 
mode and bits per pel in the bit-plane mode, and to the selected 
version of the list mode. 


HRES@ HRES6 

through and 

HRES4 HRES7 
Bits i} ne 2 
per 2 2. 4 
Pel 4 4 NA 


Table 9-11 Bit-plane Bytes per Memory Cycle 


List Mode ) 1 2 
Bytes/Cycle 1 2 2 


3 4 5 
3 3 3 
Table 9-12 List Mode Bytes per Memory Cycle 


The Horizontal Offset register has 1-byte resolution. The Horizontal 
Offset's upper limit is one memory cycle's worth of bytes less than 
the contents of the Virtual Screen Width register (Section 9.3.24). 
This allows the displayed screen's left edge to begin with the last 8 
or 16 pixels of the virtual screen. If the Wrap Control bit is set, 
the lower limit is the negative of its upper limit; if WC is reset, 
the lower limit is zero. Wrap Control is discussed in Section 9.3.4. 
The WC bit's effect on the use of the Horizontal Offset register 
Matches its effect on the Vertical Offset register (Section 9.3.21). 


To scroll horizontally on a pixel-by-pixel basis, the Horizontal 
Offset register and the Horizontal Scroll register must be used 
together. See Sections 6.4, 6.5, and 12.4. 
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9:53:23 Virtual Screen Size 


Unfolded Address SxFFE34 


Folded Address SxFFFB4 with Page @@ 


Unfolded Address SxFFE35 


Folded Address SxFFFB5 with Page @@ 
B7 B6 B5 B4 B3 B2 Bl BO 
v18 v17 v16 
Unfolded Address SxXFFE36 
Folded Address SxFFFB6 with Page @@ 
B7 B6 B5 B4 B3 B2 Bl Bd 
v15 vl14 v13 v12 v1l v1a v9 V8 
Unfolded Address SXEFE37 
Folded Address SXxFFFB7 with Page @@ 
a 
B7 B6 B5 B4 B3 B2 Bl BO 
v7 V6 v5 v4 V3 V2 4) 4) 


The Virtual Screen Size register is a 4-byte read/write register that 
sets the size of the virtual screen in bytes. It is calculated by 
multiplying the number of lines in the virtual screen times the number 
of bytes per line. The virtual screen must have an integer number of 
lines; that is, every line must be the same length as the others. 
There must be at least enough lines to fill the displayed screen. The 
number of bytes per line is computed in Section 9.3.24. Adding the 
Virtual Screen Size register's contents to the address in the Virtual 
Screen Start Address register gives the address of the first byte 
following the virtual screen memory. 
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The least significant 2 bits are always zero, giving 4-byte 
resolution. Since this resolution matches the Virtual Screen Width's 
resolution, there is no resolution-imposed limit on the number of 
lines in the virtual screen. The maximum virtual screen size is 512 
Kbytes. The largest possible screen can range from 256 lines, each 
line 2 Kbytes long, to 16,384 lines, each line 32 bytes long. These 
lines are scan lines (bit-plane) or character row (list mode). 


923.324 Virtual Screen Width 


Unfolded Address SxFFE38 


Folded Address SxFFFB8 with Page @@ 


imeem Cemtesieetentetoete tn eterna 


Unfolded Address SxFFE3 9 


Folded Address SxFFFB9 with Page @@ 


a ee | | | 


Unfolded Address SxFFE3A 


Folded Address SxFFFBA with Page 9@@ 
B7 B6 B5 B4 B3 B2 Bl B@ 
wld w9 Ww8 
Unfolded Address SxXFFE3B 
Folded Address SxFFFBB with Page 9@ 
B7 B6 B5 B4 B3 B2 Bl B@ 
W7 W6 WS w4 W3 Ww2 @ ) 


The Virtual Screen Width register is a 32-bit read/write register that 
gives the virtual screen's line width in bytes. It has a resolution 
of 4 bytes and a range of 2 Kbytes. In addition to being an integer 
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multiple of 4 bytes, the lines must be an integer number of memory 
cycles wide, and they must be at least as wide as the visible screen. 
Tables in Section 9.3.22 on the Horizontal Offset register give the 
number of bytes per memory cycle for all display modes. The line 
length is in pels for bit-plane and in characters or pels for the list 
modes. Several ways of computing the line length in bytes follow. 

The number of pels per line must be a multiple of 8 for HRES modes @- 
4, and it must be a multiple of 16 for HRES modes 6 and 7. 


Bit Plane: 


LL = (PELS/LINE) * (BITS/PEL) * (1 BYTE/8 BITS) 
User-selected {2a OL 

List Mode: 

LL = (PELS/LINE) * (BYTES /CHARACTER) / (PELS/CHARACTER) 


User-selected List mode—dependent List mode—dependent 


LL = (CHARACTERS/LINE) * (BYTES/CHARACTER) 

User-selected List mode-dependent 
List Mode gd 2 3 4 5. 
BYTES/CHARACTER 1 2 af 2 S} 3 M5023 
PELS/CHARACTER 8 8 8 16 16 8 8 16 


Table 9-13 List Mode Bytes and Pels per Character 


Modes 2 and 5 must have an even number of 8-pel wide characters, since 
2 are displayed in each memory cycle. 


The maximum virtual screen widths are: 
List Mode @ us 2 3, 4 5 


Chars/Line (Pel Width) 2K(8) 1K(8) 2K (8) 680(16) 6868(8) 13608(8) 
1K (16) 680 (16) 


Table 9-14 List Mode Maximum Screen Widths 


This is independent of the horizontal resolution and the bits per pel 
of the redefinable characters. 


The maximum line width in pels in the bit-plane mode depends only on 
the bits per pel (except, of course, that HRES 6 and 7 cannot use 4 
bits per pel): 1 bit per pel means 16K pels maximum; 2 bits per pel 
means 8K pels, and 4 bits per pel means 4K pels maximum. 
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9237525 Color Mapping RAM 


There are 32 different Color Mapping RAM (CMR) registers. Their 
format and function are identical, except for CMR@Q9, which has two 
additional bits. All of the CMR registers are read/write. 

Each CMR register occupies two bytes and looks like this: 


Lower Address 


Se ee ee ee ee ee ee es ee 


The VEN bit controls the RMC's video enable (VEN) output pin when this 
Particular CMR location is accessed by the video data. The VEN output 
is designed to allow the user to implement a transparency function. 
See Section 4.7.4. 


The R, G, and B bits are used as inputs to D/A converters that drive 
the R, G, and B output pins. R3 is the most significant bit of red 
and R@ is the least significant bit. 


Each of the CMR locations has its own register to provide the MPU with 
the means to define its color. 


CMR Folded Map, Unfolded Map 
Location Page 91 
OO SxFFF8@,1 SxFFE4@,1 
Q1 SxFFF82 ,3 SxFFE42 ,3 
G2 SxFFF84,5 SxFFE44,5 
3 SxFFE86 ,7 SxFFE46 ,7 
04 SxFFF88 ,9 SxFFE48 ,9 
05 SxFFF8A,B SxFFE4A ,B 
06 SxFFF8C,D SxFFE4C,D 
07 SxFFF8E,F SxEFFE4E,F 
08 SxFFF9@,1 SxFFE5@ ,1 
89 SxFFF92 ,3 SxFFE52 ,3 
OA SxFFF94 ,5 SXxFFES4,5 
0B SxFFF96,7 SxFFE56 ,7 
QC SxFFF98 ,9 SxFFE58 ,9 
OD SxFFF 9A ,B SxFFE5A,B 
GE SxFFF9C ,D SxFFESC ,D 
OF SxFFF9E,F SxXFFESE,F 
10 SxFFFAQ,1 SxFFE6@,1 
3]: SxFFFA2 ,3 SxFFE62 ,3 
12 SxFFFA4 ,5 SxFFE64,5 
13 SxFEFA6 ,7 SxFFE66 ,7 
14 SxFFFA8 ,9 SxFFE68 ,9 
15 SxFFFAA ,B SxFFE6A ,B 
16 SxFFFAC ,D SxFFE6C,D 
17: SxFFFAE,F SxFFE6E,F 
18 SxFFFB@,1 SxFFE7@,1 
19 SxEFFFB2 ,3 SxFFE72 ,3 
1A SxFFFB4 ,5 SxFFE74 ,5 
1B SxFFFB6 ,7 SxFFE76 ,7 
1c SxFFFBB , 9 SxFFE78 ,9 
1D SxFFFBA ,B SxFFE7A ,B 
1E SXFFFBC ,D SxXFFE7C ,D 
1F SxFEFBE,F SxFFE7E,F 
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Table 9-15 CMR Addresses 


The CMR registers are available for use by the MPU at any time, but 
the RMC cannot access a particular CMR address in the same memory 
cycle that the MPU reads or writes to it. This can cause several 
pixels to be undefined in that scan line. The display is unaffected 
by MPU accesses to CMR registers not being used to display video at 
the time of the MPU access. See Section 12.2 for more real-time CMR 
changing details. 
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CMR@Z includes two extra bits. 


CMR Register $90 


Bits @ to 4 of this byte of CMR@O are identical to the other CMR 
registers. Bits 7 and 6 are remapped from the Paging register (see 
Section 9.3.1) so the MPU can change pages in the RMS' folded map. 
Because these bits have no effect in the unfolded map, their state 
does not need to be preserved in unfolded map writes to this 
register. 


9.3.26 True Object Position 


The True Object Position registers for each of the true objects are 
read/write registers. There are 4 bytes of register for each object. 
Two bytes each are used for the X and the Y coordinates. 


X Coordinate 


Lower Address 
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Y Coordinate 


Lower Address 


——— ee ieieeeett Hendeeiensietenteeteedt Hendenientesieeteniendtt Teaiesieeteeterteteetl Heetuderkedee 8 ee 
ee a ee ee fe ee | ee ee | eee ee ee | ene ee ce ee ee | ee me ee cee ee | mes ce ce es | ee sae ee me 


Ce ett Beet 


The locations of the registers for each object in the unfolded memory 
map are as follows. 


Object X Y 
Number Coordinate Coordinate 
4) SxFFE9@,1 SxFFE92 , 3 
1 SxFFE94 ,5 SxFFE96 , 7 
2 SxFFE98 ,9 SxFFE9A ,B 
3 SxFFE9C ,D SxFFE9E,F 
4 SxFFEAG,1 SxFFEA2 ,3 
5 SxXFFEA4 ,5 SxFFEA6,7 
6 SxFFEA8 ,9 SxFFEAA ,B 
7 SxFFEAC,D SxFFEAE,F 


Table 9-16 Object Position Registers (Unfolded Map) 


In the folded map, the paging bits must be set to 18. Then the 
registers are located as follows. 


Object X ¥ 
Number Coordinate Coordinate 
i) SxFFF9@,1 SxXFFF92 ,3 
1 SxFFF94,5 SxFFF96 ,7 
2 SXFFF98 ,9 SxEFF9A,B 
3 SxFFF9C ,D SxFFF9E,F 
4 SxFFFAG,1 SxFFFA2 ,3 
5 SxFFFA4 ,5 SxFFFA6 , 7 
6 SxFFFA8 , 9 SxFFFAA ,B 
7 SxFFFAC,D SxFFFAE,F 


Table 9-17 Object Position Registers (Folded Map) 
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The X and the Y coordinates occupy only the ten least significant bits 
of their registers. In each coordinate, the most significant 3 bits 
are used for object control. 


The X coordinate's most significant bit is B/R. It selects between 
the bit-plane and run-length display formats described in Section 
8.3. Clearing the bit selects run-length format, and setting it 
selects bit-plane format. 


The X coordinate's next 2 bits are XZl and XZ@, respectively. 
Together, they set the horizontal zoom factor: 


Horizontal 
XZ1 XZG zoom Factor 


i) i) lx (Normal) 
if) dk 2x 
1 i) 4x 
1 1 8x 


Table 9-18 Horizontal Zoom Encoding 


The left edge of the true object remains stationary during horizontal 
zoom, so the object expands to the right. 


The Y coordinate's most significant bit OEN, or Object Enable. It 
must be set for the object to appear and have collisions. The Y 


coordinate's next 2 bits are YZ1l and YZ@, and they control the 
vertical zoom factor: 


Vertical 
YZ1 YZO Zoom Factor 
4) 4) lx (Normal) 
) 1 2x 
Au i) 4x 
1 at 8x 


Table 9-19 Vertical Zoom Encoding 


The top edge of the true object remains stationary during vertical 
zoom, so the object expands downward. 


RMS USER'S MANUAL VERSION 3.00 MOTOROLA, INC SPS PAGE 119 


9.3.27 True Object Names 


The True Object Name registers are read/write registers. There is one 
for each of the eight true objects. The user should place the name 
(character code) of the desired image table entry in this register. 
This name is used by the RMS to calculate the DRAM address to find the 
pattern data for the object. The name is a byte with this format: 


NN ee ee nn ee ee 
a ee | re | es | ee | me re | ee ee | ee eee | ee eee 


a se fe eee | ee ee wee | oo ee | 


The Name registers for each of the objects are located at these 
addresses. 


Folded 

Object Unfolded Address, 
Number Address Page 10 
1) SxFFEB@ SxFFFB@ 

l SxFFEB1 SxFFFB1 

2 SxFFEB2 SxFFFB2 

3 SxFFEB3 SxFFFB3 

4 SxFFEB4 SxFFFB4 

5 SxFFEB5S SxFFFB5 

6 SxFFEB6 SxFFFB6 

7 SxFFEB7 SxFFFB7 


Table 9-28 Object Name Register Addresses | 


The relationship between a true object's name and the address of the 
entry in the true object image table is: 


IMAGE TABLE ENTRY ADDRESS 
= TRUE OBJECT IMAGE TABLE START ADDRESS + (128 * OBJECT NAME) 
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10.0 SYSTEM MEMORY MAP 


When the RMS is in Machine 1 mode, it provides four system memory maps 
for each microprocessor. Machine 2 mode, which is backwards 
compatible with the MC6883 and MC6847, is discussed in Chapter 14. 


The size and location of ROM, DRAM, and I/O within the RMS' 1 Mbyte 
address space is controlled by the RMI's 3-bit S bus (see Section 
4.4). The Ss bus is designed to drive a 74ALS138 or equivalent, 
providing 7 chip selects for ROM and I/O. This chapter discusses the 
types of S bus outputs and the RMS registers that control them. 


The S bus output is independent of the MPU's R/W line, so the "ROM" 
label is arbitrary; for instance, the "ROM" area could be static RAM 
(with battery backup, if desired). 


Addresses in this Section are shown as 6 digit hexadecimal numbers. 
The most significant digit is an "x"; it stands for the RMS chip 


select, which must be satisfied before any address decoding can 
occur. 


If less than 1 Mbyte of DRAM is used, it maps to more than one 
address. This is discussed in Section 10.3. 


10.1 M6800 Family MPU's 


The MC6800@ family MPU's can use a map with 6@ Kbytes of ROM or one 
with 252 Kbytes of ROM. With each of these, the exception vectors can 
be in ROM or DRAM. See Table 10-1. 


The amount of ROM in the map is selected by the MAPA bit in the Border 
Color register (see Section 9.3.4). Resetting this bit selects the 
larger amount of ROM. It is reset at system reset. 


After system reset, the exception vectors are decoded in ROM, and the 
bottom 1 Kbyte block of DRAM is not accessible to the RMS. Setting 
the VEC bit in the Page Independent Block register (see Section 9.3.7) 
selects DRAM exception vectors, and the ROM vectors are no longer 
accessible. When VEC is reset the S bus generates a @ for the 
exception vector addresses; this can be used to select a separate 
ROM. When VEC is set, these addresses generate an S bus value of 7, 
the same DRAM/RMS code as the memory directly above the exception 
vectors. The ROM/DRAM transition may require transferring the ROM 
vectors to DRAM; if it does, either the MPU must load a vector from 
ROM, toggle the VEC bit, and store it to DRAM, repeating this until 
all vectors are set, or copy the vectors to a block of DRAM that is 
always accessible, set the VEC bit, and copy them back. This assumes 
that the ROM and DRAM are not multiply-mapped. The ROM can be 
multiply-mapped by adding logic to the S decoding. The DRAM is 
multiply-mapped if any of its most significant address lines are 
unused, as they are if 512 Kbytes or less is installed. If they are 
multiply-mapped, of course, they are both available to the processor 
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with either VEC setting, so the DRAM can be set while the ROM is 
selected, then the VEC bit set. 


The RMS provides DTACK to the MPU for all decodes except I/O blocks D 
and E. The user must supply either DTACK or the MC6898 peripheral 
interface signals for these blocks. 


Chip S 
Select MAPA VEC Start End Bus Name Size 
i") i") i") G8G0G - OO3EF i") Excp Vector 1K 
00400 - BFEFF 7 DRAM 767K 
COGGO - CFFFF 1 ROM 9 64K 
DGOOG —- DEFFF Z ROM A 64K 
EQ@00 - EFFFF 3 ROM B 64K 
FQOQ@OO - FEFFF 4 ROM C 60K 
FFQOO0 - FF/7FF 5 I/O D 2K 
FF800 - FFBFF 6 I/O E 1K 
FFC@9 -— FEDFF eT; Reserved 256 
FFEQ@ - FFEBF ZA RMS Registers 192 
FFECO - FEFFF 7 Reserved 576 
i) i") 1 00000 - BFEFFF ep DRAM 768K 
COGOG - CFFFF ai ROM 9 64K 
D@GOO - DEFFF z ROM A 64K 
EQQ@@ - EFFFF 3 ROM B 64K 
FOOOO - FEFFF 4 ROM C 60K 
FF@@@ - FF7FF 5 I/O D 2K 
FEF8@0 - FFBEF 6 IfO E 1K 
FEC@8 - FFDFF 7 Reserved 256 
FFE@@ - FFEBF mi RMS Registers 192 
FFECQ - FFFFF 7 Reserved 576 
4) ak 4) G0000 - BO3FF 4) Excp Vectors 1K 
00400 - EFFFF Z DRAM 959K 
FQO@OO - FEFFF 4 ROM C 60K 
FFQ@Q@ - FF7EFF S) Ifo D 2K 
FF800 - FEBEF 6 IfO E 1K 
FFC@Q - FFDFF es Reserved 256 
FFEQ@ - FFEBF 7 RMS Registers 192 
FFEC@ - FFFFF 7 Reserved 576 
i") 1 a O09G00 - EFFEFF 7 DRAM 960K 
FQO0@@ - FEFFF 4 ROM C 60K 
FFQ@@Q - FF7FF 5 I/O D 2K 
FF800 - FEFBFF 6 I/O E 1K 
FECO@ - FFDFF yi Reserved 256 
FFE@Q - FFEBF 7 RMS Registers 192 
FFEC@O - FFFFF 7 Reserved 576 
i} Xx »6 RMS Not Selected S Bus = 7 


Table 10-1 MC6888X Memory Maps 
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16.2 The MC6809E MPU 


The MC68Q9E can make use of the Machine 1 memory map with its 1 Mbyte 
of addressing capability, but to do so it must use the PIB and Paging 
control registers. The MC68@9E can only address 64 Kbytes of the 
memory map at one time. By using the PIB's and Paging register it can 
control which parts of the total 1 Mbyte make up the accessible 64 
Kbytes. 


The lower PIB is used to select a block of DRAM that permanently 
resides at the bottom of the MPU's 64 Kbyte address space. The MPU 
determines the size of this block by programming the lower PIB bits in 
the PIB control register. These bits allow the user to select a lower 
PIB size of @ to 32K bytes. See Section 9.3.7. 


The user does not have control over which addresses in the 1 Mbyte of 
memory are used for the lower PIB. The locations used for the lower 
PIB always begin at physical address $x@@@@@ and extend up as far as 


they have to in order to supply the amount of DRAM requested by the 
user. 


The upper PIB is very similar to the lower PIB. It has the same type 
of function, and the same size options are available. The difference 
is that the locations that make up the upper PIB are taken from the 
top of the physical memory and reside in the top of the MPU's 64K 
address space. 


The programming bits for the upper PIB are located in the same control 
register byte as the lower PIB. Both PIB's have enable bits that must 
be set before the PIB can be used. The PIB registers are programmed 
as shown in Table 10-2. 


Bit 2 £Brtel Bit @ PIB Size 
4) i) i) 256 bytes 
i) i") a 512 bytes 
i) 1 @ 1K bytes 
4) au 1 2K bytes 
1 i) i") 4K bytes 
1 i") 1 8K bytes 
ac ie i") 16K bytes 
oe A 1 32K bytes 


Table 10-2 PIB Size Encoding 


The lower PIB may be used to keep a small amount of DRAM permanently 
located at the bottom of the memory map, where it can be used for 
scratch RAM. 


The upper PIB is designed to keep the RMS control registers, some I/O, 
and possibly some program ROM, in the memory map at all times. 
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Following reset with a MC68Q9E MPU, the control registers are in their 
unfolded mode, the PIB's are not enabled, and the paging register bits 
are set so that PG@ to PG3 are 1's and SWAP is 8. The user should 

make certain that at least the upper PIB is set up before changing the 


Ss 
MAPA Unfold Start End Bus, Name Size 

Q 4) OQ000 - F7FFF 7 DRAM 992K 
F8000 -— FOFFF ab ROM @ 8K 
FAQ@@@ - FBFFF 2 ROM 1 8K 
FCOQ@ - FFEFF 3 ROM 2 16K - 256 
FFFQOO - FFFIF 4 I/O @ 32 
FFF20 - FFF3F 5 IfO l 32 
FFF4@ -— FEFF5SF 6 I/O 2 32 
FFF60 - FFF7E 7 Reserved 32 
FEF8Q@ - FFFBF 7 RMS Registers 64 
FFFC@ - FEFDF 7 Reserved 32 
FFFEQ - FFFFF 2 ROM 1 (Vectors) 32 

4) Jt 00000 - F/JEFF T, DRAM 992K 
F8000 -— FOFFF i ROM @ 8K 
FAQQO - FBEFF 2 ROM 1 8K 
FCOQ@O - FFDFF 3 ROM 2 16K - 512 
FFEQO - FFEBF 7 RMS Registers 192 
FFECO - FFEFF 7 Reserved 64 
FFFQO@ - FFFIF 4 I/O @ 32 
FFF2Q0 - FFF3F 5 Ifo l 32 
FFF4@ - FFF5SF 6 I/O 2 32 
FFF60 - FFFDF 7 Reserved 128 
FFFEQ -— FFFFF 2 ROM 1 (Vectors) 32 

i (4) QOUGOO - FFEFF yE DRAM 1M - 256 
FEFQOO -— FFFIF 4 I/O @ 32 
FFF20 - FFF3F 5 T7021 32 
FFF40 - FFFSF 6 I/O 2 32 
FFF60 - FFF7E 7 Reserved 32 
FFF80 - FFFBF ‘| RMS Registers 64 
FFEC@ - FFFDF 7 Reserved 32 
FFFEQ -— FFFFF 2 ROM 1 (Vectors) 32 

1 1 QOG0008 - FFDFF 7 DRAM 1M - 512 
FFEQO - FFEBF q RMS Registers 192 
FFECO - FFEFF 7 Reserved 64 
FFF@Q - FFFI1F 4 I/O @ 32 
FFF20 - FEF3F 5 Ifo l 32 
FEF4@ - FFF5F 6 T/O%-2 32 
FFF60 -— FFFDF i Reserved 128 
FFFEQ -— FFFFF 2 ROM 1 (Vectors) 32 


Table 10-3 MC6809E Memory Maps 
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paging register. If the paging register is changed before the upper 
PIB is set up, the control registers may disappear from the memory map 
and it will be impossible to get them back. 


Following reset, the MAPA control bit is reset and the second memory 
map in Table 10-2 is available to the user. Folding the RMS registers 
gives the first memory map in Table 10-3. See Section 9.3.4 for the 
MAPA bit's location. 

If the user sets the MAPA bit to select the alternative memory map, 
the third memory map is available. Folding the RMS registers gives 
the fourth memory map in Table 10-3. 


ROM 1 appears in two places when MAPA is reset. The last 32 locations 
of ROM 1 are found in two places in the memory map, so they can be 
used aS reset and interrupt vectors. 


10.3 Multiple DRAM Mapping 


If less than the full 1 Mbyte of DRAM is used with the RMS, the DRAM 
maps to more than one address, since from 1 to 6 of the most 
Significant address bits are not connected. Table 19-4 shows the 
number of banks and the DRAM types in all combinations. The basic 
address range starts at address $@@8@@ where all unused address lines 
are zero; the first remap starts directly above the basic address 


range, where the least significant unused address line is a one and 
the others are zero. 


Number DRAM Total DRAM Last Address of 
of Banks Type (Bytes) Basic Address Range 
al 16K O3FFF 
2 16K x 1 32K O7EFF 
4 64K OFFFF 
1. 16K O3FFF 
2 16K x 4 32K O7FEF 
4 64K OFFFF 
1 64K QOFFFF 
2 64K x 4 128K IFEFE 
4 256K SEFFE 
af 256K 3FFFF 
2 256K x 1 512K 7EEEE 
4 1M FFFFF 


Note: l-bank memory applies only to MC6809E and MC68@08. 


Table 10-4 Multiple Mapping of DRAM 


One-bank maps apply only to the MC68@@8 and MC68@9E. The number of 
remaps of DRAM depends both on the total DRAM amount and on the 
selected memory map. For example, an MC68@908 with one 16K bank can 
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access 48 copies if MAPA is @ and 68 copies if MAPA is 1. The MC6809E 
situation is more complex because of the many combinations of PIB 
sizes. 


Because the DRAM is contiguously remapped, the MPU can treat the DRAM 
as Starting at any address and ending at that address plus the DRAM 
amount, as long as it does not overlap I/O and ROM. Using this 
technique, an MC68900@ family MPU with ROM exception vectors can use 
all of a 255 Kbyte system's DRAM by ignoring its basic address range 
and addressing its second map at S4@QQ0-S7FFFF; it could also use all 
of a 512 Kbyte system's DRAM by addressing it at $90400-S803FF, which 


a l Kbyte shift to get at the 1 Kbyte of DRAM blocked by the vector 
ROM. 


One danger is shared by MC6800@ family MPU's using DRAM exception 
vectors and MC6809E's using the lower PIB: writing off the upper end 
of DRAM begins overwriting the contents of these special areas. The 
symptoms of this error vary from the subtle to the spetacular, and 
they are data-dependent. 
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11.0 VIDEO OVERLAY 


It is possible to synchronize the video output of the RMS with another 
source of video. This external video source is considered to be the 
Master, and the RMS is the slave which changes its video timing to 
match the master timing. 


a i esa Yertical Synchronization 


Synchronizing the vertical sync pulses of the RMS to those of the 
external video signal is the first step in achieving synchronization. 
This is accomplished by setting up the RMS' Sync Mode register so that 
the RMC's SYNC pin can act as an input for the external signal's field 
sync. See Section 9.3.19. The leading edge of this field sync signal 
should be a rising edge. 


PLS Horizontal Synchronization 


The second step in synchronization is to match horizontal sync from 
the two sources. This is done by means of a PLL circuit that compares 
the trailing edge of the external video's horizontal sync to the 
trailing edge of HSYNC. HSYNC is generated by the RMC and available 
at a pin. The output of the PLL is used to control the 36 MHz master 
oscillator of the RMS located at the RMI. See Figure 4-3. 


This oscillator can still be crystal controlled in this application. 
The PLL circuit will be able to change its frequency enough to pull 
the horizontal sync pulses into sync quickly. It is quite easy to 
change the frequency of the master oscillator by a minimum of 1500 
Hz. ‘This much change means the horizontal syncs can be brought 
together in a few seconds, even in the worst case. 


Achieving a match on horizontal and vertical sync is all that is 
required if the video signals are RGB. If they are composite video, 
one more stage is required to match the color subcarriers. This final 
stage does not affect the RGB application, so it is optional there. 


11.3 Color Subcarrier 


If the user desires a composite video output signal, the RGB outputs 
of the RMS must be converted to composite video. The color burst of 
the new composite video must agree in frequency and phase with the 
external video for proper results. 


The modulator used to change the RGB to composite video needs a source 
of color subcarrier. In most applications it is easiest to use the 
color subcarrier output provided on the RMI (CSC). In order for this 
to work without color errors, the master oscillator of the RMI should 
be injection locked to the burst signal on the external source of 
composite video. 


This achieves final synchronization for all applications. 
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Lis Video Switching 


If overlay is in use, then each of the video sources should be 
providing part of the final video signal. The share that comes from 
each source would be controlled by time division multiplexing. 


The VIDEN signal that comes from the RMC is user programmable and 
appropriate for use as the select signal for a high speed video 
multiplexer. See Section 9.3.25 on Color Mapping RAM for control of 
the VIDEN output. 
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12.0 REAL TIME SOFTWARE 


This chapter highlights some of the display changes that the user can 
make by modifying the contents of the RMS control registers during 
each video field. It also points out some of the pitfalls the user 
should avoid. 


E2e1 Reusing True Objects 


Assume that the user has programmed true object 1 to display a figure 
near the top of the video screen. After the object hardware has 
finished displaying this figure, it goes idle until the next field. 
There will be several milliseconds of active display time during which 
the object logic is idle. The user can reprogram the object logic to 
display another figure farther down the screen. The restriction is 
that the two figures may not have any video data displayed on the same 
scan line. 


The Object Available register and object finished interrupt may be 
useful to the user to determine when to reprogram the object logic. 
The object available flag for each object is reset when the user 
writes to that object's X Coordinate register. It is set when the 
hardware has completed displaying the object. The rising edge of any 
object available bit may cause an object finished interrupt, 
signifying that some object hardware has finished its task for this 
video field. . 


It would also be possible for the user to make use of the RTO 
interrupt to signal that objects are available. 


Any or all of the object registers (position, name, attributes) may be 
changed when the object is reused. 


1:2'5-2 CMR Registers 


The user may want to change the data in some CMR registers, either 
during each field, or between fields. This technique can be used to 
allow more than 32 colors to be displayed on a single screen, or to 
cause some screen areas to change color. 


The RMS cannot access any individual CMR register in the same memory 
cycle that the MPU is accessing it, so if the MPU is reading or 
writing to a CMR register when that color is displayed, several pels 
can be undefined. There is no difficulty with MPU access to CMR 
registers not being read by the RMS. The following are examples of 
MPU accesses to the CMR that do not cause video errors: 


1) Accessing CMR@Q@, at any point in a scanline that does not use 

CMRGO. 

2) Accessing CMRIF, at any point in a scanline after its last 
display of CMRIF's color. 

3) Accessing CMRG9, before the scanline gets to the display of 
CMR@9's color (but see below). 


RMS USER'S MANUAL VERSION 3.00 MOTOROLA, INC SPS PAGE 129 


4) Accessing any CMR register except the one containing border 
color, when border color is displayed. 

5) Accessing any CMR register including the one containing 
border color, during horizontal or vertical blanking. 


Users of method 3 above must be aware of two points if they try to 
make CMR changes close to the CMR's use: there is pipeline delay, so 
the CMR data is fetched ahead of display time; and there are RMS 
cycles that steal MPU cycles during the border display, so cycle 
counting can fail as a way to calculate when it is safe to write toa 
register before it is used. The number of stolen cycles is higher for 
l-bank memory systems than for 2-bank or 4-bank memory systems. The 
timing of the cycle stealing is HRES mode dependent. 


12.3 Displayed Screen Address 


The user can change the displayed screen in real time by changing the 
Virtual Screen Start Address, Size, and Width registers, by changing 
the offset and scrolling registers, or both. These registers are 
discussed in Sections 9.3.8, 9.3.9, 9.3.20, 9.3.21, and 9.3.22. These 
registers can be written to at any time, but if they are being read by 
the RMS at the same time one field may be affected. 


The Virtual Screen Start Address, Size, and Width registers are read 
by the RMS once per scanline (bit-plane) or character row (list mode) ; 
the offset and scrolling registers are read once during each memory 
cycle that prepares data to display. These registers should be 
changed early in the blanking interval; because of the pipeline delay, 
the RMS must have the values for the next field before it starts. The 
blanking interrupt gives enough time to change these registers if they 
are changed quickly. The time available varies with display mode and 
horizontal resolution. 


12.4 Scrolling 


The RMS is designed to allow efficient smooth scrolling of the 
displayed screen anywhere within the virtual screen in real time. The | 
RMS does this using the Horizontal and Vertical Offset registers and 
the Horizontal and Vertical Scroll registers. The Wrap Control bit in 
the Border Color register (see Section 9.3.4) affects scrolling but is 
not intended for modification in real time. 


For clean scrolling, the registers should be changed after the last 
time the RMS reads them for the current field and before it reads them 
for the next field. The blanking interrupt provides a convenient 
indication of this point. Because of the pipeline delay in list 
modes, the registers should be changed soon after the blanking 
interrupt. Bit-plane timing is less critical. 
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12.4.1 Vertical Scrolling 


Vertical scrolling a scanline at a time in bit-plane or a character 
row at a time in list mode can be done using only the Vertical Offset 
register. When it is zero, the top scanline/character row on the 
displayed screen is the first line/row in the virtual screen. Adding 
the contents of the Virtual Screen Width register to the Vertical 
Offset register moves the displayed screen's top line/row down to the 
virtual screen's second line/row. Since the displayed screen is fixed 
with respect to the viewer, this appears as if the virtual screen 
moved up one line/row. This register can be set to any integer 
Mmltiple of the virtual screen width, subject to the limitations 
described in Section 9.3.21. 


Vertical scrolling within a character row in the list modes can be 
done using just the Vertical Scroll register. When the register is 
zero, the top scanline of the displayed screen is the first scanline 
from the character row pointed to by the Vertical Offset register. 
When 1 is added to the scroll register, the top scanline of the 
displayed screen becomes the second scanline of that character row. 
Character rows can be 8, 108, 12, or 16 scanlines high; the Vertical 
Scroll register must not exceed 7, 9, 11, or 15, respectively. 


Vertical scrolling across character row boundaries requires 
simultaneous changes to both registers. If the scroll register 
contains its maximum value (1 less than the number of scanlines in a 
character row), the top scanline of the displayed screen will be the 
bottom scanline of the character row pointed to by the offset 
register. To move the top of the displayed screen down to the top of 
the next character row, the scroll register must be set to zero, and 
the offset register must be increased by the number of bytes in the 
size register. Similarly, if the scroll register is zero, the top 
scanline of the displayed screen is the first scanline in the 
character row pointed to by the offset register; to move the displayed 
screen up one scanline, to the bottom of the character row above the 
current top displayed row, the scroll register must be set to its 
maximum value (one less than the number of scanlines in a character 
row) and the number of bytes in the size register must be subtracted 
from the offset register. 


124.52 Horizontal Scrolling 


Horizontal scrolling a memory cycle at a time in bit-plane or list 
mode can be done with just the Horizontal Offset register. When it is 
zero, the first pixel of active video on each line of the displayed 
screen comes from the first memory cycle of the virtual screen; adding 
the number of bytes in a memory cycle (see Section 9.3.22) moves the 
displayed screen's leftmost pixels to the second memory cycle of the 
virtual screen. This appears to the viewer to be a shift to the left 
by the virtual screen. 
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Horizontal scrolling one pixel at a time within a memory cycle is done 
using the Horizontal Scroll register. When it is zero, the leftmost 
pixel in the displayed screen is the first pixel of the memory cycle 
pointed to by the Horizontal Offset register. Adding 1 to the scroll 
register shifts the displayed screen to the right by one pixel, which 
appears to be a one-pixel left shift by the virtual screen. The 
number of pixels in a memory cycle depends only on the HRES mode: 
there are 8 pixels for HRES@-4 and 16 pixels for HRES6 and 7. 
Exceeding 7 in the low resolution modes and 15 in the high resolution 
modes causes an undefined display. 


For horizontal single pixel scrolling from one memory cycle to the 
next, both horizontal registers must change. If the displayed screen 
is being moved to the left within the virtual screen (which appears to 
the viewer as the data moving to the right), then the Horizontal 
Scroll register must be decremented. When it is zero, the next shift 
will require that the Horizontal Offset register have the number of 
bytes in one memory cycle subtracted from it, and the Horizontal 
Scroll register must be set to one less than the number of pels ina 
memory cycle: set it to 15 for HRES modes 6 and 7, and to 7 for modes 
0-4. Similarly, horizontal scrolling the visible screen to the right 
one pel at a time requires setting the scroll register to zero and 
increasing the offset register by the number of bytes in a memory 
cycle when the scroll register reaches 15 (HRES 6, 7) or 7 (HRES @- 
4). The method is identical for bit-plane and list modes. 


12.4.3 Scrolling off the Edge 


This discussion has assumed so far that the offset register was not 
moving outside the virtual screen. If wraparound is desired, when the 
offset is already at one of its limits and it needs to move a step 
beyond that, it should be set to the other limit. If the Wrap Control 
bit is reset, that means setting the register to zero if it is already 
at its maximum value, or setting it to its maximm value if it was 
already zero. If the Wrap Control bit is set (valid only for bit- 
plane), the limits are plus and minus the upper limit. 


12.4.4 Vertical Scrolling with Double High Characters 


The Double High Preset bit in the Vertical Scroll register allows 
vertical scrolling when characters using the double high attribute 
(Section 7.2.4.6) are displayed. To display a double high character, 
the RMS requires that two character rows contain identical characters 
with the double high attribute selected in both, one character below 
the other on the displayed screen. The top character is used to 
display the top half of the double high image, and the bottom 
character is used for the image's bottom half. The display of each 
character row is an independent event to the RMS, so it must have a 
way to decide whether to show the top or the bottom half of a double 
high character when it finds one in the display list. An internal 
flag is used for this; when it is reset, the RMS displays the top 
half, and when it is set, it displays the bottom half. At the 
beginning of each field, the flag is set to the value of the DHP bit. 
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For each following character row, the flag is toggled, unless the row 
just displayed had no double high characters. In that case, the flag 
is reset. This allows the next row with a double high character to 
always display its top half no matter how many rows later it is. 


For example, if the DHP bit were reset, the first character row would 
display the top halves, and the flag would toggle to a 1 at the end of 
the row. The second row would display the bottom halves, then the 
flag would toggle back to a 8. If there were no double high 
characters in the third row, the flag would be reset, and it would be 
reset in each subsequent row until another double high character were 
found. It would then be set for the row following that one. 


The displayed screen starts at the Vertical Offset Register; the 
Vertical Scroll register indicates the scan line within the row to use 
as the first scan line of the displayed screen. Even if the Scroll 
register is at its maximum value, so that only one scanline of the 
character row is displayed, that row is the first row on the screen as 
far as the internal double high flag is concerned. 


The sequence of steps to scroll the displayed screen down through a 
double high character is as follows. In this example, there are 
double high characters in the top character row, and the Vertical 
Scroll register is initially zero. The scroll register being zero 
means that the DHP bit is zero and that the top scanline of the 
character row is also the top scanline of the displayed screen. The 
first row will display the top halves, and the bottom row will display 
the bottom halves. At each blanking interval (or each Nth blanking 
interval, if slower scrolling is wanted), add 1 to the scroll 
register. This causes the the displayed screen to start one scanline 
lower in the top character row, which has the appearance to the viewer 
of the displayed data moving upward on the CRT. After 7, 9, 11, or 15 
increments, depending on the number of scanlines per character row, 
only the bottom scanline of the top character row is displayed. All 
through these increments, DHP has remained reset and the Vertical 
Offset register has continued to point to the character row containing 
the top halves of the characters, so the display has been correct. At 
this point, three actions must take place during the next blanking 
interval: the Vertical Offset register must be increased by the 
contents of the Virtual Screen Width register (which causes it to 
point at the character row containing the bottom halves of the double 
high characters), the DHP bit must be set (to cause those bottom 
halves, now in the top row, to display as bottom halves), and the 
scrolling bits in the Vertical Scroll register must be cleared (to 
start the displayed screen at the top scanline of the new character 
row). 


Throughout this process the internal flag was toggled after the 
character row with the bottom halves, so the RMS was ready to start 
new double high characters in the third row or any following row. 
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The step size in the above example is not the only choice; instead of 
stepping one scanline at a time, the display could move one character 
row at a time by changing the offset register, setting the DHP bit as 
needed, and leaving the scrolling bits in the scroll register alone. 
Any other combination of changes is also valid. 


Also important is the issue of what part of the display list is 
searched to determine if a character row has double high characters: 
in each row, the search starts with the first displayed character 
(even if it has been horizontally scrolled so that only its rightmost 
column of pels is visible) and goes through the last displayed 
character. If the sides of the displayed screen are on character 
boundaries, the character to the right of the displayed screen is 
searched, if there is one. 


12.4.5 Horizontal Scrolling with Double Wide Characters 


The Double Wide Preset bit in the Horizontal Scroll register allows 
horizontal scrolling when characters using the double wide attribute 
(Section 7.2.4.7) are displayed. When DWP is reset, double wide 
characters in the first displayed character position of all character 
rows are displayed so that the first position contains the left half 
of the character and the second character position contains the right 
half. The character underneath the right half is not displayed. If 
DWP is set, the first position contains the right half of the double 
wide character, and the second position contains the second character 
displayed normally. 
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13.0 PIN DRIVE AND LOADING 

Each pin of the RMI and RM is examined here. The drive capability of 
output pins is specified, and the loading of input pins is also 
described. Input/output pins are listed in both categories. 

These ratings apply over a temperature range of @ to 70°C with a 
power supply voltage of 5.@V plus or minus 5%. The specified values 
are true under the worst-case conditions. 


These values are believed to be accurate, but the data sheet takes 
precedence. 


V3 AL RMI Inputs 


The X@-X9, HSYNC, R/W, LDS(A5), UDS(A7), AS(A6) and CS inputs of the 
RMI all meet the following specification: 


The minimum voltage recognized as a high level is 2.8 volts. The 
maximum level recognized as a low is @.8 volts. 


The input current with an input voltage of 2.7 volts will not 
exceed 28 microamps. 


The input current with an input voltage of 8.4 volts will not be 
less than -@.2 milliamps. 


The capacitance of an input pin will not exceed 18 picofarads. 


L332 RMI Outputs 


The RMI outputs, S@-S2, ADEN, CSC, DBEN, VTICLK, PCLK, and MTCLK all 
meet the following specification: 


The high level output voltage will be at least 2.7 volts while 
sourcing 498 microamps of current. 


The low level output voltage will be no more than 9.5 volts while 
sinking 8 milliamps of current. 


The Z@-Z8, CAS@-CAS3, WE and RAS outputs have more drive capability 
and meet the following specification: 


The high level output voltage will be at least 2.4 volts while 
sourcing up to 3.8 milliamps. 


The low level output voltage will not exceed 9.5 volts while 
sinking 24 milliamps. 


The CLK(E) and DTACK(Q) outputs have the following specification: 


The high level CLK(E) output voltage will be at least 
Vec-.75 volts while sourcing 8.2 milliamps. 


RMS USER'S MANUAL VERSION 3.90 MOTOROLA, INC SPS PAGE 135 


The high level DTACK(Q) output voltage will be at least 2.7 volts 
while sourcing 488 microamps of current. 


The low level CLK(E) and DTACK(Q) output levels will not exceed 
8.5 volts while sinking 4.9 milliamps. 


13353 RMC Inputs 


The RMC inputs X@-X9, A@-A7, and B@-B7 all meet the following 
specification. They are all bidirectional pins. 
AS inputs their current requirements will not exceed 20 
microamps. 


The voltage level required to be recognized as a high will not 
exceed 2.08 volts. 


The voltage level for a low to be recognized will not be less 
than 8.8 volts. 


The ADSEL, VICLK, MICLK, PCLK, R/W, RTI, CAS@-CAS3, and DBEN inputs 
meet the above voltage levels, but their current requirements will not 
exceed 2.5 microamps. 


The pin capacitance of any input will not exceed 19 picofarads. 


13.4 RMC Outputs 


As outputs, X@-X9, A@-A7, B@-B7, and INT meet the following 
specification: 
With a high level out, the voltage will be at least 2.4 volts 
while sourcing a current of 488 microamps. 


With a low level out, the voltage will be no more than @.5 volts 
while sinking 5.3 milliamps. 


The outputs HSYNC, REN, VIDEN, and SYNC will also provide 2.4 volts at 
498 microamps for a high level out, but will only sink 1.6 milliamps 
at 8.5 volts for a low level. 


The R, G and B video outputs provide special voltage levels out. They 
are designed to drive a DC load of 18 Kohms connected to ground, at 
voltage levels of 1.5 volts to 2.5 volts, depending on the value of 
the 4-bit number provided to the D/A converter that drives these 

pins. The nominal voltage level for each of the possible 4-bit 
digital words is listed below. 
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D/A Converter Input Voltage Out 

SE 225 
SE 2.4375 
$D 2.375 
$c 2.3125. 
SB 2.25 
SA 2.1875 
$9 2.125 
$8 2.0625 
$7 2.0 
$6 1.9375 
$5 1875 
$4 1.8125 
$3 Le75 
$2 1.6875 
$l 1.625 

Blanking Leo 

Sync Tip 1.87 


Table 13-1 D/A Converter Output Voltages 


All outputs can reach blanking level. Only the G output can reach 
syne tip. 
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14.0 MACHINE 2 


Machine 2 allows software compatibility with the MC6883-MC6847 
combination when the RMS is used with an MC68@9E MPU. The RMS 
requires the hardware design discussed in Section 2.1, Chapters 3 
through 5, and parts of Chapter 6, and it needs initialization 
software different than the MC6883-MC6847. If this is done, existing 
software will run using the RMS. This hardware arrangement also 
supports the full power of Machine 1 operation, limited only by the 
amount of DRAM being used. 


Once the RMS registers are initialized, MC6883-type control bits and a 
PIA-simulating register are used to control the RMS. 


The Machine 2 mode is invoked by setting the M2 bit in the Memory Map 
register. The RMS looks like two machines at once while it is in 
Machine 2 mode. In addition to the normal control register map, other 
control bits appear in the memory map. These bits do not add new 
capabilities to the system. Instead, they offer a way of controlling 
some of the RMS' functions that is backwards compatible with the 
MC6883 and MC6847. 


The MC6883 control bits work differently than the normal RMS 

controls. Each control bit occupies two bytes in the memory map. 
Writing to the odd byte sets the control bit, and writing to the even 
byte resets the control bit. Reading these locations has no effect on 
the control registers and does not return control register information. 


The control bits and their read and write addresses follow. 


Bit Set Address Reset Address 
TY SFFDF SFFDE 
M1 NOT USED BY RMS 

MO NOT USED BY RMS 

RO NOT USED BY RMS 

Rl NOT USED BY"RMS 

Pl SFFD5 SFFD4 
F6 SFFD3 SFED2 
FS SFFD1 SFFD@ 
F4 SFECF SFFCE 
F3 SFFCD SFFCC 
F2 SFECB SFECA 
Fl SFFC9 SEFC8 
FO SFFC7 SFFC6 
v2 SFFC5 SFFC4 
V1 SFFC3 SFFC2 
VO SFFC1 SFFC@ 


Table 14-1 MC6883 Control Bits 
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The TY control bit selects between two system memory maps. These two 
system memory maps are decoded by the RMS and are available on the S 
bus. See Tables 14-5 and 14-6. 


The Ml and M@ bits were originally used to define the size of the RAM 
devices that would be used in the system. Since the user has already 
had to program the RMS' memory organization control registers, the Ml 
and M@ bits are redundant and have no effect on the system. The Ml 
and M@ bits allowed choices between 4K, 16K and 64K by 1 DRAM's. The 
user is not restricted to these choices. The normal choices explained 
in Chapter 3 and Section 9.3.17 apply. Since these choices allow more 
DRAM than the MC6883 allowed, this is not a restriction on Machine 2 
operation. 


The RL and R@ bits originally gave the user control over MPU execution 
speed; the MPU could be placed in a high speed mode. These bits have 
no effect in the RMS. 


The Pl bit is a paging bit for use with memory map g. It is used in 

place of Al5 for addresses from $8800 through S7FFF. This allows the 
ROM/RAM map to contain two 32K pages of RAM in the lower half of the 

address range. See Table 14-5. 


The F@ through F6 bits allow the display to be shifted from its base 
location at $0800. The address of the top left corner of the display 
is: 

DISPLAY START = S@@@0 + (512 * F) 
where "EF" is F6 (MSB) through F@ (LSB). 


The V bits are part of the bits used to determine the display mode of 
the RMS. They are discussed in Section 14.3. 


The other control bits are the MC6847 control bits. They are located 
in the system memory map as if they were being controlled by a PIA. 
They are located at SFF22 in the system memory map as follows. 


Machine 2 Register 


ee ee | ee ee | et | | | ee | ee ee ee eee | ee ce se 


B7 B6 BS B4 B3 B2 Bl BO 


G/A GML GM@ CSS 


G/A is equivalent to the MC6847's Graphics/Alpha bit. 


The Graphics Mode bits GMl and GM@ provide a superset of the MC6883- 
MC6847 display modes. As discussed in Section 14.3, they resemble 
GM1, GM@, and E/I on the MC6847. CSS is the same as the MC6847's 
Color Set Select bit. 


RMS USER'S MANUAL VERSION 3.99 MOTOROLA, INC SPS PAGE 139 


14.1 Machine 2 Initialization 


At power-up or reset, the RMS goes into the unfolded map, Machine 1 
state. The RMS registers should be initialized as follows. See 
Chapter 9 for register addresses. Register page @@: 


Registers Value Comments 
Memory Map $190 Machine 2, Folded Map Page @@ 
Display Data Mode $80 
Interrupt Status S110) 

Border Color $10 CMR18, Video Disabled 
Object Available N/A Read Only 

Paging SOF Page F 

Page Independent Blocks SOG 

Vertical Scroll S117) 

Horizontal Scroll $o@ 

DRC Start Address $8GBd 


True Object Start Address $80ao 
Fixed Object Start Address $9000 


Collision Status N/A Read Only 
Collision Enable $8 

Real Time Output $88880000 

Real Time Input $8GGGBGBB 

Memory Organization As Described in Section 9.3.17 
Video Operation $12 256 x 192 

Sync Mode $04 Composite Sync Output 
Virtual Screen Start Address $88000000 

Vertical Offset SOBGGBGBD 

Horizontal Offset SOGBBIBGBO 

Virtual Screen Size $00001808 6 Kbytes 

Virtual Screen Width $80000020 32 Bytes 


Table 14-2 Machine 2 Initialization Page 0G 


This completes the initialization of RMS register page @@. To get to 
RMS register page @1, write $58 to the Memory Map register. To get to 
page 10, write $9@. 
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Start End 

Address Address Name Size 
SxFOOGO SxFFFO@ RAM 64K-256 
SxFFFO@ SxFFF1F I/O 32 
SXFFF20 SXFFF22 Machine 2 Register 3 
SxFFF23 SxFFF3F 1/0, 29 
SxFFF4@ SxFFF5F T/O> . 32 
SxFFF6@ SxFFF7F Reserved 32 
SxFFF8@ SxFFEBF RMS Registers 64 
SxFFFC@ SxFFFDF Mach 2 Ctrl Bits 32 
SxFFFEQ SxFFFFF ROM, 32 


Table 14-6 Machine 2 Memory Map (TY = 1) 


The RMI S bus may be decoded in the same fashion as the MC6883 S bus, 
in order to provide chip selects for the entire system. 


14.3 Machine 2 Display Modes 


The RMS offers a variety of display modes, as shown in the following 
table: 


v2 Vl V@ GMl GM® G/A Display Mode 

1) 1) 1) i) () 4) Alpha-1/Semigraphics 

) i) ) ) 1 ) Alpha-2/Semigraphics 

i") i") i") 1 i) i) Alpha-3/Semigraphics 

i") G6 @ 1 1 i") Alpha-4/Semigraphics 

4) ") 1 x 4) 1 Color Graphics One 

4] i) 1 x iL: J. Resolution Graphics One 
i") 1 i") x i") 1 Color Graphics Two 

) 1 1 x 1 al Resolution Graphics Two 
1 i") i") x ) 1 Color Graphics Three 

1 ) 1 x lt af Resolution Graphics Three 
al I: i) x i) 1 Color Graphics Six 

1 aL ) x 1 1 Resolution Graphics Six 


Table 14-7 Display Mode Selection 
The Color Set Select bit can be used with every display mode to choose 
between two sets of colors, as shown in the display tables in the 
following sections. 


14.3.1 Alpha/Semigraphics 


The 4 types of alpha/semigraphics are supersets of the MC6847's 
Alphanumeric Internal and Semigraphics 4 display modes. Each can 
display 16 rows of characters, with 32 characters per row. 
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14.3.1.1 Semigraphics 


Semigraphics are selected by resetting the three V bits and setting 
the display data byte's most significant bit. The 7 least significant 
bits are used exactly as in the MC6847. All semigraphics patterns and 
colors can be used in any combination with the selected alphanumeric 
characters. Figure 14-1 shows the sixteen possible patterns, with the 
foreground color shown black and the background color shown white. 

The display data byte is: 


Semigraphic Block 


B7 B6 BS B4 B3 B2 Bl BO 
it G2 EL Co L3 L2 Ll Ld 
Ex. C2. Cl) Co Color CMR Address 

@ x x x Black 08 

ds 4) i) i) Green OG 

1 4) i) 1 Yellow 01 

1 i) ‘i i) Blue W 

‘i 4) 1 at Red 3 

1 ali 4) i) Buff 04 

ae ay 4) 1 Cyan 65 

1 i al 4) Magenta 06 

1 1 1 1 Orange 07 


Table 14-8 Semigraphics Colors 
14.3.1.2 Alphanumerics 


The four alphanumerics sets allow all uppercase, upper and lowercase, 
and inverted versions of these. As shown at the beginning of this 
section, they are selected using GMl and GM@ in the Machine 2 
Register. The Color Set Select bit can be used to select the 
foreground and background colors, in conjunction with the GMl bit, 
which serves aS a screen invert when it is set. 


Foreground Background 
CSS GM1 Color Color 


Black (CMR@8) Green (CMR@Q) 
Green (CMR@Q@) Black (CMR@8) 
Black (CMR@8) Orange (CMR@7) 
Orange (CMRQ7) Black (CMR@8) 


rFPraQQ 
rare 


Table 14-9 Alphanumerics Colors 
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The GMY bit selects uppercase-only when reset, or upper and lowercase 
when set. The fonts are identical to Machine 1 as shown in Figure 7- 
1, and the placement of the 5x7 character in the 8xl2 space is also 
the same: one blank line above and 4 below; one blank line to the 
right and 2 to the left. The two character sets are shown in Figure 
14-2. Setting GMl reverses these characters' foreground and 
background. 


Alpha GM1 GM@ B7. B6 BS Characters 
One 4) i) 4) ") @  Noninverted Uppercase Alphabet 

i) i) zh Noninverted Punctuation & Numbers 

i) al 1) Inverted Uppercase Alphabet 

i) 1 il: Inverted Punctuation & Numbers 
Two 4) 1 i) i") 1) Inverted Lowercase Alphabet 

4) 4) 1 Noninverted Punctuation & Numbers 

1) i: 4) Inverted Uppercase Alphabet 

i) NE 1 Inverted Punctuation & Numbers 
Three bi 4) 4) 4) @ Inverted Uppercase Alphabet 

i) i) 1: Inverted Punctuation & Numbers 

i") 1 @  Noninverted Uppercase Alphabet 

i) af i Noninverted Punctuation & Numbers 
Four ag aE 4) 1) @ Noninverted Lowercase Alphabet 

4) 4) 1 Inverted Punctuation & Numbers 

) a @ Noninverted Uppercase Alphabet 

i) 1 Ab Noninverted Punctuation & Numbers 


Table 14-18 Character Selection 


Alpha Three is the invert of Alpha One, and Alpha Four is the invert 
of Alpha Four. In Alpha One and Three, the characters can be inverted 
on a Character-by-character or a screen basis, but lowercase 
characters are not available. In Alpha Two and Four, the characters 


can be inverted only on a screen basis, but lowercase characters are 
available. 


Alphanumeric Character 


a a ee mm ef a a ee 


The display data requires 512 bytes. 
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WA s3..2 The Graphics Modes 


The 8 graphics modes are similar to Machine 1's bit-plane mode. They 
offer a variety of resolutions and color ranges and use from 1924 to 
6144 bytes to hold the display data. There are 4 modes that emphasize 
color and 4 that emphasize resolution. The color modes offer these 
color choices: 


CSS Cl CO Color Border 

i") 4) 4) Green (CMR@G) Green (CMR12) 
4) nb Yellow (CMRQ@1) 
1 4) Blue (CMRG2) 
1 I: Red (CMR@3) 

a: 4) (4) Buff (CMR@4) Buff (CMR13) 
(4) My Cyan (CMR@5) 
al 4) Magenta (CMRQ@6) 
ab ae Orange (CMRQ@7) 


Table 14-11 Color-Mode Colors 


The resolution modes offer these color choices: 


CSS Lx Color Border 
4) 4) Black (CMR@8) Green (CMR12) 
au Green (CMR@Q) 
AD 4) Black (CMRQ@8) Buff (CMR13) 
1 Buff (CMR@4) 


Table 14-12 Resolution-—Mode Colors 


Each byte of display data describes 4 picture elements in the color 
modes: 


Color Mode Display Data 


a a a ee | es | ee | ee 
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In the resolution modes, each byte of display data describes 8 picture 


Resolution Mode Display Data 


elements: 
B7 B6 B5 
L7 L6 L5 
L7 


The modes differ from each other in the size of each picture element, 
and therefore in the number of elements on a screen, and therefore in 
the amount of required memory. 


cic 
Picture Element Height 3 
Picture Element Width 4 
Elements per Row 64 
Number of Rows 64 
Memory, Bytes 1924 


C1R 


3 

2 
128 
64 
1024 


C2G 


3 

2 
128 
64 
2048 


2 

2 
128 
96 
1536 


128 
96 
3072 


128 
192 
3072 


Table 14-13 Display Memory Requirements 


C6R 


6144 
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APPENDIX A 


RMS REGISTER MAP 


The following register map shows all 192 bytes in the RMS register space, 
including the unused ones. The least significant four hexadecimal digits of 
the addresses are shown: unfolded address to the left of each byte, and folded 
address/page number to the right. The full folded and unfolded addresses for 
each register are shown in Section 9.3. 
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SEFEOU 


SFFEGL 


3FFE@2 


SFFEG3 


SFFEU4 


dEPEGS 


SFFEU6 


SFFEOT 


SFFEUS 


SFFEUS 


SFPEGA 


oPFESB 


9FFEUC 


YEPFEUD 


SFFESE 


SEFEQF 


FIFE FE ITCH He FOIE RIOT I FC TOE ICT HE OK FETE IE IEF OE FOIE TOTO TE TO FIO IT TOIT TOR TE IEF IE FET TOTTI TORTIE HTT I RRR RK 


| CTL REG PAGE | UNFOLD | MACHINE | | 

bide ceeas ceeds eccnhsesciayeesnacsseeseets sega cesies bee's ee sWiedexSaleeuaee sence 
MPL | MPG UE | M2 | | | 

FE PEI IE TEI TEI TE TEI HE TK HIKE TOK ITOK TH IR TK KEIR IE THK TO HHH HK HR H RHEE 

FORE FE IOI RTO T ITE ITP FOR FOT TOIT III IAI IIHF FIA IIA SE IIS HAA SA TAA IAHR ERR RRR KR 


| BIT/LIST| LIST MODE SELECT | LINES PER ROW | BITS PER PEL 
BP LM2 LML LMo LPRL LPR@ BPP1 BPPg ] 
FOCI FOI IOI TORII IORI SOIT RI ARI IA AAI IAI IAA ISAS AAA IIIS II AIA IIASA IAS ASIA AA IIASA AIA SASISA IAA 


FOR IEF TIE IKE I IETF TOKE HOI I HFIP ITT ITT TI HITT IK IIT RHEE KEK ER ERR EERE KKK 


j INTRET | INTERRUPT BITS (WRITE ENABLES AND READ STATUS) 
IPT | | | RTI | RTO | OEN | BLK | COL 


FORTIER TOT IH TOR TTT IO ITI IEF I III IIT IIH IIT III AIA AAA HAI AA IAAI IAI IAPR ADSI AIR IAA AAAI 
FOR I HE III R OIF II ITT IFT TOT TOIT TTT TTI TTR IRI II IRI HHAHRRRERHEHKHRRERERRIR 


| WRAP | MEM MAP | VID ENBL| BORDER COLOR 
| we | MAPA | OV | Bc4 | Bc3 | Bc2 | BCL | BCo 


BEEF IEE IEF IHF HE FEF EFI ESI AETHER IEEE SIEGE SET SHIEH III THT IHRE EKER EERE RE RE 
GE IEF PERE IOI IIH I IOI TITTIES THI HIRAM RHEE RRR KKK HK 


OBJECT AVAILABLE 


| ccc ewer cree cece sees cece cece nee eee eee eee sees eres esses eesesssecsseseseeeeeees 
O7A O6A OSA O4A O3A O2A O1lA OGA 

FR ICICI TORO ICICI RIOR TORE IOI IOI SOR TE III ISI AA IAI AAS AAI SAI IAI AIA IAI A IIIA AISA AAAI IIA IAA AIA. 

FORO R FCIESIOI ROO IOR CROC ROR ROTOR ORI IOI IAI AIA IIS AIS AIA AAA ASS AAI ASIA AI ASA AAA IAAI A AAAS SAA 


i | | | SWAP | PAGING | 
| SWAP °G3 | PG2 | PGL | Pca 

BEC EI FOIE FETT TE IORI IH IIIT IRE GEE AIA TIE FIA HEARSE SE TEI IIA TEGEFSSEHITHHTTHTHHTTHRRTRRK RHE REE 

HE FOF IE IE PERE THE DERE IIE FE IIE IPE PEPER SEA AA IA ASAD AAPA A ASIII PRIA ASIA TTI THT TH HHT KERRER 


UPPER PAGE INDEPENDENT 8LOCK | LOWER PAGE INDEPENDENT BLOCK 
UEN | UPI2 | UPTL | UPI@ | LEN | LPI2 LPIl = |_ LPI@/VEC| 


FRI FEF OKT TOI TIT TITIES AA IA IAA IAD IAA AIEEE HHT HH HHH HHH RRR RIK EK EERE REE 
FICHE IOI IOR FEI I PERK IIE HII IH AIA AIA SIA AE AAA ACTS ASA A AA AA ASE AIH SIE AHA AH AA AHA ASAI ADSAAAAASD ASA AA. 


| | | |2H PRESET| VERTICAL SCROLLING 


re 2 ee nna Sn enn ir er nr 

OHP vsc3 VSCc2 vscl | vsco | 
FI RICCI TOI IO III II IPE PIES AOA A III III IIA HII SIA IASE AIA IA AASAASISAISIIAA SII ASIAN AI AAAI ASA AN SIAA. 
FRICKE I IETF IER ITE IOI IIIS IASI SAIS AAAI AHI AIA SAS AAAI ASIA AS ASASA AAAS AISA AAA. 


| | | |2W PRESET) HORIZONTAL SCROLLING 
DWP | HSC}. | HSC2 | HSCL = | HSC 


EFC IE HICH IE I HITE IIHT IKE EFI SEKI AEH IH AAP EE IETE PEE FASE DE POAT DEI SAE PRATHER THEE HTT TT HITT 
HIE FE HCTF FE IOI TOTTI TET FE FH IEF FE FE PEPTIDE KE HIRE PEPE HEIR REI A AES IAA AAD ISA SAS SAAS AE ASABE IAI AIT 


see cee eee ee eee eee eee eee ee eH eee HEHE EEE EEEE SHH SEHEEEESE EEE EE EEES EES ESEE EEE E SESS 


| EOD, MERE RC SERN RMD Mnrnns RNRR AM eR eee Aner | 
HOI FFE IOI ICI FOIE I FOF HOT ITE TT IKI EEF IR IH AAA A AIH AAI IIIT 


| OYNAMICALLY REDEFINABLE CHARACTER IMAGE TABLE START ADDRESS 


Lee ee wwe me mw eee eee ee eee EEE HEHEHE HHH HEHE EEHHEEEHEEEEHE ESHER EEE H EEE EEE 


os19 «| 0S18 =| :OS17_—s« | ~DS16— | 


| 
HOI HOHE ROK IETF POR IIE FFE VOI IEA ASA ASIA AAA AE SA AEP SIE AAAI AAA AIA SES ASAE AISA HTT TT IH HRI 


DYNAMICALLY REDEFINABLE CHARACTER IMAGE TABLE START ADDRESS 

; DSS j vs14 | 0813 | 012 | osLL | osle = | @ | @ | 
FORO IT IOI IIT IER ITI TI IIIT IR ITT IH TI HI ERR ERE RHR RRKRR RK ER ERE ERERE RRR 
FOIE IIE FOF IO IOI FITTER II PADI HITE IRIE IESE IAI AE SAA AAAI AAAS HER RRR KK RK 


TRUE OBJECT [MAGE TABLE START ADDRESS | 


Pee ew ee ee eee eee eee EERE EEE EEE HEHE EEE HEHEHE EEE HEE EHEHEHHH HEHEHE HEHE HEED 


TS19 TS18 | TS17 | TS16 


Twerertttttt itt titi ett ite rit irre tire tes HII TT IK KKH HK KKK EERE REE RE 


TRUE OBJECT IMAGE TABLE START ADDRESS 


eee eee ee eee ee ee ee er eee ee eee eee eee ee eee eee eee 


TSl5 | TSL4 | TS13 | TS12 TSLl Ts16 | G | 3 


FORT IIIT FETT AHI IIIS IIIA SIA SAIS ASAHI DESAI HTT FH ATER IHRE RHEE RH KK HK 


IOP IOFFER III IPI HHH A IIIA IIA IAAI ASAE I AAA ASIA EAE SFE FE EP GEE IVA HEPATIC 


| FIXED OBJECT IMAGE TABLE START ADDRESS | 


Pee eee meee ere reser eee rere se eess esses esses esses esSEesessesessessesessessseseeeese 


FS19 FS18 FS17 | FS16 ] 


looses nde giahelanvedaadetouduernen RII IRR HHI REE ERE RRR 


FIXED OBJECT IMAGE TABLE START ADDRESS 


ccc were eee eer cece eee ere reece esr esr ere esse esses esesesseeesssssssssesseseseessesesees 


FS15 | FS14.—s | FS13.—s|:«ES12 FSll | FS1O | @ | 3 


FHC BOI DIF IOR FOF FOTOK TOT TOTO TOTO IIIT TT ITPA STEP IT ATA IIIA ISH IRE TH IH IHR HRI 
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SFFF86/G0 


SFFF81/00 


SFFF82/00 


SFEF 83/08 


SFFF 84/08 


SFFF85/00 


SFFF86/086 


SEFF87/00 


SFFF88/236 


SEFF89/86 


SFFF8A/@@ 


SEFFSB/G6 


SFFFS8C/08 


SEFF8D/00 


SFFFB8E/00 


SEFESE/6G 
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SFFEL1 


SFFE12 


SFFE13 


SFFE14 


SEFELS 


SEFELO 


SFFEL7 


SFPE1S 


SFPEL9 


SEFELA 


SFFELB 


SEFELC 


SFFELD 


SFFELE 


SFFELF 


9 IIIB TOK FBC RFE ICI SEFC IETF ICICI ICT TOI TOTTI ICI ITOK TOIT FOTO IOI ITO FOTN TOIT HOT IOI IO IIT I TOTTI TITIAN 


| OBJECT J COLLISION STATUS 


eee eee eee eee ee 


; C7 | @c6 | acs | 94 | 8c3 | ac2 | acl | 8Cr 
FRI IRI HTK IH IIH IKE TK HT TEI ITE ROI TRI THIET KT HTT I TTT IIT I IIH II IHRE NRE 
FEIT III ITI KE IKE HOI TEI TIE HIPPEST FES SIE HEPEPSIAADPDAI AAA ASIA SI AAA SISA AIASISACSNSASASISAAIN. 


OBJECT 1 COLLISION STATUS 


Pee e cree cree e ccc ccrc cece erence eee ee seers eres renee s essere esse eee eseessesssessssess 
1¢c7 1C6 | 1cs 1c4 | 1¢3 | 1lc2 CF 1ca 

FIFI I IOI IOI IIH II ISI III IAIII ASSIA ISI IAISIISISAI INIA SISA IA SISA IS SASS ASISISSIISSISISSSAIASAN IAS 

IOI IE FEIT III IS III IIA IIIIISISIA ISAS AANSIIIISI NAIA ISAS SIA IAAI SION SISIAIIS ISSA SS AIS AIS A. 


OBJECT 2 COLLISION STATUS 


Poem cece cree ence ccce ces cese cere cers cere eres eee ces cree sees esses esses eseeseesesees 
2C7 | 2C6 2c5 2C4 2C3 2CF | 2cl 2cd | 

ICRI ICICI FEI IK III IIIT III I IIIA IIIA AAS IISA ISSA ISSA IAIS SIAN IIIA II ASSIA IS SSSSSSSSNS ASS ASN IS. 

FIFI IF FOTO FE FOI IIIT I ISI III AIISISSI IIIS SISISSISISISAIA SIS SAAS AIAN SIISISAISIAISSIISSISISSS IAIN ISAS. 


| OBJECT 3 COLLISION STATUS | 


| 3C7 | 3C6 | 3c5 | 3c4 3CF 3c2 | 3cl | 3cB 
AHHH HIF HH ICH IK III IK FICHE I HII FE TEETH FEKETE TE IIIT IT IHS II TR ISTH A TAD A HII AIHA ATH I 
IERIE HE II FETE FEI I TOR TOI THOTT TOK TK IH IIH IETHER TETHER TERI TIE THI HIRI HIRE HRA AIK Ka 


OBJECT 4 COLLISION STATUS 


4C7 4C6 4c5 | 4cF | 4c3 4c2 4cl | 4co 
RK II I ITH IK IH IR IR HITE ICH TIE TEE TET HTK TIT III TITHE IIHT TETHER ITT I I 
III HII HH IKI I I HHH TK HK HITT HK TTI HIER HET THIET ITI HIRT 


OBJECT 5 COLLISION STATUS | 


eee eee ee ee ee ey 


5C7 5C6 SCF 5c4 5C3 5Cc2 scl 5ca 


IIIT I IR IR I RTI HII IT IIE HIER HH HITE TE TET IE TOIT TI IIH TK TH TRIPE IE TIES ITI TAA AAA AMAA 
FIT IIH TET HE HE IIH ITT IH TKI ICI HIE TET KEKE ITI IH ETE TTI TI TH IIH IIH IK IRR IMH 


| OBJECT 6 COLLISION STATUS 


Stet e twee wees 


eee ee ee ee 2 ee ee a 


Occ cccceccccccccccccccs 
6C7 | 6CF 6CcS 6C4 6C3 6C2 6Cl 6Co 

FOF IEF TOI ITI IOI SOI II III IIIS SIS SII IAAI ISIS IASI AISA IIASA ASAI ASI SSII SA AIAN SIA AIS AISA 

OR FOI CIO OTTO IT OT I III III IIIS IISA ISIS IIA SS SISI SIA IAAIAAAS SSSA SSA ASI S SSSA AIA IIA AAAS A 


OBJECT 7 COLLISION STATUS 


POO e eee eee reece recess nee eee eee eee eee EEE EEE OEE EEE EEE EEE SEES SESE EEE eeeeS 
7CF | 7C6 7C5 7C4 7C¢3 7C2 7cl | 708 

FIFI FCI II IO III IIA IAI IAI SA SIIAISIAI SAIS SISA IISA II IISS IAAI IISA SII AI IS AISS AISA AS SAA AI AAS AS. 

FORE FOOTIE ITI IIIS I IOI I III IA IIIA IAA IS IIS ISSA IN SII IAI IAAI IIIS AIS IIIS IIA IIA IISA I AI SIAAACA 


| COLLISION ENABLES | 


ee ee es 


CEN7 CEN6 ] CENS | CEN4 CEN3 CEN2 CENL CENG ] 


RRR EEKAEEE RAKE RRR ROE PRT TTI IIIT HK IRE RRR HRERRIK 
IIIT II TT TK TIT IK IH HI IIH HIER IIH HII HTK REE RRR 


SRR eee ee emer ee eee eee eee HEHE EEE EE EE HEHE EEE E EEE E EEE EEEEEeeEEeeseseseee 


| PRY IEF! DARRAE OM RARE EEN RN SPOR EERE AM OETCS MICA | 
BH HII HII RIK IIH HITE HEHEHE TE IE ITE TET IKI ITI THI KHIR IRR KHER MHI 


| | | | | | | | 


steee eee eee eee eee eee ee eee eee ee 


liccces cel cuvtannded cxdusudatccdusdate eeadsecek saeiteleideess tack 
IIE IE I IOIOTOE FE IIIS IIE II II III IIA ISI SII IAI SI AAAI AIA IIIA SISIAISSISIANAIIAIA ISSA IAAI SIAN AINA IO 


tte eeee 


| | | | 
FEI IEF IE FORO TE FEI FOI TOI TIE TET ITI TCT TOT ITE FE FOR III FIFI IIPS IDES SII SIF IANS ASSIS ASSES AAI AAA 
ORR III I I TIT IHRHRHKRHRRREKEEHEEMRRRERRREREEEERHREREREREKREERERERER 


I REAL TIME OUTPUT X COORDINATE 


eee eee ee eee eee ee eee eee ee eee eee eee ee eee eee eee ee eee ee eee eee eee ee ee ee es 


x9 | 0x8 


ITE HC IIT IH IH TIT ITE IT IH I RRM RRR EKER HEHEHE RRR EEK 


\ REAL TIME OUTPUT X COORDINATE | 


cecece Perrrrre reer errr er eee ve 

OX7 Ox6 axs Ox4 Ox3 Ox2 Ox1 Ox@ | 
Fe III CII IUIITIS IIIT III IITA ASAI SSSA TS AAS AAI A 
FOF OIF RIFT TORII IORI TEE IORI I ITE ITE IIIS IES IIIA IIIS ISA SISASI ISIS SISA SIISISISSAISISAASSISAS ASA A. 


| REAL TIME OUTPUT Y COORDINATE 


TOR eRe eee e ewe E HERE E EE EE EEE EEE EEEH HEHEHE HEHEHE EEE HH EEEEEE EE EEE EES 


oy9 | ox8 | 


RITCHIE TT IOI ITT IOI II ITE TET IE FE ITI IPE IK SE FETE PE FRIIS SSIES SA AAD IIASA AES IA ITPA IIIA 


i REAL TIME OUTPUT Y COORDINATE 


i 


oY7 | OY6 oys oy4 | o¥3 | o2 | ol | ova 


SR RReleR eh RatetRRat hate tehehehatdehheded dt heheh dk bt deddedehehehehehehehehshehehaheheheheheheiaieiahsheheheiehetebaiehehehehehelelebelehehelehehal 
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SEFF9O/38 


$FFF91/90 


SFEF92/06 


SFFF9 3/00 


SFFE94/36 


SFFE9S/GG 


SFFE96/66 


SFFF97/9@ 


SEFF98/00 


SEFF99/00 


SFFE9A/@@ 


SEFF9B/G@ 


SEFF9C/G8 


SFFF9D/60 


SFFEYE/@G 


SEFFIF/0G 
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SEFE20 


SEFE21 


SFEFE22 


SFFE23 


SEFE24 


SEFE25 


SEFE26 


SEFE27 


SFFE28 


SEFE29 


SFFE2A 


SFrE2B 


vEFE2C 


SEFE2F 


RIFE I Be ITE TE IE FC IC FE II FOI II TTC OF ITO TO FE FOTO ROTO TOT FO FO TOTO TE IK IOI TOI I IOTOTE ICT IOI HOFER HK Te HTT t TTT HTT TI 


REAL TIME [NPUT X COORDINATE © | 


FOR e eee ee mere eee terre eee erst eee reaereeseressesasesse 


| 1x9 | 1x8 | 


CIT FFI IC IEF FC FOIE HOF ICICI FE IIE IE FOIE IEF IOS SHH HEE I IK IK IAAI IIA IAAI AE AAAI IIA IA ISAS ADSACARC IC IH 


| REAL TIME INPUT X COORDINATE | 


1X7 | IX6 | IX5 | 1X4 1X3 | 1x2 | IXl | 1X6 
FOR IIH FETE HE HEHE HRI RTT TRH HHH RRR RRR RR KRRRERREKERERE RRR KR KKK KK KKK 
MMII TK THK RRR RRR EKER RRR HHH RERRER ERR RERREREREERRERRHHK 


REAL TIME INPUT Y COORDINATE 


Perr rr rrr rrr eee e eee eee ee eee ee eee eee eee eee ee eee ee eee eee eee eee eee eee eee eee eee ee 


1y9 Iy8 i] 


| REPORTED: SDSS ERE e eM SR, APRN RAPE NE KERR RKKKERKERKKKKKKK 


REAL TIME INPUT Y COORDINATE 


1Y7 1x6 | 1X5 | ty4 1x3 | tv2 | Il | 1x6 | 
PIT TET THT HH HTH HHH HREM RE EERE EERE EEE 
RII IRR IRR IR RE HRITHIK KHER KKK RK KREKRE EHR EKRK KKK KARR RIK 


MEMORY PART TYPE | NUMBER OF BANKS 
MTP3 MTP2 | MTPL MTP@ DBL DBS 1 | 
POITIER RII TI IR FRITTERS I IIIA IAI AI AIAA AISA IAAI ASIA IIIA SI IAA IA II ASIII SAIN SS AIA IAA HA 


FHI IKI RIK RKTT HTT KE HHH IIH HHI IK KIKI KEKE EKER REE RK KKK KKK 


| ITL SYN | ITL DAT | VERTICAL RESOLUTION | HORIZONTAL RESOLUTION 
Is | ID | VRES2 | VRES1 VRESS =| ~HRES2 HRES1 HRES@ 


FER IIE RI IETF TE IEF KTH TEETH TETE HITE ERIE TET VHT IETHER HEE TEETER EHH RII REIKI 
RRR EKER EERE EKER EEE ERE EEE ERE ERE REE EERE EEEREREREEREEEKEKEE 


| | | SYNC SIGNAL MODE | GRN SYN | 
| VIs2. | VIsl | VIS@ | Gs 


FFE III HITT TRIKE ITE IEEE HHI HERTS RPE KH TETE TH TT IH TE HHH TER HHA HK RII KR RIK RR IK 
BOI III TTC HFC TICE TE IE FE HEE FETE HEME ETE TE EFT IE HEH TOKE FE HIST HITE FETS TEETH IIH HTK HIRI KK RI 


SECRET TEETH HEHEHE THT TEH HEHEHE EHEH EEE EEE HEHEHE GEES eeeeeaeee 


LEGER AEE RT ORAS OOO CEN LOANS MM IE REN 
IKK I TIKI IIHR III HERR IEHK SERRE IETHER IIH BERTIE KITT RRR KR IR HK HK KK 


| VIRTUAL SCREEN START ADDRESS | 


Serer rr rrr ee eee eee eee eee ee eee ee eee eee eee ee eee eee ee eee eee ee eee eee eee eee eee eee eee) 


REY CRIAE RTAN RE RIE SS DORE SON EAPREL RAGRENRER Leet el NRE OEEES 


| VIRTUAL SCREEN START ADDRESS 


Pett e eee eee eee eee ee eee eee ee eee eee eee eee 


vsi9 —-|_-vsi8 vsi7__—|_-vsl6 


BOT TOT TTC IK IIE HRI IK IERIE RHR IKE RTE TEKH EHH TTE KRHA ITH RHR RRR RHR 


| VIRTUAL SCREEN START ADORESS 


Bee ee me eee ee eee eee ee teem ee eee eee ease eee eee eee eeeeseeseeeeseseseaees 


VS15 vsl4 vsl3 vsl2 vsll VS16 @ 6 


HRI IRI HH RRR RRR EKER ERE KHER REE EER ERE EKER KERR EREKEKEERKREREK 


| VIRTUAL SCREEN START ADDRESS 


3 3 a 6 8 3 | @ a 
KIKI I HH HK KKH ERR IHRE KEE ERE EERE REER EERE EEK KREREERER KKK 
FIFI TTT HK HT MEK KEK KEE EERE EKEEKREREERERERER ERE 


| VERTICAL OFFSET REGISTER 


Settee eee eee eee ee eee eee eee eee eee eee eee eee ee er 


! ! | | 
Luvaceawkeladwwadehwdaceneenne eewcabuaslecnaueune RRR RRR 


VERTICAL OFFSET REGISTER | 
eS ce 2) | x17 | Yl6 
RII RHEE MERKUR ME EEREREREREKRRERERERRERERRRRERE REE 


| VERTICAL OFFSET REGISTER 


Settee eee eee eee ee eee ee eee eee ee eee eee eee eee eee ee ee 


| ¥15 ¥14 | ¥13 | v2 | YL x10 | x9 ¥8 


BIT IR IIT ITT ITER ITER EHR IR HRI IH RTT HTH HK KERIKERI KK RRR 


| VERTICAL OFFSET REGISTER 


eee eee eee eee ee ee ee eee eee eee eee 


{2 Y6 ¥S ¥4 ¥3 ¥2 | o | @ | 


HE IER IEIE HET TEI ETE IEICE IE ITT REET TEE TOKE HITHER TETHER I HTT HHT RR HERAT HH 
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SFFFAG/GG 


SFEFA1/0@ 


SFEFA2/66 


SFFEA3/06 


SFFFA4/@0 


SFFFAS/@@ 


SFFFA6/00 


SFFFA7/0@ 


SEFFA8/0G 


SEFFA9/0G 


SFFEAA/@G 


SFFFAB/ 00 


SFEFAC/@@ 


SFFEFAD/ 66 


SFEFFAE/@@ 


SFFFAE/80 
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SFFE31 


SFFE32 


SEFE33 


3FFE34 


SEFE35 


SFFE36 


SEFE37 


SEFE38 


SEFE39 


SEFE3A 


SEFE3B 


SFFE3IC 


SEFE3E 


SFFE3F 


ICI NIE IIIS IEEE IUEIEINICIISISIIOIOIIIIOIOIO SOIT IIIOIOOIIS IIIT AAT TO II III I IIIS: 


HORIZONTAL OFFSET REGISTER | 


Vi . Us. cece es MeCERADP AOSe 6 6CHOES DKEESSCONER NAST ES ESESSYROELAD SS OROSOS ESR SS OSS 88% 


i] ! 
i | | | | | 
eFC ROTOR IORI HII IIHS AIA AIS ASA IISA ISSISSISSIS SII A. PTT TTT TCT Pet PP PPP Pe PSS eee ee es 


1 HORIZONTAL OFFSET REGISTER | 


seer nneereecceseanveseocensseoeorsseseosseose 


Ho ncnel piicsvicesll vscsse sual ncccsans bavwannetobasecasveelacborsicentaets EEE 


HORIZONTAL OFFSET REGISTER | 
SIGN | @ i i] ] @ | 6 x10 x9 x8 | 
THI III IIIT IIR IIIT IIR IIIS IATA IIIS IIIA ITI SSSA IS SSIS SSA I III IIOIS III SII 


H HORIZONTAL OFFSET REGISTER 


Li da bie NM Geb SFnO9 COE NCR EERSTE ORAOETSTS ESI EHASRTESSOETESR OD ERS S SESH EVES EPELON SMS 

X7 x6 xs x4 x3 x2 XL xo ] 
PPI IARI IAAI ATA AIA AAI IH HHI KIRA PII IIHR KERR KRERERR REE 
SORIA ICICI TOR SR IIIT IIIA III SIRI ISI IIIIIIAISSSISSISISASISISIAISAS SIA IAI IIS ISIS 


| VIRTUAL SCREEN SIZE REGISTER 


See ec cere eee ccereseesssseseses 


ec cc cc eecccccccccceccecscresesesssscseesssees 


| TIT eo erT A PRONE Daten! UNCP Cer rerrrstere rr er rece Daceon revs | 


| VIRTUAL SCREEN SIZE REGISTER 


se cc cc eccccccccccseseeseresssescosreseese esse sees 


tee e wee eeeeeees 


vis vl7 vl6 


lc ccc ncelaastnwuse lexaevedastostteeces nabieanee PIII ITT IIR IK IRIE REA 


| VIRTUAL SCREEN SIZE REGISTER 


Lg plied e166 oF Ob 68400 086s 054.5 SF TE COTSLESERE SHEED SSSSSES SHR OES ECD OC SSCS ESS SEO 


v5 | vi4 | v13 | vl2 vil ve v9 | | 
EKER 


FEI ITH IPE ESRI AISI ISI AAAI ASIANS SAASAS ASI ACA. PT eee Te Tt eet ee Pe eed 


VIRTUAL SCREEN SIZE REGISTER 


8 ccc eee FOOSE CESS ORD EHEHEO SETS SO SESE HEP ETSOFOSAS SS Se 


eee eee eee 
v7 v6 vs v4 | v3 v2 @ G ] 
HII TE IE HEF RIRIS IAA AA IAAI SAS AAAAIA FOR IIH IIT III AIHA IRATE HTH 

fe CR RRR ICR IORI RIOR I IORI IOS RSS AAI RI AIA IIA IS AISI SISIAS SAIS IISSSSISS SSS SASSSISS SSSI IS 


VIRTUAL SCREEN WIDTH REGISTER 


se eeeeeees eeeee 


eee cece ees ee eeeseeceeeoesscssesererereressesees® 


| cus la vevcusaalszecinasalanhioacelseataniaclebiaidie rencaradulenianesins 


| VIRTUAL SCREEN WIDTH REGISTER | 


Feo dab dees oe CSS AMG a aS 5.90.0 M a ASSO ODED ELEC SES SSCURETE SS ESTE FAS CSOITE TESOL OSE PSS 


Ls eno c] cecaisinkel peda danwal stcanavaclandeskasalLbbasaninhanincccenkonasennnnn 


| VIRTUAL SCREEN WIDTH REGISTER | 


Terr re rere eee eee 


Sec ccc ceserecccesesccsccseesseseosseseeseoseserees® 


wld wo we 


| | | 
werrrrrerrrr rire tt et ee thet eke FORFEITS AHA IAAI IAAI PITRE RIE 


| VIRTUAL SCREEN WIDTH REGISTER | 


rrr rrr Terre r errr rere rrr eee ree S) - 


7 | we 5 |. | w3 w2 | 9 6 
HPI THEREIN REE HK HITHER EHR REE ERE 
SIR ITOK III ERIS TR II IIS II III IAAI II IIIS SISA IS AAI SSI IIA SSS SIASS SAS SISSS SS SAIS SSSI II 


Do kde eee SNe CRw AON Fane FECES ORES KGa EETET SST ECHAS SSE TERETE TRC LORS SEL CHILES 


be RR RI II IIR IORI SOR SE RORIR II III III III III IIIIIISSISSSSSSSSSSSSSSSSIS ISI ISIS IIE 
Ne I CREE SEI RO ICI IIE SO OOIOR RR RII I III IIIA III IISIAISISSISSSSSSSSSSSSISSS I AISISSAI SSI ISIE 


| | | | | | | | | 


soccer e ccc cere eesccreseseseeees Prrrrr ere re ee ree eee 


! | | | | | | | | 
He III III F TIE  I IAI AAS AIA IIA SAA III IITA IAA IT IAAI AA IATIR HII RHE REE 
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eg I RII CITC TORIC ICR SOT IOS IORI IIR TOR AIAIIAIII III SAI ISIS SIS SSSASIASAAS ASSASSIN SIS SSSI ISIS SN 
fe CRI IRI IORI OR TOR ICRI IOS IAPS ISIAH IIIA AAAI AASISAA ASAI SAI SAAISA SASSI SSS SSSA SASS AAA 


COLOR MAPPING RAM LOCATION S1F 


be Swab 00:66 ab S08 C6 d 640: 6600 R 00.054 OF SECS OEEUOTESSEEE SE MESSE OSH RMOENCHSSESSLOO SL 


| VEN R3 R2 | RL RO | 


eI IIH IAAI HAI IAAI AIA AAAI IAI ASIAN IAA ASICS AS IS SASSI AAC RII IIE FE ITT IIH TIT IRI III 


COLOR MAPPING RAM LOCATION SIF 
| G3 | G2 | Gl re | 33 | B2 | BL | Ba | 


EIEIO HE ORO HOTT FRIIS IH ISSA SAAS AIA II eR ICI IORI TOK IARI AED SEI IAA IIASA ASAI SI AASAASI AAAS ACSIA AH. 
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SFEFBG/@1 


SFFFBL/@1 


SFFEB2/01 


SEFFB3/@1 


SFEFB4/@1 


SFFFBS/@1 


SEFFB6/61 


SFFFB7/@1 


SFFFB8/01 


SFFFB9/@1 


SFFEBA/@1 


SFFFBB/@1 


SEFFBC/@1 


SFFFBD/@1 


SFEFBE/@1 


SEFFBE/31 
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SEFE80O 


SEFES1L 


SEFE82 


SFFES3 


SFFES4 


SFFE85 


SFFES6 


SEFE87 


SPFE88 


SEFE89 


SPFE8A 


SFFE8B 


9EFFE8C 


SFFE8D 


SFFE8SE 


SFFESF 


Ie RH Te TEI ORCI IH BC FE FECT FOR IC ICICI FE IE TOTO TOT IE TOE FOTO TE FOI IE FOI TE IO KE HOKE GOTT EE HIATT ADAH I AAA AA AIA AIAN AH 


| CTU RBG PAGE | UNFOLD | MACHINE 


| signe ee essveeousduiss buss Gpictieshievecsetontcesaudeectuaas yes eulesewe wdnchcssecidcaes 
| MPL MPO UF M2 | | | | | 
9H HEE HICH Fe HE HCH ICH ICICI HCTF TOKE TOKE TTI TOI TIF IOI TOPE FOIE TOT IE IPE IIH ISHEITE PASE IIIA SASHA AAAS ASAI AVA AA AAA 
HEHE He He eB TTT He HICH CTE I TH TE Fe TEI HEHEHE HIE TET HITE ICH TOKE EH HC ITE IIE IOI ITE TOF IO TOIT IT ATI AIA IA IAA AH 


| BIT/LIST| LIST MODE SELECT | LINES PER ROW | BITS PER PEL 
BP | um2 | UML | Ma | LPRL | LPRG | BPPl | BPPG 


FAIRE IITETE IE HET HTERE ITE ITER ITH IIHT IRIE HII STIR RIA IAAI ATID IPI AEA ASA A PAI AAI AAS AAAI AAA 
PIRI III III IE HHI III TITHE IIE IPI A IASI AIIAI ASIA IAAI SAHA AAA AS ASAI ASASAADNA AH. 


INTRPT | INTERRUPT BITS (WRITE ENABLES AND READ FLAGS) 
IPT | | RTI RTO OEN BLK COL 


FI IE TEI TI HIT IE TEE HICH I HOTT TOTTI HH HHH IIH I TERT IR TI TTI TH ICH H IMT RAR IARI IRARIAAAERARK 
PIER HII IK TTI I HII HII HEHEHE HII HE TT HH HIRT HTT HIT RRR IIIA RAIA RRR MRI 


| WRAP =| MEM MAP | VID ENBL| BORDER COLOR 
| Wo | MAPA | OV | 8c4 BC3 BC2 BCL | Bca 


ARANRRRRARREARRERKERAERRARAR RRR R RRR PERTTI HII TTI IIIT II TRI IIIT IIT HII AAAI IR 
PPI TE IETF TE TTT TIT TIF ITOH HII HEHEHE HEHEHE GEE TEE VHS HPT ISHII ITI AI IAAI AIA AI AA IATA AA IARI IA 


| OBJECT AVAILABLE 


Cee meee cece reece ere rere eee cere soreness ses eeeeeseeseseseeecececesessecesecees 
O7A O6A | OSA O4A O3A O2A OlA OBA 

FIORE IO ICICI FOF OIOIO TOIT III ITI III AAA III AISA IIASA IAAI AISA AI AIA IASI ISAS AAI ASAI AAS ISIS I ADI I 

FOR OO FOTO I OI ICICI TORIC TOTTI III II IIIA IIA IIA AAAI AIA SII AISA ASIA IAAI ISA AISA ASSIS AISI IIA ISA AIASAIA 


| | SWAP PAGING 
SWAP PG3 PG2 PGL PGO 


FOR ROI TOTO I IOI TOTTI TOTO TOT TORO IOI ATI IAAI AIA AS IIASA SA ASA AAAS A ASAPH AAAI ASIA AA NAAN ADSI AAA 88 
FORTE II THT TIT TOIT TTI HH TI IH IH IHRE HR RHR REERERRRRERERRERRERRRERRERRR RHR 


| UPPER PAGE INDEPENDENT BLOCK | LOWER PAGE INDEPENDENT BLOCK 
| UEN | UPI2 UPI1L UPIO LEN LPI2 LPIl | LPI8/VEC 
FORO CIRO IOOIC IOC IO AIA AISA AI AIAI AS IIASA AIS ASSIA AAAI IAS AS ANSI SISA SAIS A OA IIIA AIAAI 


FPF IE TFET FETT TEI TEI THIET TT TT TEI ITI HRI HIRI RRR REE REE RERERERERERERERERRR ERR 


|2H PRESET| § VERTICAL SCROLLING 
DHP | vsc3 | vsc2.—|_-vscl vsco | 
A RR FEI HORE TE ORE OH TOKE TTT TTT TT TTT THREE RRR EREEREREERERREEEERERERRERHRERREE 
FIFE F IIT TT TIE TT TTT TTT TTT ITT FTTH REE EERE EERE HERR RHR 


| |2W PRESET| HORIZONTAL SCROLLING | 
OWP HSC3 HSC2 HSCL usco | 
IIIT IIT TEETH TTT TTT ERR ERE EERE 


FEI IE FE OTE IE IE FE FE IOI IE TE FETT TET HOTTIE FFE IITE FES TITIES AIF MEETS HIS A ITPA AAPA SIA AHA ASAPH AAAI 


eee eee ee ee eee eee ee ee eee ee eee eee eee eee eee eee eee eee ee eee ee eee eee ee ee eee eee eee ee 


COREE: ERED. (RMON ARCOM DUCT, MMRC EI (ERLE [Ser 
FREI FOIE TO IOI ICRF FE TOTO TE TO TOTTORI HEH IOROHO IEE TOROI IIE IIIA AIDE RAE HASSE II AIA SAEAAASASA SAS A SASSI SAS AAAS AA AA. 


| DYNAMICALLY REDEFINABLE CHARACTER IMAGE TABLE START ADDRESS 


Seem eee ee eee EERE HEHEHE OHHH EEE HEHE EEE EEE EEEE EEE EE EEE HEE EEE EEE EES 


psi9 «| DS18-=—s | +DS17_~_—s+|,_ sé 


FOTO BFE TOTTI FI TOT ICICI TE FTO IC TOTO TOTO TOTO TOIT FOTOIOT IOI ITO IIIA SE PIAA DES PEI AAI AA AAAS ASAD AAAS AH 


| OYNAMICALLY REDEFINABLE CHARACTER IMAGE TABLE START ADDRESS | 


eee eee eee eee ee eee eee eee eee eee ee eee ee eee eee ee ee eee eee ee ee ees 


oSs15 os14 D0S13 DS12 oSsll 0S1d @ i] | 


OPEB ROR TC ICICI ICICI IC FE TOIT IE TOIT IEIO TE TE FOTO TOTE TE TOTTI TOTTI TOIT DPT III HII IH HT AIHA IA SAAT ASAI A AAA 
Shee Rahe hhh dahahahedehalahehaRehehahehehehehehehehehehehehehehehahahehehehahahehehehahateheheheiahehehehaheheteheheiahetehehedaddehehededdebeheddehehehed 


| TRUE OBJECT [MAGE TABLE START ADDRESS 


eee eee eee eee eee eee eee eee eee eee eee ee eee eee ee eee ee eee eee eee ee ee ee ee ee ees 


Tsl9 | TS18 | TSl7 | TS16 


He A HEHE IE HIE HTH HEI TIE TE TOF TE TEI HE OTE TOT TE TET TTT TTT TTT TT HITT TRIER RHEE 


| TRUE OBJECT IMAGE TABLE START ADORESS 


Oerrrrrr err erer rrr rr rrr rrr rr re rrr rrr rrr rrr rr rrr rrr rr rr rrr rrr rrr rrr rr rer eee ee eee | 
TSLS TS14 TS13 TS12 TS11 TS16 @ g J 

FORTEC ROTOR IOI IOI TORII IASI IIIA IAIN AS AIA AIA IA ASIA A ISIAH IIASA IIASA NIA IIASA ISAIAH 

FEIT FOIOISORIOIOROIOIOK TOR IOI OO HOOSIER IIASA IAI ASIII SASIIAS AAI I IAS AAA IS ANAS SOAS IASI AAI. 


| FIXED OBJECT [MAGE TABLE START ADDRESS 


eee eee eee eee ee eee ee eee ee eee ee eee eee ee eee ee ee eee eee eee 


Fsi9 | FSI8 | £S17 ~ | FS16 


i Rehehehehehahehahehehalshehshahahahedehahalehehehahahelehehabehehheiaheiehshehahaisheiehaheheishehahatehsdedeiatehetedetet ttt dott tt tt 68 kd 


FIXED OBJECT IMAGE TABLE START ADORESS 


eee eee ee ee eee eee eee ee eee eee eee eee eee eee eee ee eee eee ee ee ee eee eee eee ee 


FSIS | FS14. || ESL3-—s|:-FS12 FSsll | Fslo | @ 8 


FREI IE ORCI FETE OK TOTO TET BE RRO IOI TOIT TOTO TE TE IOTE CFO TOIT TOK TOTTI FE HOI ATT HOTTER HOTT HOTT FOSTORIA TAA ARAM HH 
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SFEE8G/@2 


SEFF81/62 


SFFFB2/62 


SFFF8 3/62 


SFFF84/62 


SEFF85/62 


SEFF86/02 


SEFF87/62 


SEFF88/G2 


SEFF89/82 


SFFE8A/62 


SFFF8B/82 


SFFF8C/62 


SEFF8D/62 


SFFE8E/@2 


SEFFSE/@2 
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SEFE9S 


SFFE91 


SEFE92 


SFFE93 


SEFE94 


SFFE9SS 


SEFE96 


SFFE97 


SFFE93 


SFFE99 


SEFEIA 


SFFE9B 


SFFE9C 


3SEFE9D 


SEFE9E 


SEFE9SF 


L deh olehehahehehehehehaheheheheheheiehsiehehsheheheheheheiehdehsheddebtehed ddd deddeded ddd deddeddtdddt ttt LLL LLL 


| TRUE OBJECT 39 X POSITION REGISTER | 


ee ee eee ee ee rane 


| B/R | Xzl X20 


x9 | x8 | 
RRR eel tadsbeddsuGiudlineecsasdssesencd. RRR REE 


TRUE OBJECT @ X POSITION REGISTER 


Coe rer rr cece ccec ccc rce cece eres eeee seer seer reese ssesecereesessserccseccccccccces 
x7 | x6 xs x4 x3 x2 XL xo i 

IERIE IE IIE ITE ITER OR IOIOT ORI IIE IAI IA TAI A IAAI AAAI AIA AIA AAAI IIS AIAA ASAT IAA AAA IA ANA AISI IAIANC 

FORO I CIO IOI ICRC IOTE TOTO TOI III III IIIA IAAI AIA SAIS ISS III SI SIAIIAIS ISSA ISNA AAAI ASS NANSAAAAAAA AH 


| TRUE OBJECT @ Y POSITION REGISTER 


TEM eee ERE EEE EEE EE EEHH EEE EH HEHEHE EEE TEESE EEE HEHEHE EEE EEO EEeees 


| OEN YZ1 26 ¥9 | x8 


RRR scot sdacelelvéiindlaniissxesensinabe RRR 


| TRUE OBJECT @ Y POSITION REGISTER 


i ee ee ee ee ee rs 
Y7 Y6 Ys ¥4 ¥3 | Y2 YL | Yo 

Elke heh Reha hehdehehedehehehdehehedahethehddedded dehed dt dddedehehedehtededdt.14.4.4.4.4.4.1.11.14.1 UC TTTTTTTTT TTT ere rs 

lala hehelahahehe hehe Rehehehlehehehhehehhehehebehedeh del dddeldeddededhehtddeddet tt tet tddd didi dd ttt et 


TRUE OBJECT 1 X POSITION REGISTER 


eee ee ee ee nn 


| B/R X21 X20 x9 [x8 


RRR ir vicdeal veVewtaseledenndecs wariseres RRR HEK 


TRUE OBJECT 1 X POSITION REGISTER 


x7 x6 | x5 | x4 x3 | x2 | XL | xa 
FFT ITI TI ITT T TTT IIIA IDI ID IIT TITHE IAI ISIE IAI A IAI INIA AAA AIA AA ANA AA AIDAAAAAAAANRAAM HHH 
PIII IT IH III IRI HIRI III TI III IIIT IIT IIIA I AAA AI AAI ASSIA SII AAAI AIA AIA AAA AA 


| TRUE OBJECT 1 Y POSITION REGISTER 


ee ee ee ee ee rr. 


OEN YZ1 YZ@ Y9 Y8 | 


RARER Reseaandilsiiniaded aabaiataad ixcocadcn RARER 


TRUE OBJECT 1 Y POSITION RBGISTER 


a a 
Y7 | ¥6 Ys Y¥4 ¥3 Y2 Yl Y@ ] 

FORO RO III IEF FETT TOTTORI ITO IF IT AOI IOI AIA IAI ISIS AIA AIA IIIA AAA IAA A IAS AIA AAA IASAI AAA 

FRI IOFOTO I TOI III II IIA II IAA AAAI IAI AAAI SAIS IAN IAA ISAS IAA IIS IA II IAAI SAAS SAIS AS AA AAA AA 


TRUE OBJECT 2 X POSITION REGISTER 


POPP SHC e Hee EHS E HEE HEHEHE REESE HEHE SHEE ESE HE ESE ESE E EE Eeeeeseeeeeeeeee 


| 3/R | XZl Xz0 x9 x8 | 


CARRERE aneruicsdulaaeaésiad ausiutnmel Seodecece | Aeletehehedeteledeheiehehedeheiehelel 


TRUE OBJECT 2 X POSITION REGISTER 


PuisbieneVaisieleGbbiewesScewaeseblegsnsyed vascabecesessdateeeteseesegsecgaens Seeeuiiclee'’ 
x7 | x6 | x4 x3 X2 | x1 | x@ 
Le udaledtae cuaseealat cuwanss a Pom REAR EHRRERRERREERRERERKRE 


FATT III IIR TET TTT TT IIIT IIIT TIT TOIT ITOK TTT ITHACA IIIA AIA ADA ADA AI AA AAA AAA ANA AH 


TRUE OBJECT 2 Y POSITION REGISTER 


eee ee eee eee ee eee ee ee ee ee rs 


| OEN YZ1 X20 | ¥9 x8 


FEI IIT RTT TOTTOT ITI ITI TE TOTTI ITI IH HITE TIT ITHIHTTRIRMIR RRR RRM 


TRUE OBJECT 2 Y POSITION REGISTER | 


eee eee eee ee ee eee eee eee ee ee ee res 
Y7 Y6 xs x4 | Y3 Y2 Yl Yo 

i lehehehehehehehehehehehehehehehebeieiehdebeheded teh dedehdddeddded dd dd ddd tL LLALLELLLLELLALLLLLLE LLL 

Se elehehehelehehdehehehhedehehdedhddedddededd de ddd dd did tht LEE LLL LLALLELLLLLLLLLLELLLLLL LTT 


TRUE OBJECT 3 X POSITION REGISTER 


FOP R HRM RHE eH REE E EEE HEHEHE EEE HEHEHE ESHEETS HEHE EEE HEE E ESE EEE EEeEeesesesseees 


j; B/R j XZ1 XZ@ x9 x8 


KERR (entailed Weadaadvencdeawcaisiwmdchied acc: Rt hettehehRehel 


TRUE OBJECT 3 X POSITION REGISTER 


eee eee eee eee eee ee eee ee eee ee ee ee ee 

x7 x6 xs x4 x3 X2 | Xl x@ | 
FIRTH IT IIHT HI TTI HTT TE HITT IOI TTT TOK ITT TRI IEI ITT TE HITCH 
FIERCE IE TE FETT TE TOIT TOIT ETEK FEI FE KE FETT TIO IOI TOK IIIT HIRAI AIHA IAI AIA AAA AAAI AAA AAAI AAAAA A 


| TRUE OBJECT 3 Y POSITION REGISTER 


SHATTER ERE H ER EEE EHH EEE EERE HEHEHE EE EEEEE EEE EEEEHEH EEE REE EE EEE EEE EEE SEES 


| OEN yz1 26 } x9 x8 


ber ccetadareeaones iY POCO OER ia Ne es | RRR 


| TRUE OBJECT 3 Y POSITION REGISTER 


THOS RRR eee Heme meee seme eee EEE SEER EEE EEE EEEEEE EEE HEHE eee eeeesseeeeesesse 


¥7 Y6 | xs | ¥4 ¥3 ¥2 | yl | ¥@ 


Sa alelialelahalelhehelehehehahehehehehehehehehddebehehehehed ded deded ded thd deddedededdeieied dt tdd 1444412 144444 t LL LL 
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SFFF9G/@2 


SFFF91/@2 


SEFF92/82 


SFFF93/82 


SFFF94/62 


SEFF9S/62 


SEFF96/82 


SFEF97/@2 


SFFF98/@2 


SEFE99/@2 


SEFF9A/@2 


SFFF9B/@2 


SEFF9C/@2 


SFEF9ID/82 


SEFFIE/@2 


SFEFOF/@2 
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SEFEAG 


SFFEAL 


SFFEA2 


SFFEA3 


SFFEA4 


SPFEAS 


SFFEA6 


SEFEA7 


SFFEA3 


SEFEA9 


SFFEAA 


SEPEAB 


SPFEAC 


9EFEAD 


SFFEAE 


SEFEAF 


ielaliahahehahehahahaleheheleheheheheheheheiehebelehehetehehelehcheiebehebeiheieleddbdedddttd Litt LL LLL LAL LE LLL Tri 


OBJECT 4+ X POSITION REGISTER 


a 


| B/R | XZl | Xzo | | | x9 | x8 


Lelaliahahahehehehehehahehehehehehehehehehshetehehshshshebehsiahebteiciehelehettdlelelehdeitt it ittLELLLELELLLLE TTL rTrTeits 


OBJECT 4 X POSITION REGISTER 


a 
| x7 X6 x5 x4 X3 X2 Xl xo 1 
bah ah ahahehehReheheheheliehhehehliehebeh tid bbtd ddd ded Leet tte PPT TTT LT LTTE LLL LLL LL TTT ARERR 
RHI III IIR IIR II IR III III IIIA IIA III III IIA IA III III SATII AISA AIAASIAISAAIASIAAADANASN I MA 


OBJECT 4 Y POSITION REGISTER 


SHH H meee ere eeeeseree esse Eeeees eee eee eeeEese eee sereseesereseesesssseseeeas 


| OEN vZ21 Y20 ¥9 ¥8 


RRR AREER se tdeul scancctie outscddleloccccnses ARERR KAKI 


OBJECT 4 Y POSITION REGISTER 


¥7 ¥6 YS ¥4 ¥3 ¥2 Yl | xg 
HIT REE HERRERA RRM RnR EMR RARER RRR 
IRI III ETHIER IIIS EPRI III IIIA IAI PIII IIH SEIT A IIIA ASAD SADA AIA AIAAN IH He 


OBJECT 5 X POSITION REGISTER 


SOR e meee e eee e eee se ee eee sense eee Eee ee eres ase sseseeeeeenseeeseseseseseeseses 


| 8/R | XZ1 | X20 | | | x9 x8 


FEI RATT HTK HH HH RK I ITH RIKI HII H HII IIH HII HRI RIMINI RRR 


OBJECT 5 X POSITION REGISTER 


PROP meme meee meee eres erases eee eee ee ee ee eases eeEEEEeeee eer eenseeeeseeresesesesees 


x7 | x6 | x5 x4 x3 X2 Xl xa 


PRI III HHI IHRE RRR KHMER ER ERREREERREKRMRMGHR HMM RK KK 
haha RehahehaheRehahehehelehehehehehehehehsheielclshchehtdbeibddedd ddd ttt ttt Ltt ELE LELELTLELELALLLLLLTTri 


| OBJECT 5 Y POSITION REGISTER 


BARR e eee eee ewe ewe EERE EEE EE EEE EEE HHH EEE HEE EEE EEE Eee e Ee eEeeeeeeeseses 


| OEN | YZL | ¥2@ | | | x9 | ¥8 


hh hhh hth ddd ddd thd tt tee tte TTP TTT PTT TTT L TTT LTT IT TILT LTE TETLTTTTrTTe 


| OBJECT 5 Y POSITION REGISTER 


¥7 | Y6 | ¥s x4 ¥3 ¥2 Yl | Ya 
be hehehRelehtekeliehheiebied ddd dd ddd the TE TEE LTTE TESTE ITLLLELE LLL LTT 
PIII He TIE IE IKI HHT TEETH TI IK IHRE II II AIA AIA III IIIA IAI ASA IA ANAIARVN AA HHI 


OBJECT 6 X POSITION REGISTER | 


SOOPER HEHE HEHEHE HERE EEE E EEE SHEET EEE EEE EEE EE EEE HEE HEE EEE EEE EEE eee eeeseeees 


| B/R x21 X26 x9 1x8 


RRR RAK RRR RRR Fy heer REPTONT NS ORPISOER BNE ae RRR RRR KK 


OBJECT 6 X POSITION REGISTER 


Pee eee e ccc rerceccccc ccc cc rere e cece ere er rene eee asec eee eee eee sess eesseeccccsccess 
x7 | X6 xs x4 X3 X2 Xl Xd 

FORO IOIO ROR TETRIS RIOR IORI III II IIIT IAI ISI SIIOIAII IASI IAIS I AIA IIA IAAT IAI OA ISAS AAT ANT HH HH I 

FIC TO IOI IOI ICICI TEI TOT IIIS IR IAI II IOI IIIA II ISISIA II AAI IIISIS SAI III IAI SAAS SAA SAASAACN He 


OBJECT 6 Y POSITION REGISTER 


Fee Hee eee eee EEE EEE EEE HEHEHE HEHEHE EEE HEHEHE EEE E eee eeeneeeseeseees 


| OEN YZ1 YZ@ Y9 ¥8 


RRR KR Ee ukseclacecsisataddidckteledcuscres KERR RK IK 


j OBJECT 6 Y POSITION REGISTER 


| X7 1.¥6 ¥5 4 ¥3 x2 x1 xa | 

IH HITE HK TE He TET TOI THT HHT THR HHH HR KREMER HR KK RK RK RRR 

ialialiahahehehehehahehehehehehehehelbehebehhddehehdkltehddehhedt ted ded ttt ttt tLe t TLE TTT 
OBJECT 7 X POSITION REGISTER 

| 8/R | X21 | xz0 | | | | x9 | x8 j 


ROTI TORR SEITE IIE IE TERE ICH FETT IOFOTO FETT OTC TOTOROTO IE TOTO TOTES FE SOTO TE IEF SOTERA HOSES HEIINAI AMSAT ARAN 


OBJECT 7 X POSITION REGISTER 


Cee e ec ee reece reece creer eee rere see ee ee eee re eee eeeeercescceeessecececececccceces 
x7 x6 xs x4 x3 X2 Xl | x@ 

FOTO TOI IIE SESE ETT TOTO IOI TOR TOR IERIE I FETA I TIT IIE HIE EI III AIS IIA IAI AIA IIS SII SAIS ASAIO AAA A HH 

FIFE STOTT IIIT IO TEI IOT I III III III III AI IIIA IIA AIA IISIISN IIIS AI AI AAAI ASIII AI AS ANACTCH 


OBJECT 7 Y POSITION REGISTER 


ee ee 


OEN YZ1 YZG | x9 | v8 


RRR KREMER HE RII HHH RII IIR RII MRR RRERRR KH 


OBJECT 7 Y POSITION REGISTER 
¥7 ¥6 | ¥S | x4 | ¥3 | ¥2 Yl | xo 


inlaheReheheheheheheheheheheheielcheheheheheieddedtttt ttt titi ttt hit tite t eet LE LLLP TTT 
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SFEFAG/62 


SEFFAL/@2 


SEFFA2/62 


SFFFA3/62 


SFFFA4/62 


SFEFAS/62 


SFEFA6/G62 


SEFFA7/62 


SEFFA8/@2 


SFEFA9/62 


SEEFFAA/62 


SEFFAB/@62 


SFFFAC/62 


SFEFFAD/62 


SEFFAE/@2 


SFEFAF/62 
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SEFEBO 


SFFEBL 


SEFEB2 


SFFEB3 


SEPEB4 


SEFEBS 


SFFEB6 


SEFEB7 


SPFEBS 


SEFEB9 


SFFEBA 


SEFEBB 


SEFEBC 


$SFFEBD 


SFFEBE 


SPFEBF 


FOI ICR FETC IOI IOI TOTO FE IOFOTO IIIT TOR IO IR IAI IAAI IAI IASI AIA IA IAI ADAIR AIAN IAA SAA IS ADR SIAN ANIA ASN A 


OBJECT 3 NAME REGISTER | 


SOC b 08.6.9 4:5:5 60.00 810 64.400 44:60065: 4 FOS 8S OFAC Ube CdS SS Ee OCS SHOES dc ensieeaeeeee 

N7 | N6 { NS N4 | N3 N2 NL NG i 
FORO ORCI OI IOI SI IO IAI IAA IA IISA IIIA SA IAAI AISA ASAI I SAI ASIIS SASS AISI AIA AAS AIA AACA 
FOR FOI TORTI F TOI OR IOI IORI IR II IIIT III IISA ISS AAAS ASAI SAI SAS ISS SSSA IAAI SASS SISA IAAI 


OBJECT 1 NAME REGISTER 


on 


Peewee eee eee eeeeeeee 


seecceee 
N7 | N6 | NS N4 | N3 | N2 NL NG 

FRI IIIT IIIT III III IOI IOS IAAI ISSSI IASI ISIS IIASA AINA AAA AAS IAA ADA ATA AIA AHH HH 

II IEEE TEI ICT TOTTORI RII IIR IIIA III ISIS IIIS SIAI IISA I AIAI ISI IAAI AISA ADA AAA AAAI 


OBJECT 2 NAME REGISTER 


N7 | NG NS N4 N3 N2 NL NG 
RARER RHEE RRR ARR HKREKERER ERE RRR ERR I 
RRR IRAE IIHR IT IR IRI TTI ITI TITHE AAA AAA I 


OBJECT 3 NAME REGISTER 


N7 N6 | NS N4 N3 N2 NL NG 
FAK IH THR IH HI ITI II HTT TIT ITH IETS IAHR AIIABR AAA ADRAIAAAM MI 
eheheheheleheheiehehiehdehheidibid tbh htt it titi tttttte TTT TT LETT LEELA LETT 


OBJECT 4 NAME REGISTER | 
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FIGURE 4-5a MC6809E X BUS TIMING FOR HRES 0,1,2,7 
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FIGURE 4-5b MC6809E X BUS TIMING FOR HRES 3,6 
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FIGURE 4-5c MC6809E X BUS TIMING FOR HRES 4 
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FIGURE 4-6a MC68000/8 X BUS TIMING FOR HRES 0, 1, 2, 7 
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FIGURE 4-6b MC68000/8 X BUS TIAING FOR HRES 3, 6 
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FIGURE 4-6c MC68000/8 X BUS TIMING FOR HRES 4 
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